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	Rel
	Title
	Cat
	Vsn
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	29.274
	1375
	-
	Rel-12
	MM Context IE in Identification Response
	F
	12.2.0
	C4-131598
	Alcatel-Lucent
	TEI12
	7.3.9, 8.38
	

	29.060
	0969
	-
	Rel-12
	Resolving ambiguity of SGSN Number IE encoding
	F
	12.2.0
	C4-131617
	Cisco
	TEI12
	7.7.47
	

	23.007
	0256
	1
	Rel-12
	Cause "GTP Resources Unavailable" handling at the SGSN
	F
	12.2.1
	C4-131833
	ZTE
	TEI12
	21.5
	

	29.274
	1382
	1
	Rel-12
	Delete Session Request/Response
	F
	12.2.0
	C4-131837
	Huawei
	TEI12
	7.2.9.1; 7.2.10.1
	

	29.274
	1383
	1
	Rel-12
	Correction the ULI for RAI IE
	F
	12.2.0
	C4-131838
	Huawei
	TEI12
	7.3.5; 7.3.8;7.4.1
	

	29.274
	1384
	1
	Rel-12
	Correct the Message Type value reserved for S101
	F
	12.2.0
	C4-131839
	Huawei, MCC
	TEI12
	6.1.0; 8.98
	

	29.274
	1385
	1
	Rel-12
	Harmonisation of the abbreviation LBI
	F
	12.2.0
	C4-131840
	Huawei
	TEI12
	3.3; 7.2.3; 7.4.1; 7.4.3
	

	29.060
	0968
	1
	Rel-12
	Correct BSSGP Cause value
	F
	12.2.0
	C4-131856
	NEC
	TEI12
	7.7.75
	

	29.274
	1378
	1
	Rel-12
	Correct Presence requirement for Conditional IE
	F
	12.2.0
	C4-131857
	NEC
	TEI12
	7.7.1
	

	29.274
	1374
	3
	Rel-12
	Reporting the RAN/NAS release cause during bearer release procedures
	B
	12.2.0
	C4-131891
	Alcatel-Lucent, AT&T
	TEI12
	7.2.9.1, 7.2.17.1, 8.1, 8.x (new)
	TS 23.401 CR 2623



	29.274
	1391
	1
	Rel-12
	Variable length parameters in GTPv2 IEs
	F
	12.2.0
	C4-132187
	NSN
	TEI12
	8.90
	

	29.274
	1392
	1
	Rel-12
	Removing APN-AMBR from Modify Bearer Response
	F
	12.2.0
	C4-132188
	Cisco
	TEI12
	7.2.8
	

	29.274
	1393
	1
	Rel-12
	Clarification on encoding of bit rates when converting bits per second received over Diameter interfaces to kilo bits per second over GTPv2.
	F
	12.2.0
	C4-132189
	Cisco, Verizon
	TEI12
	8.7, 8.15 and 8.38
	

	29.060
	0970
	1
	Rel-12
	Clarification on encoding of bit rates when converting bits per second received over Diameter and MAP interfaces to kilo bits per second over GTPv1.
	F
	12.2.0
	C4-132190
	Cisco
	TEI12
	7.7.34, 7.7.98 and 7.7.100
	

	29.277
	0029
	1
	Rel-12
	Cleanup Editors Note
	F
	11.1.0
	C4-132191
	Huawei
	TEI12
	2
	

	29.274
	1397
	1
	Rel-12
	Cause IE condition in the Delete Session Request
	F
	12.2.0
	C4-132193
	Huawei
	TEI12
	7.2.9.1
	TS/TR 23.401 CR 2622



	29.060
	0971
	1
	Rel-12
	Cause IE condition in the Delete PDP Context Request
	F
	12.2.0
	C4-132194
	Huawei
	TEI12
	7.3.5
	TS/TR 23.060 CR 1825



	29.274
	1405
	1
	Rel-12
	PGW IP Addresses in Initial Messages
	F
	12.2.0
	C4-132224
	Huawei
	TEI12
	7.2.2
	

	29.274
	1396
	2
	Rel-12
	Correct the value of the Selection Mode IE
	F
	12.2.0
	C4-132247
	Huawei
	TEI12
	8.58
	

	29.274
	1406
	2
	Rel-12
	PGW and SGW Charging alignment in downlink
	B
	12.2.0
	C4-132249
	Ericsson, Alcatel Lucent, Cisco, Verizon
	TEI12
	7.2.1, 7.2.2, 7.2.7, 7.2.8, 7.2.21, 8.12
	TS 23.401 CR 2598



	29.274
	1376
	4
	Rel-12
	Core Network Operator selection origin
	B
	12.2.0
	C4-132262
	Alcatel-Lucent
	TEI12
	7.2.1, 7.2.7, 8.1, 8.y (new)
	TS 23.060 CR 1819



	29.060
	0966
	4
	Rel-12
	Core Network Operator selection origin
	B
	12.2.0
	C4-132263
	Alcatel-Lucent
	TEI12
	7.3.1, 7.3.3, 7.7.0, 7.7.y (new)
	TS 23.060 CR 1819



	29.274
	1398
	2
	Rel-12
	S1-U eNodeB F-TEID in Create Bearer Response
	F
	12.2.0
	4-1322280
	Huawei
	TEI12
	7.2.4
	

	29.274
	1400
	2
	Rel-12
	SS code used in the Paging message
	F
	12.2.0
	C4-132285
	Huawei, Ericsson
	TEI12
	7.4.5
	


