Page 1



3GPP TSG-CT WG1 Meeting #85 
(
C1-135132
San Francisco (CA), USA, 11-15 November 2013
Was C1-132000, C1-134070, C1-134810
	CR-Form-v11

	CHANGE REQUEST

	

	
	24.237
	CR
	0892
	rev
	3
	Current version:
	12.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Option for eSRVCC for SCC AS procedure

	
	

	Source to WG:
	Alcatel-Lucent

	Source to TSG:
	C1

	
	

	Work item code:
	TEI12
	
	Date:
	2013-09-30

	
	
	
	
	

	Category:
	C
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	The current procedure in subclause 12.3.5 requires the SCC AS to maintain SDP for both the source access and remote leg for each dialog.  When the access transfer request for eSRVCC arrives at the SCC AS, the SCC AS compares the incoming SDP to the stored SDP. This procedure should be an implementation option rather than a mandatory procedure to allow vendors to optimize their implementations as desired by service providers. There are a number of disadvantages in the complexity of performing a full SDP analysis and an alternative option of avoiding this is perfectly feasible.

This change impacts SCC AS only and does not impact any other IMS network elements.

	
	

	Summary of change:
	Subclause 12.3.5 has been modified as follows:

1. The procedure in step 1 C has been modified to be optional and allow an aternative option. This alternative option text has been taken from procedures in subclause 12.3.1, where the existing text relates to the STN-SR and the replacement text is relating to the ATU-STI.



	
	

	Consequences if not approved:
	Does not allow for vendor implementation optimization.

	
	

	Clauses affected:
	12.3.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


12.3.5
SCC AS procedures for PS to CS access transfer: PS to CS SRVCC enhancement using ATCF

Upon receiving a SIP INVITE request due to ATU-STI for PS to CS SRVCC, the SCC AS shall:

1)
if there is a Target-Dialog header field in the SIP INVITE request:
A)
determine the transferable session set which are all the sessions of the SC UE whose private user identity is associated with Correlation MSISDN that is contained in the P-Asserted-Identity header field of the SIP INVITE request;

B)
determine the session that is to be transferred which is a session:
a)
in the transferable session set;

b)
is in the confirmed dialog state; and

c)
with active speech media component which has been made active most recently; and

C)
if the session that is to be transferred is for the same dialog as the dialog identifier in the Target-Dialog header field in the SIP INVITE request, then perform the procedures described for SIP INVITE request due to STN-SR in subclause 12.3.0B with one of the following options dependent on operator policy:
a)
if:

-
the SDP offer in the SIP INVITE request contains speech media component only and the speech media component of the SDP offer in the SIP INVITE request is the same as the speech media component of the SDP negotiated by the ATCF in the session being transferred; or

-
the SDP offer in the SIP INVITE request contains speech media component and video media component and the speech media component and the video media component of the SDP offer in the SIP INVITE request is the same as the speech media component and the video media component of the SDP negotiated by the ATCF in the session being transferred;


then the SCC AS shall:

i)
not send a SIP re-INVITE request towards remote UE; and

ii)
send a SIP 200 (OK) response to the SIP INVITE request containing the SDP negotiated by SCC AS towards ATCF in the session being transferred; or
b)
if confirmed dialogs supporting a session with active speech media component exist in the transferable session set the SCC AS shall send a SIP re-INVITE request towards the remote UE and in a new SDP offer, include the media characteristics as received in the SIP INVITE request due to ATU-STI, by following the rules of 3GPP TS 24.229 [2];
NOTE:
handling when it is determined that there is no session to be transferred or when the dialog identifier in the Target-Dialog header field in the SIP INVITE request identifies a dialog other than the session being transferred is out of scope of this release of this document.
D)
if the session identified by the dialog identifier in the Target-Dialog header field is a session of the SC UE whose private user identity is associated with C-MSISDN that is contained in the P-Asserted-Identity header field of the SIP INVITE request and:

1)
is in an early dialog state; or

2)
is in a confirmed dialog state and contains inactive speech media component;


then

1)
if the session is in an early dialog state, perform the procedures described for SIP INVITE requests due to STN-SR in subclause 12.3; and

2)
if the session is in a confirmed dialog state and contains inactive speech media component, perform the procedures described for SIP INVITE requests due to STN-SR in subclause 12.3.2; 
2)
if there is no Target-Dialog header field in the SIP INVITE request:

a)
perform the procedures described for SIP INVITE requests due to STN-SR in subclause 12.3.0B.
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