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	Reason for change:
(

	At the CT1#84, tdoc C1-133578 (CR#0065) was agreed and approved into specification at CT#61 related to the LS from GSMA IREG RILTE in C1-133134. The CR introduced new leaves for SS management in the UE. The CR is required to:
1) better clarify setting "2" for the "SS_domain_setting" leaf to indicate that the UE uses the PS domain for SS settings when the UE is using the PS domain for voice calls, and the UE uses the CS domain for SS settings when the UE is using the CS domain for voice calls.

2) remove the NOTE as it is misleading because it has to be assumed that the ability for the UE to use the PS domain or CS domain for voice services is based upon the operator voice domain preferences and the availability of voice over IMS (i.e. value of "IMS voice over PS sessions supported" indicator returned in ATTACH ACCEPT)


	
	

	Summary of change:
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	Remove the NOTE for setting "2" in the "SS_domain_setting" leaf clearer and better clarify setting "2"
Editorial modifications.
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not approved:
	Misinterpretation of the setting "2" in the "SS_domain_setting".
Linkage will not be provided from TS 24.173.
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* * * Begin change * * *
5.41
/<X>/SS_domain_setting
Editor's Note [WI: TEI12, CR: #0065]: An informative linkage to the use of the "SS_domain_setting" and "PS_domain_IMS_SS_control_preference" needs to made from 3GPP TS 24.173 to this specification.  
The SS_domain_setting leaf indicates the network operator's preference for the selection of the domain used by the UE when performing supplementary services (SS) setting control for voice services. 

-
Occurrence: ZeroOrOne

-
Format: int
-
Access Types: Get, Replace
-
Values: 0, 1, 2
0 – Indicates that the UE only uses the PS domain for SS setting control
1 – Indicates that the UE only uses the CS domain for SS setting control 
2 -
Indicates that the UE uses the PS domain for SS setting control when the PS domain is being used by the UE for voice services, and the UE uses the CS domain for SS setting control when the CS domain is being used by the UE for voice services


5.42
/<X>/PS_domain_IMS_SS_control_preference
The PS_domain_IMS_SS_control_preference leaf provides a means to define the method for which Supplementary Services as defined by 3GPP TS 22.173 [19] are controlled by the UE when SS setting control is to be invoked over the PS domain.
-
Occurrence: ZeroOrOne

-
Format: bool

-
Access Types: Get, Replace
-
Values: 0, 1
0 – Indicates that the IMS SS setting control for services defined by 3GPP TS 22.173 [19] is to be invoked using XCAP/Ut

1 – Indicates that the IMS SS setting control for services defined by 3GPP TS 22.173 [19] is to be invoked using SIP-based user configuration
NOTE:
The usage of other methods for controlling the IMS SS setting control are out of the scope of this parameter.
The UE uses the information stored in the PS_domain_IMS_SS_control_preference leaf either when the SS_domain_setting leaf is set to "0", or when SS_domain_setting is set to "2" and the domain currently used for voice services is the PS domain.
* * * End change * * *
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