Page 1



3GPP TSG CT WG4 Meeting #62-bis
C4-131603
Porto, PORTUGAL; 7th – 11th October 2013
	CR-Form-v10

	CHANGE REQUEST

	

	(

	29.277
	CR
	0028
	(

rev
	-
	(

Current version:
	11.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	E-UTRAN to 3GPP2 1xCS SRVCC emergency handover

	
	

	Source to WG:
(

	Alcatel-Lucent

	Source to TSG:
(

	CT4

	
	

	Work item code:
(

	TEI12
	
	Date: (

	2013-09-20

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Subclause 5.3.3.1.1 of 3GPP TS 23.216 states: 
If the MME (operator) supports interworking to 3GPP2 1xCS, the MME shall follow the rules and procedures described in TS 23.402 [3] with the following additions and clarifications:

-
To be a signalling tunnelling end point towards the 3GPP2 1xCS IWS for sending/receiving encapsulated 3GPP2 1xCS signalling messages to/from the UE, which are encapsulated in S1-MME S1 Information Transfer messages (TS 36.413 [30]).

-
release of the E-UTRAN resources after SRVCC to the 3GPP2 1xCS is completed.

-
include information to enable 3GPP2 network to determine emergency session.

-
insert the equipment identifier during the handover procedure of an emergency session.

It isn't clear in stage 3 how the MME signals an emergency session to the 1xCS IWS. 

The GEC parameter in the GCSNA Status IE in the 3GPP2 standards does already allow to signal an emergency call. 
Note: such an emergency indication is already provided too over the Sv interface during an emergency SRVCC handovers to UTRAN/GERAN.



	
	

	Summary of change:
(

	It is clarified that the Global Emergency Call field in the GCSNA Status IE in the MME to 1x IWS direction indicates whether the call is an emergency call.
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not approved:
	It is unclear how the MME signals an emergency session to the 1xCS IWS. 
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* * * First Change * * * *

6.4.1.10
GCSNA Status

This IE contains the GCSNA status information to be transported over the S102 interface. The MME maps the Status field values (Handoff successful, Handoff failure) from the GCSNA Status IE to the CDMA2000 HO Status IE (enumeration values HO Success and HO Failure, as defined in 3GPP TS 36.413 [5]). Details of inclusion rules, format and contents of this IE are specified in 3GPP2 A.S0008-D [3] and 3GPP2 A.S0009-D [6].

The Activity Type field in the 1x IWS to MME direction provides information to the MME regarding the activity (i.e.  SMS or CSFB) being undertaken as a result of processing of the GCSNA PDU at the UE. The MME may use the Activity Type indication received from the 1x IWS in order to control the paging based on operator policy, such as:
-     paging retransmission strategies;

-     determining whether to send the Paging message to the eNodeBs during certain MME high load conditions.

The Call Priority field in the 1x IWS to MME direction indicates the priority of the activity being undertaken for CSFB Priority Call Handling (see 3GPP TS 23.272 Annex B).
The Global Emergency Call field in the MME to 1x IWS direction indicates whether the call is an emergency call.

* * * End of Changes * * * *
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