Page 1



3GPP TSG-CT WG1 Meeting #84bis 
(
C1-133690
Porto (Portugal), 7-11 October 2013

	CR-Form-v10

	CHANGE REQUEST

	

	(

	24.147
	CR
	0102
	(

rev
	-
	(

Current version:
	11.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Reference update: draft-kaplan-insipid-session-id

	
	

	Source to WG:
(

	Ericsson

	Source to TSG:
(

	C1

	
	

	Work item code:
(

	IMSProtoc3
	
	Date: (

	2013-09-23

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	draft-kaplan-sip-session-id has been replaced with draft-kaplan-insipid-session-id. TS 24.147 currently references draft-kaplan-sip-session-id.

	
	

	Summary of change:
(

	draft-kaplan-sip-session-id is replaced with draft-kaplan-insipid-session-id.

There are no technical differences between the drafts.

	
	

	Consequences if 
(

not approved:
	The specification contains an outdated reference.

	
	

	Clauses affected:
(

	2,

5.3.1.5.4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


***** BEGIN MODIFICATION *****
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 22.228: "Service requirements for the Internet Protocol (IP) multimedia core network subsystem; Stage 1".

[3]
3GPP TS 23.218: "IP Multimedia (IM) session handling; IM call model; Stage 2".
[4]
3GPP TS 24.228 Release 5: "Signalling flows for the IP multimedia call control based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".
[5]
3GPP TS 24.229: "Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".
[6]
3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".

[7]
IETF RFC 3261 (June 2002): "SIP: Session Initiation Protocol".

[8]
IETF RFC 4353 (February 2006): "A Framework for Conferencing with the Session Initiation Protocol (SIP)".

[9]
IETF RFC 4579 ( August 2006): "Session Initiation Protocol Call Control - Conferencing for User Agents".
[10]
IETF RFC 3265 (June 2002): "Session Initiation Protocol (SIP) - Specific Event Notification".

[11]
IETF RFC 4575 (August 2006): "A Session Initiation Protocol (SIP) Event Package for Conference State".
[12]
3GPP TS 29.228: "IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents".

[13]
Void.
[14]
Void.
[15]
3GPP TS 29.208: "End to end Quality of Service (QoS) signalling flows".

[16]
IETF RFC 2833 (May 2000): "RTP Payload for DTMF Digits, Telephony Tones and Telephony Signals".

[17]
IETF RFC 3515 (April 2003): "The Session Initiation Protocol (SIP) Refer Method".
[18]
Void.
[19]
IETF RFC 3840 (August 2004): "Indicating User Agent Capabilities in the Session Initiation Protocol (SIP)".

[20]
IETF RFC 3892 (September 2004): "The Session Initiation Protocol (SIP) Referred-By Mechanism".
[21]
Void.

[22]
Void.

[23]
Void.

[24]
Void.
[25]
Void.
[26]
Void.
[27]
Void.
[28]
IETF RFC 4582 (November 2006): "The Binary Floor Control Protocol (BFCP)".

[29]
Void.

[30]
Void.

[31]
Void.

[32]
Void.

[33]
IETF RFC 3891 (September 2004): "The Session Inititation Protocol (SIP) "Replaces" Header".

[34]
IETF RFC 5366 (October 2008): "Conference Establishment Using Request-Contained Lists in the Session Initiation Protocol (SIP)"

[35]
IETF RFC 4583 (November 2006): "Session Description Protocol (SDP) Format for Binary Floor Control Protocol (BFCP) Streams".
[36]
IETF RFC 5360 (October 2008): "A Framework for Consent-Based Communications in the Session Initiation Protocol (SIP)".
[37]
draft-kaplan-insipid-session-id-03 (August 2013): "A Session Identifier for the Session Initiation Protocol (SIP)".
Editor's note: The above document cannot be formally referenced until it is published as an RFC.
[38]
3GPP TS 24.166: "3GPP IMS Conferencing Management Object (MO)".
***** NEXT MODIFICATION *****
5.3.1.5.4
User invites other users to a conference by including URI list in initial INVITE request to the conference focus

Upon generating an INVITE request that is destined to the conference focus in order to create a conference using a conference factory URI (see subclause 5.3.1.3.2) the UE may attach a message body to the request that includes a URI list as described in RFC 5366 [34]. In order to do this the UE shall follow the procedures in subclause 5.3.1.3.2 for creation of the INVITE request and, in addition, the conference initiator shall build a list of URIs in accordance with RFC 5366 [34] including the SIP URIs of all the users that are to be invited to the conference.
In case of an ad-hoc conference where the conference creator is already involved in a dialog with a user who shall be invited to the conference, the UE may add information of this dialog ID (Call-ID header field, From header field, To header field, and if available a Session-ID header field as described in draft-kaplan-insipid-session-id [37]) to the URIs in the URI list, according to the procedures for adding header fields ("?" mechanism) described in subclause 19.1.1 of RFC 3261 [7].

Once the INVITE request has been sent, the conference participant shall behave as described in subclause 5.3.1.3.2 once the 200 (OK) response to the INVITE is received.
***** END MODIFICATION *****
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