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	The stage 2 P4C-F work has made some revisions on the conditions/exceptions related to P4C-F (S2-124441), corresponding changes in stage 3 specs should also be synchronized.

	
	

	Summary of change:
	Update conditions/exceptions adpated to P4C-F in general part of PCC procedures.

	
	

	Consequences if not approved:
	The existing P4C-F functions do not align with the conditions/exceptions in the stage 2 work.
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	Other comments:
	


* * * 1st Change * * * 
G.5.1.4
PCC rule

The definition of PCC rules and PCC rule operations in subclause 4.3 are applicable except:

PS to CS session continuity

User Location Report
NOTE:
The procedure for provisioning predefined PCC rules at the IP Edge is out of 3GPP scope. 

Editor's note:
Charging and usage monitoring information applicable within the PCC Rule is pending confirmation by Broadband Forum.
* * * 2nd Change * * * 
G.5.1.6
Subscriber Identifier
In the convergence scenario the Subscriber Identifier represents the identifier of the user.

For the 3GPP UE the Subscriber Identifier is received in the Subscription-Id AVP and includes the IMSI.

The Subscriber Identifier used by fixed device or the RG at establishment of Subscriber IP session in fixed broadband access network can be the Access Line Identifier (Physical-Access-ID AVP and Logical-Access-ID AVP) or the username received in Subscription-Id AVP, for example when the Subscriber IP session is a PPP Session. 
NOTE:
For the RG and fixed device based on Broadband Forum specification, the Subscriber Identifier is defined in Broadband Forum TR‑134 [44].
* * * End of Changes * * * 
