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	Reason for change:
	In the case of UE initiated PDN connectivity request with request type "handover" for a PDN connection that does not exist, the network will behave as below (excerpted from TS 24.301 subclause 6.5.1.6):
“b)
UE initiated PDN connectivity request with request type "handover" for a PDN connection that does not exist:


If the network receives a PDN CONNECTIVITY REQUEST message for either a default APN or a specific APN with request type set to "handover" and the MME does not have any information about that PDN connection, then MME shall reject the PDN connectivity request procedure including the ESM cause #54 "PDN connection does not exist", in the PDN CONNECTIVITY REJECT message.”
However, the UE’s behavior upon receipt of the PDN CONNECTIVITY REJECT message with ESM cause #54 "PDN connection does not exist" is not specified in the current specification. If the UE retries the same PDN CONNECTIVITY REQUEST message with request type set to "handover" for the same PDN connection, the MME will reject the request with ESM cause #54 again. Such retries are wasteful and may trigger the overload of the signalling in radio access network and core network. This will also cause the UE’s battery drain.

Hence, the UE’s behavior upon receipt of the PDN CONNECTIVITY REJECT message with ESM cause #54 should be clearly specified. To make the service continuity after handover from a non-3GPP access network, the UE should immediately initiate another ATTACH/PDN CONNECTIVITY REQUEST message with request type set to "initial request" to establish a default PDN connection at a 3GPP access network.
If the UE sets the request type to "initial request", even the MME also does not have any information about that PDN connection, the MME will accept such request and performs the action as defined in TS 23.401 subclause 5.3.2.1:
“… If the Request Type indicates "Initial request" and the selected PDN subscription context contains no PDN GW identity the new MME selects a PDN GW as described in clause 4.3.8.1 on PDN GW selection function (3GPP accesses). If the PDN subscription context contains a dynamically allocated PDN GW identity and the Request Type does not indicate "Handover" the MME may select a new PDN GW as described in clause PDN GW selection function, e.g. to allocate a PDN GW that allows for more efficient routing.”
Note that from the below definition of ESM #54, it  can only be used when the PDN connectivity is triggered with request type set to "handover" at handover from a non-3GPP access network:

“Cause #54 – PDN connection does not exist


This ESM cause is used by the network at handover from a non-3GPP access network to indicate that the MME does not have any information about the requested PDN connection.”


	
	

	Summary of change:
	To clearly specify the UE’s behaviour upon receipt of a PDN CONNECTIVITY REJECT message with ESM #54 to limit the unnecessary retry action.
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	The UE’s behavior upon receipt of a PDN CONNECTIVITY REJECT message with ESM #54 is unclear. The UE may automatically re-send the same PDN CONNECTIVITY REQUEST message with request type set to "handover" for the same PDN connection and the MME will reject the request with ESM cause #54 again. Such retries are wasteful and may trigger the overload of the signalling in radio access network and core network. This will also cause the UE’s battery drain.
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* * * * First Change * * * *

6.5.1.4
UE requested PDN connectivity procedure not accepted by the network

If connectivity with the requested PDN cannot be accepted by the network, the MME shall send a PDN CONNECTIVITY REJECT message to the UE. The message shall contain the PTI and an ESM cause value indicating the reason for rejecting the UE requested PDN connectivity.

The ESM cause IE typically indicates one of the following ESM cause values:
#8:

operator determined barring;

#26:
insufficient resources;

#27:
missing or unknown APN;

#28:
unknown PDN type;

#29:
user authentication failed;

#30:
request rejected by Serving GW or PDN GW;

#31:
request rejected, unspecified;

#32:
service option not supported;

#33:
requested service option not subscribed;

#34:
service option temporarily out of order;

#35:
PTI already in use;
#38:
network failure;

#50:
PDN type IPv4 only allowed;

#51:
PDN type IPv6 only allowed;

#53:
ESM information not received;
#54:
PDN connection does not exist;
#55:
multiple PDN connections for a given APN not allowed;
#65:
maximum number of EPS bearers reached;

#66:
requested APN not supported in current RAT and PLMN combination;
#95 – 111:
protocol errors;

#112:
APN restriction value incompatible with active EPS bearer context.
If the ESM cause value is #26 "insufficient resources" or #27 "missing or unknown APN", the network may include a value for timer T3396 (see 3GPP TS 24.008 [13]) in the PDN CONNECTIVITY REJECT message. If the ESM cause value is #26 "insufficient resources" and the PDN CONNECTIVITY REQUEST message was received via a NAS signalling connection established with RRC establishment cause "High priority access AC 11 – 15" or request type in the PDN CONNECTIVITY REQUEST message was set to "emergency", the network shall not include a value for timer T3396.

Upon receipt of the PDN CONNECTIVITY REJECT message, the UE shall stop timer T3482 and enter the state PROCEDURE TRANSACTION INACTIVE.
If the ESM cause value is #26 "insufficient resources" and T3396 value IE is included:

-
if the PDN CONNECTIVITY REQUEST message was sent standalone, the UE shall take different actions depending on the timer value received for timer T3396:

-
if the timer value indicates neither zero nor deactivated, the UE shall stop timer T3396 if it is running. The UE shall then start timer T3396 and not send another PDN CONNECTIVITY REQUEST message for the same APN until timer T3396 expires, the timer T3396 is stopped, the UE is switched off or the USIM is removed;

-
if the timer value indicates that this timer is deactivated, the UE shall not send another PDN CONNECTIVITY REQUEST message for the same APN until the UE is switched off or the USIM is removed, or the UE receives an ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST, ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST or MODIFY EPS BEARER CONTEXT REQUEST message for the same APN from the network; and

-
if the timer value indicates zero, the UE may send another PDN CONNECTIVITY REQUEST message for the same APN;

-
if the PDN CONNECTIVITY REQUEST message was sent together with an ATTACH REQUEST, the UE shall take different actions depending on the timer value received for timer T3396 and integrity protection of the ATTACH REJECT message (if the UE is configured for dual priority, exceptions are specified in subclause 6.5.5):

-
if the ATTACH REJECT message is not integrity protected, the UE shall stop timer T3396 if it is running. The UE shall then start timer T3396 with a random value from a default range specified in table 11.2.3 defined in 3GPP TS 24.008 [13], and:
-
shall not initiate a new attach procedure with the same APN that was sent by the UE, until timer T3396 expires, the timer T3396 is stopped, the UE is switched off or the USIM is removed; and

-
shall not initiate a new attach procedure without an APN if the UE did not provide any APN during the attach procedure, until timer T3396 expires, the UE is switched off or the USIM is removed;
-
if the ATTACH REJECT message is integrity protected, the UE shall proceed as follows:

a)
if the timer value indicates neither zero nor deactivated, the UE shall stop timer T3396 if it is running. The UE shall then start timer T3396 with the value provided in the T3396 value IE and:

-
shall not initiate a new attach procedure with the same APN that was sent by the UE, until timer T3396 expires, the timer T3396 is stopped, the UE is switched off or the USIM is removed; and

-
shall not initiate a new attach procedure without an APN if the UE did not provide any APN during the attach procedure, until timer T3396 expires, the UE is switched off or the USIM is removed;

b)
if the timer value indicates that this timer is deactivated, the UE:
-
shall not initiate a new attach procedure with the same APN that was sent by the UE, until the UE is switched off or the USIM is removed, or the UE receives an ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message with the same APN from the network; and

-
shall not initiate a new attach procedure without an APN if the UE did not provide any APN during the attach procedure, until the UE is switched off or the USIM is removed; and
c)
if the timer value indicates that this timer is zero, the UE shall proceed as specified in subclause 5.5.1.2.6 item d;

-
if the UE is switched off when the timer T3396 is running, the UE shall behave as follows when the UE is switched on:

-
let t1 be the time remaining for T3396 timeout at switch off and let t be the time elapsed between switch off and switch on. If t1 is greater than t, then the timer shall be restarted with the value t1 – t. If t1 is equal to or less than t, then the timer need not be restarted. If the UE is not capable of determining t, then the UE shall restart the timer with the value t1;

-
if prior to switch off, timer T3396 was running for a specific APN, because a PDN CONNECTIVITY REQUEST, BEARER RESOURCE MODIFICATION REQUEST or BEARER RESOURCE ALLOCATION REQUEST message containing the low priority indicator set to "MS is configured for NAS signalling low priority" was rejected with timer T3396, and if timer T3396 is restarted at switch on, then the UE configured for dual priority shall handle session management requests as indicated in subclause 6.5.5; and
-
if prior to switch off timer T3396 was running because a PDN CONNECTIVITY REQUEST without APN sent together with an ATTACH REQUEST message containing the low priority indicator set to "MS is configured for NAS signalling low priority" was rejected with timer T3396, and if timer T3396 is restarted at switch on, then the UE configured for dual priority shall handle session management requests as indicated in subclause 6.5.5.

If the ESM cause value is #27 "missing or unknown APN" and T3396 value IE is included:

-
if the PDN CONNECTIVITY REQUEST message was sent standalone, the UE shall take different actions depending on the timer value received for timer T3396:

-
if the timer value indicates neither zero nor deactivated, the UE shall start timer T3396 and not send another PDN CONNECTIVITY REQUEST message for the same APN until timer T3396 expires, the UE is switched off or the USIM is removed;

-
if the timer value indicates that this timer is deactivated, the UE shall not send another PDN CONNECTIVITY REQUEST message for the same APN until the UE is switched off or the USIM is removed; and

-
if the timer value indicates zero, the UE may send another PDN CONNECTIVITY REQUEST message for the same APN; and

-
if the PDN CONNECTIVITY REQUEST message was sent together with an ATTACH REQUEST, the UE shall take different actions depending on the timer value received for timer T3396 and integrity protection of the ATTACH REJECT message:

-
if the ATTACH REJECT message is not integrity protected, the UE shall start timer T3396 with a random value from a default range specified in table 11.2.3(see 3GPP TS 24.008 [13]), and:
-
shall not initiate a new attach procedure with the same APN that was sent by the UE, until timer T3396 expires, the UE is switched off or the USIM is removed; and

-
shall not initiate a new attach procedure without an APN if the UE did not provide any APN during the attach procedure, until timer T3396 expires, the UE is switched off or the USIM is removed;

-
if the ATTACH REJECT message is integrity protected, the UE shall proceed as follows:

a)
if the timer value indicates neither zero nor deactivated, the UE shall start timer T3396 and:

-
shall not initiate a new attach procedure with the same APN that was sent by the UE, until timer T3396 expires, the UE is switched off or the USIM is removed; and

-
shall not initiate a new attach procedure without an APN if the UE did not provide any APN during the attach procedure, until timer T3396 expires, the UE is switched off or the USIM is removed;

b)
if the timer value indicates that this timer is deactivated, the UE:

-
shall not initiate a new attach procedure with the same APN that was sent by the UE, until the UE is switched off or the USIM is removed; and
-
shall not initiate a new attach procedure without an APN if the UE did not provide any APN during the attach procedure, until the UE is switched off or the USIM is removed; and
c)
if the timer value indicates that this timer is zero, the UE shall proceed as specified in subclause 5.5.1.2.6 item d.
If the T3396 IE is not included and PDN CONNECTIVITY REQUEST was sent standalone, the UE may send a PDN CONNECTIVITY REQUEST message for the same APN. 

If the T3396 IE is not included and PDN CONNECTIVITY REQUEST was sent together with an ATTACH REQUEST, the UE shall proceed as specified in subclause 5.5.1.2.6, item d.

When the timer T3396 is running, the UE is allowed to initiate attach procedure or PDN connectivity procedure if:

-
the UE is a UE configured to use AC11 – 15 in selected PLMN; or

-
the procedure is for emergency bearer services.
If the ESM cause value is #50 "PDN type IPv4 only allowed" or #51 "PDN type IPv6 only allowed", the UE shall not automatically send another PDN CONNECTIVITY REQUEST message for the same APN that was sent by the UE using the same PDN type until:

-
a new PLMN which is not in the list of equivalent PLMNs is selected;

-
the PDN type which is used to access to the APN is changed;

-
the UE is switched off; or

-
the USIM is removed.
NOTE 1:
Request to send another PDN CONNECTIVITY REQUEST message with a specific PDN type has to come from upper layers.
If the ESM cause value is #65 "maximum number of EPS bearers reached", the UE shall determine the PLMN's maximum number of EPS bearer contexts in S1 mode (see subclause 6.5.0) as the number of active EPS bearer contexts it has.

NOTE 2:
In some situations, when attempting to establish multiple EPS bearer contexts, the number of active EPS bearer contexts that the UE has when ESM cause #65 is received is not equal to the maximum number of EPS bearer contexts reached in the network.

NOTE 3:
When the network supports emergency bearer services, it is not expected that ESM cause #65 is returned by the network when the UE requests a PDN connection for emergency bearer services.

The PLMN's maximum number of EPS bearer contexts in S1 mode applies to the PLMN in which the ESM cause #65 "maximum number of EPS bearers reached" is received. When the UE is switched off or when the USIM is removed, the UE shall clear all previous determinations representing PLMNs maximum number of EPS bearer contexts in S1 mode. When the UE selects a new PLMN, the UE may clear previous determinations representing any PLMN's maximum number(s) of EPS bearer contexts in S1 mode.

If the ESM cause value is #66 "requested APN not supported in current RAT and PLMN combination", the UE shall not send another PDN CONNECTIVITY REQUEST for the same APN in the current PLMN or any PLMN in the list of equivalent PLMNs in S1 mode until the UE is switched off or the USIM is removed.

If the ESM cause value is #54 "PDN connection does not exist", the UE shall take different actions as follows:

-
if the PDN CONNECTIVITY REQUEST message was sent standalone, the UE shall set the request type to "initial request" in the subsequent PDN CONNECTIVITY REQUEST message to establish a PDN connectivity to the same APN;
-
if the PDN CONNECTIVITY REQUEST message was sent together with an ATTACH REQUEST message, the UE shall set the request type to "initial request" in the PDN CONNECTIVITY REQUEST message which is included in the subsequent ATTACH REQUEST message to establish a PDN connectivity to the same APN.
NOTE 4:
User interaction is necessary in some cases when the UE cannot re-activate the EPS bearer context(s) automatically.

* * * * End of Change * * * *
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