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	Reason for change:
	Subclause 4.4.3.1.3.3 states:

4.4.3.1.3.3    Manual CSG selection in a PLMN different from the RPLMN

If the user selects a CSG in a PLMN that is different from the RPLMN, then the following applies:

i)
The MS shall store a duplicate of the RPLMN and a duplicate of the current PLMN selection mode;

Consider the following scenario consisting of multiple CSG selections:

1)    UE is on PLMN1 in Automatic plmn selection mode

2)    Manual CSG selection initiated, the UE registers in PLMN2 and CSG1 in PLMN2 is selected
Observation: RPLMN is now PLMN2

3)    Stored RPLMN = PLMN1, Stored PLMN Selection mode = Automatic

4)    Again Manual CSG selection initiated, the UE registers in and PLMN3 in CSG2 is selected in PLMN3.
Observation: RPLMN is now PLMN3. It is unclear if the text in bullet i) means that the UE should be storing PLMN2 as a duplicate of RPLMN.
5)   Stored RPLMN = PLMN1, but the PLMN selection mode of the current PLMN (i.e. PLMN3) is "Manual".

Observation: As the current mode is "Manual", it would mean that the stored PLMN Selection mode now = Manual

6)    Loss of coverage occurs for UE in PLMN3
ISSUE: It is not clear that the UE should be returning to RPLMN=PLMN1 with PLMN selection mode=Automatic.

The text in bullet i) could be interpreted in a number of incorrect ways, such as:

1. Stored RPLMN=PLMN1 and stored PLMN selection mode=Manual

2. Stored RPLMN=PLMN2 and stored PLMN selection mode=Manual

Considering behavior 1) above:

Subclause 4.4.3.1.3.3 states:

iv)
If the registration fails or the MS is no longer in the coverage of the selected CSG, then the MS shall return to the stored duplicate PLMN selection mode and use the stored duplicate value of RPLMN for further action;

As per the spec, the UE will start searching for PLMN1 and attempt registration but if PLMN1 is not available, the UE shall follow the procedures for manual mode of PLMN selection (rather than automatic mode of PLMN selection). This could result in the UE entering limited service mode, as stated in 4.4.3.1.2 on Manual Network Selection Procedure

If the user does not select a PLMN, the selected PLMN shall be the one that was selected before the PLMN selection procedure started. If no such PLMN was selected or that PLMN is no longer available, then the MS shall attempt to camp on any acceptable cell and enter the limited service state.

The issue is that intention of bullet iv) is being invalidated by the incorrect combination of RPLMN and Stored PLMN Selection Mode. 

	
	

	Summary of change:
	The MS shall store a duplicate of the RPLMN and a duplicate of the current PLMN selection mode that were in use before the manual CSG selection was initiated, unless the MS performs a consecutive manual CSG selection in a PLMN different from RPLMN.

	
	

	Consequences if not approved:
	UE could follow the procedures for manual mode of PLMN selection (and could enter limited service mode if the RPLMN could not be found) rather than following the procedures for automatic mode of PLMN selection. 

	
	

	Clauses affected:
	4.4.3.1.3.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


* * * Begin change * * *
4.4.3.1.3.3
Manual CSG selection in a PLMN different from the RPLMN

If the user selects a CSG in a PLMN that is different from the RPLMN, then the following applies:

i)
The MS shall store a duplicate of the RPLMN and a duplicate of the PLMN selection mode that were in use before the manual CSG selection was initiated, unless this manual CSG selection follows another manual CSG selection;
ii)
The MS shall enter into Manual mode of PLMN selection in state M4 (Trying PLMN) as defined in subclause 4.3.1.2;

iii)
The MS shall select the PLMN corresponding to the CSG and attempt to register on the selected CSG cell in the PLMN. For such a registration, the MS shall ignore the contents of the "forbidden location areas for roaming", "forbidden tracking areas for roaming", "forbidden location areas for regional provision of service", "forbidden tracking areas for regional provision of service", "forbidden PLMNs for GPRS service" and "forbidden PLMNs" lists;

iv)
If the registration fails or the MS is no longer in the coverage of the selected CSG, then the MS shall return to the stored duplicate PLMN selection mode and use the stored duplicate value of RPLMN for further action;

v)
If the MS is switched off while on the selected CSG and switched on again, the MS should return to the stored duplicate PLMN selection mode, unless the MS provides the optional feature of user preferred PLMN selection operating mode at switch on. Additionally, the MS shall use the stored duplicate value of RPLMN for further action; and
vi)
If the user initiates a PLMN selection while on the selected CSG, the MS shall delete the stored duplicate PLMN selection mode, use the stored duplicate value of RPLMN as RPLMN and follow the procedures (as specified for switch-on or recovery from lack of coverage) in subclause 4.4.3.1. The MS shall delete the stored duplicate value of RPLMN once the PLMN selection has been completed successfully.
* * * End change * * *
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