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* * * First Change * * * *

7.1
3GPP specific AVP codes

The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP’s vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.  

Table 7.1: 3GPP specific AVP codes 

	AVP Code
	Attribute Name
	Data Type
	Specified in the 3GPP TS 

	********************lines of table not shown for clarity****************

	500
	Abort-Cause
	Enumerated
	29.209 [8],
29.211 [17] ,

29.214 [18]

	501
	Access-Network-Charging-Address
	Address
	

	502
	Access-Network-Charging-Identifier
	Grouped
	

	503
	Access-Network-Charging-Identifier-Value
	OctetString
	

	504
	AF-Application-Identifier
	OctetString
	

	505
	AF-Charging-Identifier
	OctetString
	

	506
	Authorization-Token
	OctetString
	

	507
	Flow-Description
	IPFilterRule
	

	508
	Flow-Grouping
	Grouped
	

	509
	Flow-Number
	Unsigned32
	

	510
	Flows
	Grouped
	

	511
	Flow-Status
	Enumerated
	

	512
	Flow-Usage
	Enumerated
	

	513
	Specific-Action
	Enumerated
	

	514
	Max-Requested-Bandwidth
	Unsigned32
	

	515
	Max-Requested-Bandwidth-DL
	Unsigned32
	

	516
	Max-Requested-Bandwidth-UL
	Unsigned32
	

	517
	Media-Component-Description
	Grouped
	

	518
	Media-Component-Number
	Unsigned32
	

	519
	Media-Sub-Component AVP
	Grouped
	

	520
	Media-Type
	Enumerated
	

	521
	RR-Bandwidth
	Unsigned32
	

	522
	RS-Bandwidth
	Unsigned32
	

	523
	SIP-Forking-Indication
	Enumerated
	

	524
	Codec-Data
	OctetString
	

	525
	Service-URN
	OctetString
	

	526
	Acceptable-Service-Info
	Grouped
	

	527
	Service-Info-Status
	Enumerated
	

	528
	MPS-Identifier
	OctetString
	

	529
	AF-Signalling-Protocol
	Enumerated
	

	530
	Sponsored-Connectivity-Data
	Grouped
	

	531
	Sponsor-Identity
	OctetString
	

	532
	Application-Service-Provider-Identity
	OctetString
	

	533
	reserved
	-
	

	534
	Min-Requested-Bandwidth-DL
	Unsigned32
	

	535
	Min-Requested-Bandwidth-UL
	Unsigned32
	

	Note: The AVP codes from 536 to 599 are reserved for TS 29.209, TS 29.211 and TS 29.214

	********************lines of table not shown for clarity****************


* * * Next Change * * * *

8.1.4
Permanent Failures

The Permanent Failure result codes shall use the values from 5001 to 5999 in the Experimental-Result-Code AVP. The reserved 3GPP specific Permanent Failure result codes are presented in the following table.

Table 8.1.4: 3GPP specific Permanent Failure result codes

	Experimental Result Code
	Result text
	Specified in the TS

	5001
	DIAMETER_ERROR_USER_UNKNOWN
	29.229 [2]

	5002
	DIAMETER_ERROR_IDENTITIES_DONT_MATCH
	

	5003
	DIAMETER_ERROR_IDENTITY_NOT_REGISTERED
	

	5004
	DIAMETER_ERROR_ROAMING_NOT_ALLOWED
	

	5005
	DIAMETER_ERROR_IDENTITY_ALREADY_REGISTERED
	

	5006
	DIAMETER_ERROR_AUTH_SCHEME_NOT_SUPPORTED
	

	5007
	DIAMETER_ERROR_IN_ASSIGNMENT_TYPE
	

	5008
	DIAMETER_ERROR_TOO_MUCH_DATA
	

	5009
	DIAMETER_ERROR_NOT_SUPPORTED_USER_DATA
	

	5010
	unassigned
	

	5011
	DIAMETER_ERROR_FEATURE_UNSUPPORTED
	

	Note: The Experimental Result Codes from 5012 to 5020 are reserved for the TS 29.229.

	
	
	32.299 [5]

	Note: The Experimental Result Codes from 5021 to 5040 are reserved for the TS 32.299.

	5041
	DIAMETER_ERROR_USER_NO_WLAN_SUBSCRIPTION
	29.234 [6]

	5042
	DIAMETER_ERROR_W-APN_UNUSED_BY_USER
	

	5043
	DIAMETER_ERROR_NO_ACCESS_INDEPENDENT_SUBSCRIPTION
	

	5044
	DIAMETER_ERROR_USER_NO_W-APN_SUBSCRIPTION
	

	5045
	DIAMETER_ERROR_UNSUITABLE_NETWORK
	

	Note: The Experimental Result Codes from 5046 to 5060 are reserved for the TS 29.234.

	5061
	INVALID_SERVICE_INFORMATION
	29.209 [8],

29.211 [17],

29.214 [18]

	5062
	FILTER_RESTRICTIONS
	

	5063
	REQUESTED_SERVICE_NOT_AUTHORIZED
	

	5064
	DUPLICATED_AF_SESSION
	

	5065
	IP-CAN_SESSION_NOT_AVAILABLE
	

	5066
	UNAUTHORIZED_NON_EMERGENCY_SESSION
	

	5067
	UNAUTHORIZED_SPONSORED_DATA_CONNECTIVITY
	

	Note: The Experimental Result Codes from 5068 to 5080 are reserved for TS 29.209 and TS 29.211 and TS 29.214.

	5100
	DIAMETER_ERROR_USER_DATA_NOT_RECOGNIZED
	29.329 [4]

	5101
	DIAMETER_ERROR_OPERATION_NOT_ALLOWED
	

	5102
	DIAMETER_ERROR_USER_DATA_CANNOT_BE_READ
	

	5103
	DIAMETER_ERROR_USER_DATA_CANNOT_BE_MODIFIED
	

	5104
	DIAMETER_ERROR_USER_DATA_CANNOT_BE_NOTIFIED
	

	5105
	DIAMETER_ERROR_TRANSPARENT_DATA OUT_OF_SYNC
	

	5106
	DIAMETER_ERROR_SUBS_DATA_ABSENT
	

	5107
	DIAMETER_ERROR_NO_SUBSCRIPTION_TO_DATA
	

	5108
	DIAMETER_ERROR_DSAI_NOT_AVAILABLE
	

	Note: The Experimental Result Codes from 5109 to 5119 are reserved for the TS 29.329.

	5120
	DIAMETER_ERROR_START_INDICATION
	29.061 [13]

	5121
	DIAMETER_ERROR_STOP_INDICATION
	

	5122
	DIAMETER_ERROR_UNKNOWN_MBMS_BEARER_SERVICE
	

	5123
	DIAMETER_ERROR_SERVICE_AREA
	

	Note: The Experimental Result Codes from 5124 to 5139 are reserved for the TS 29.061.

	5140
	DIAMETER_ERROR_INITIAL_PARAMETERS
	29.212 [19]

	5141
	DIAMETER_ERROR_TRIGGER_EVENT
	

	5142
	DIAMETER_PCC_RULE_EVENT
	

	5143
	DIAMETER_ERROR_BEARER_NOT_AUTHORIZED
	

	5144
	DIAMETER_ERROR_TRAFFIC_MAPPING_INFO_REJECTED
	

	5145
	DIAMETER_QOS_RULE_EVENT
	

	5146
	reserved
	

	5147
	DIAMETER_ERROR_CONFLICTING_REQUEST
	

	Note: The Experimental Result Codes from 5144 to 5159 are reserved for the TS 29.212.

	5401
	DIAMETER_ERROR_IMPI_UNKNOWN
	29.109 [7

	5402
	DIAMETER_ERROR_NOT_AUTHORIZED
	

	5403
	DIAMETER_ERROR_TRANSACTION_IDENTIFIER_INVALID
	

	Note: The Experimental Result Codes from 5404 to 5419 are reserved for the TS 29.109.

	5420
	DIAMETER_ERROR_UNKNOWN_EPS_SUBSCRIPTION
	29.272 [21]

	5421
	DIAMETER_ERROR_RAT_NOT_ALLOWED
	

	5422
	DIAMETER_ERROR_EQUIPMENT_UNKNOWN
	

	5423
	DIAMETER_ERROR_UNKNOWN_SERVING_NODE
	

	Note: The Experimental Result Codes from 5424 to 5449 are reserved for the TS 29.272.

	5450
	DIAMETER_ERROR_USER_NO_NON_3GPP_SUBSCRIPTION
	29.273 [20]

	5451
	DIAMETER_ERROR_USER_NO_APN_SUBSCRIPTION
	

	5452
	DIAMETER_ERROR_RAT_TYPE_NOT_ALLOWED
	

	Note: The Experimental Result Codes from 5453 to 5469 are reserved for the TS 29.273.

	5470
	DIAMETER_ERROR _SUBSESSION
	29.215 [22]

	Note: The Experimental Result Codes from 5471 to 5489 are reserved for the TS 29.215.

	5490
	DIAMETER_ERROR_UNAUTHORIZED_REQUESTING_NETWORK
	29.173 [25]

	Note: The Experimental Result Codes from 5491 to 5509 are reserved for the TS 29.173.


* * * End of Change * * * *

