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	Reason for change:
	It was concluded in section 9 of 3GPP TR 29.807 (Study on GTP-C overload control mechanims) that the following aspects should be standardized:

- Updating the PGW with overload control information of the target MME/S4-SGSN is based on the chapter 6.5.3.5.

	
	

	Summary of change:
	The requirements related to Updating of the PGW with overload control information of target MME/S4-SGSN, is specified in the new clause x.3.7.

	
	

	Consequences if not approved:
	The GTP-C overload control feature cannot be implemented.
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* * * First Change * * * *
X.3.7
Updating the PGW with overload control information of the target MME/S4-SGSN
During inter-MME/S4-SGSN mobility without SGW change scenarios, the SGW shall forward the MME/S4-SGSN's overload control information over the S5/S8 interface only if the Modify Bearer Request message needs to be sent over the S5/S8 for another reason, e.g. if the ULI, CGI, Serving Network,  needs to be reported to the PGW, i.e. the SGW shall not generate a Modify Bearer Request message over the S5/S8 interface for the sole purpose of reporting the MME/S4-SGSN's overload control information. This avoids generating extra signalling over the S5/S8 interface.
NOTE:     If the MME/S4-SGSN provides overload control information during the scenarios which do not result in S5/S8 signaling, e.g. during an inter MME/S4-SGSN and intra SGW mobility, when no other information such as: the ULI, CGI or Serving Network, needs to be reported to the PGW, the overload information will not be relayed on to the PGW. Hence, the MME/S4-SGSN needs consider this when including overload control information.  
* * * End of Changes * * * *

