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* * * First Change * * * *

13.x
UE Initiated Connectivity to Additional PDN procedures

13.x.1
General
This procedure only applies for a TWAN access using the multiconnection mode.
13.x.2
TWAN procedures

In PMIPv6 mode, the TWAN shall follow the MAG procedure for the PMIPv6 PDN Connection Creation as outlined in subclause 5.1.2, or the MAG procedure for the PMIPv6 PDN Connection Handover as outlined in subclause 5.3.2.
The TWAN shall include in the PBU message:
-
the Protocol Configuration Options IE if the TWAN received the PCO from the UE.
-
the Access Network Identifier Option IE and the UE timezone IE and set their contents as specified in subclause 13.1.2.
-
the Serving Network IE and set it to the PLMN identity of the selected PLMN used for 3GPP-based access authentication. The selected PLMN is the PLMN of the 3GPP AAA Proxy in roaming case and the PLMN of the 3GPP AAA Server in non-roaming case.
-
the Trusted WLAN Mode Indication for multi-connection mode.
13.x.3
PDN GW procedures

In PMIPv6 mode, the PDN GW shall follow the LMA procedure for the PMIPv6 PDN Connection Creation as outlined in subclause 5.1.3, or the LMA procedure for the PMIPv6 PDN Connection Handover as outlined in subclause 5.3.3.
If the PGW supports Access Network Identifier Option and the TWAN had included the Access Network Identifier Option IE in the PBU message, the PGW shall include the Access Network Identifier Option IE with the sub-option(s) that it accepted as outlined in subclause 4.2 of IETF RFC 6757 [37]. The PGW shall not alter the contents of the sub-option(s) received from the TWAN.
The PDN GW may include the Protocol Configuration Options IE in the PBA message.
* * * End of Changes * * * *
