Page 1



3GPP TSG-CT6 Meeting #72 
C6-140313
Phoenix, United States, 19 – 22 May 2014
	CR-Form-v11

	CHANGE REQUEST

	

	
	31.124
	CR
	0311
	rev
	2
	Current version:
	11.6.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	X
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	Changes for validation of TI value

	
	

	Source to WG:
	Qualcomm Incorporated

	Source to TSG:
	C6

	
	

	Work item code:
	IMS_UApAs
	
	Date:
	2014-05-21

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	According to changes in C6-140275, a terminal that supports IMS can generate internally the TI value used in ENVELOPE commands for call events. For this reason, validation of such TI value in the test case is not possible if IMS is supported.

	
	

	Summary of change:
	Removed validation of TI value in ENVELOPE commands for call events for terminals that support IMS.

	
	

	Consequences if not approved:
	Terminal with IMS support would unfairly fail the test cases

	
	

	Clauses affected:
	27.22.4.16.1.4.2, 27.22.7.1.1.4.2, 27.22.7.2.1.4.2, 27.22.7.2.2.4.2, 27.22.7.3.1.4.2

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications

	TS 31.111 CR 0400

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


27.22.4.16.1.4.2
Procedure

Expected Sequence 1.1 (SET UP EVENT LIST, Set Up Call Connect Event)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: SET UP EVENT LIST 1.1.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
	

	4
	ME ( UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
	

	5
	UICC ( ME
	PROACTIVE UICC SESSION ENDED
	

	6
	USS ( ME
	SETUP 1.1.1
	[Incoming call alert]

	7
	USER ( ME
	User shall accept the incoming call
	

	8
	ME ( USS
	CONNECT 1.1.1
	

	9
	ME ( UICC
	ENVELOPE: EVENT DOWNLOAD CALL CONNECTED 1.1.1
	[Call Connected Event]

	10
	UICC ( ME
	PROACTIVE UICC SESSION ENDED
	


PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1

Logically:

Command details


Command number:
1


Command type:
SET UP EVENT LIST


Command qualifier:
'00'

Device identities


Source device:
UICC


Destination device:
ME

Event list


Event 1:
Call Connected

Coding:

	BER-TLV:
	D0
	0C
	81
	03
	01
	05
	00
	82
	02
	81
	82
	99

	
	01
	01
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1

Logically:

Command details


Command number:
1


Command type:
SET UP EVENT LIST


Command qualifier:
'00'

Device identities


Source device:
ME


Destination device:
UICC

Result


General Result:
Command performed successfully

Coding:

	BER-TLV:
	81
	03
	01
	05
	00
	82
	02
	82
	81
	83
	01
	00


SET UP 1.1.1

Logically:

Transaction identifier


TI value:
0 (bit 5-7)

Address


TON:
"Unknown"


NPI:
"ISDN/ telephone numbering plan"


Dialling number string:
"9876"

CONNECT 1.1.1

Logically:

Transaction identifier


TI value:
0 (bit 5-7)


TI flag:
1 (bit 8)

ENVELOPE: EVENT DOWNLOAD CALL CONNECTED 1.1.1

Logically

Event list


Event 1:
Call Connected

Device identities


Source device:
ME


Destination device:
UICC

Transaction identifier


TI value:
0 (bit 5-7) - If A.1/150 is supported, this shall not be verified

TI flag:
1 (bit 8)

Coding:

	BER-TLV:
	D6
	0A
	99
	01
	01
	82
	02
	82
	81
	9C
	01
	80


Expected Sequence 1.2 (SET UP EVENT LIST, Replace Event)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: SET UP EVENT LIST 1.2.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.2.1
	[Call Connected and Call Disconnected Events]

	4
	ME ( UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.2.1
	

	5
	UICC ( ME
	PROACTIVE COMMAND PENDING: SET UP EVENT LIST 1.2.2
	

	6
	ME ( UICC
	FETCH
	

	7
	UICC ( ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.2.2
	[Call Disconnected Event]

	8
	ME ( UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.2.2
	

	9
	UICC ( ME
	PROACTIVE UICC SESSION ENDED
	

	10
	USS ( ME
	SETUP 1.2.2
	[Incoming call alert]

	11
	USER ( ME
	User shall accept the incoming call
	

	12
	ME ( USS
	CONNECT 1.2.2
	

	13
	USS ( ME
	DISCONNECT 1.2.2
	

	14
	ME ( UICC
	ENVELOPE: EVENT DOWNLOAD CALL DISCONNECT 1.2.2A
or
ENVELOPE: EVENT DOWNLOAD CALL DISCONNECT 1.2.2B
	[Call Disconnect Event]

	15
	UICC ( ME
	PROACTIVE UICC SESSION ENDED
	


PROACTIVE COMMAND: SET UP EVENT LIST 1.2.1

Logically:

Command details


Command number:
1


Command type:
SET UP EVENT LIST


Command qualifier:
'00'

Device identities


Source device:
UICC


Destination device:
ME

Event list


Event 1:
Call Connected


Event 2:
Call Disconnected

Coding:

	BER-TLV:
	D0
	0D
	81
	03
	01
	05
	00
	82
	02
	81
	82
	99

	
	02
	01
	02
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE: SET UP EVENT LIST 1.2.1

Logically:

Command details


Command number:
1


Command type:
SET UP EVENT LIST


Command qualifier:
'00'

Device identities


Source device:
ME


Destination device:
UICC

Result


General Result:
Command performed successfully

Coding:

	BER-TLV:
	81
	03
	01
	05
	00
	82
	02
	82
	81
	83
	01
	00


PROACTIVE COMMAND: SET UP EVENT LIST 1.2.2

Logically:

Command details


Command number:
1


Command type:
SET UP EVENT LIST


Command qualifier:
'00'

Device identities


Source device:
UICC


Destination device:
ME

Event list


Event 1:
Call Disconnected

Coding:

	BER-TLV:
	D0
	0C
	81
	03
	01
	05
	00
	82
	02
	81
	82
	99

	
	01
	02
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE: SET UP EVENT LIST 1.2.2

Logically:

Command details


Command number:
1


Command type:
SET UP EVENT LIST


Command qualifier:
'00'

Device identities


Source device:
ME


Destination device:
UICC

Result


General Result:
Command performed successfully

Coding:

	BER-TLV:
	81
	03
	01
	05
	00
	82
	02
	82
	81
	83
	01
	00


SET UP 1.2.2

Logically:

Transaction identifier


TI value:
0 (bit 5-7) 



TI flag:
0 (bit 8)

Address


TON:
"Unknown"


NPI:
"ISDN/ telephone numbering plan"


Dialling number string:
"9876"

CONNECT 1.2.2

Logically:

Transaction identifier


TI value:
0 (bit 5-7)


TI flag:
1 (bit 8)

DISCONNECT 1.2.2

Logically:

Transaction identifier


TI value:
0 (bit 5-7)


TI flag:
0 (bit 8)

Cause


Value:
Normal call clearing

ENVELOPE: EVENT DOWNLOAD CALL DISCONNECTED 1.2.2A

Logically:

Event list


Event 1:
Call Disconnected

Device identities


Source device:
Network


Destination device:
UICC

Transaction identifier


TI value:
0 (bit 5-7) - If A.1/150 is supported, this shall not be verified

TI flag:
0 (bit 8)

Cause


Value:
Normal call clearing

Coding:

	BER-TLV:
	D6
	0E
	99
	01
	02
	82
	02
	83
	81
	9C
	01
	00

	
	9A
	02
	60
	90
	
	
	
	
	
	
	
	


ENVELOPE: EVENT DOWNLOAD CALL DISCONNECTED 1.2.2B

Logically:

Event list


Event 1:
Call Disconnected

Device identities


Source device:
Network


Destination device:
UICC

Transaction identifier


TI value:
0 (bit 5-7) - If A.1/150 is supported, this shall not be verified

TI flag:
0 (bit 8)

Cause


Value:
Normal call clearing

Coding:

	BER-TLV:
	D6
	0E
	99
	01
	02
	82
	02
	83
	81
	9C
	01
	00

	
	9A
	02
	E0
	90
	
	
	
	
	
	
	
	


Expected Sequence 1.3 (SET UP EVENT LIST, Remove Event)

[...]
Expected Sequence 1.4 (SET UP EVENT LIST, Remove Event on ME Power Cycle)

[...]
27.22.7.1.1.4.2
Procedure

Expected Sequence 1.1 (EVENT DOWNLOAD -MT Call event)

	Step
	Direction
	Message / Action
	Comments

	1
	UICC  ME
	PROACTIVE COMMAND PENDING: SET UP EVENT LIST 1.1.1
	

	2
	ME  UICC
	FETCH
	

	3
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
	

	4
	ME  UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
	

	5
	USS  ME
	CALL SET UP without CLI
	[MT Call Set Up Without CLI]


	6
	ME  UICC
	ENVELOPE: EVENT DOWNLOAD - MT Call 1.1.1
	

	7
	USS  ME
	CALL DISCONNECT 
	

	8
	USS  ME
	CALL SET UP with CLI
	[MT Call Set Up With CLI]

	9
	ME  UICC
	ENVELOPE: EVENT DOWNLOAD - MT Call 1.1.2
	

	10
	USS  ME
	CALL DISCONNECT 
	


PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1

Logically:

Command details


Command number:
1


Command type:
SET UP EVENT LIST


Command qualifier:
'00'

Device identities


Source device:
UICC


Destination device:
ME

Event list


Event 1:
MT call

Coding:

	BER-TLV:
	D0
	0C
	81
	03
	01
	05
	00
	82
	02
	81
	82
	99

	
	01
	00
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1

Logically:

Command details


Command number:
1


Command type:
SET UP EVENT LIST


Command qualifier:
'00'

Device identities


Source device:
ME


Destination device:
UICC

Result


General Result:
Command performed successfully

Coding:

	BER-TLV:
	81
	03
	01
	05
	00
	82
	02
	82
	81
	83
	01
	00


EVENT DOWNLOAD - MT CALL 1.1.1

Logically:

Event list:
MT call event

Device identities


Source device:
Network


Destination device:
UICC

Transaction identifier:


TI value:
0 (bit 5-7) - If A.1/150 is supported, this shall not be verified

TI flag:
0 (bit 8)

Coding:

	BER-TLV:
	D6
	0A
	19
	01
	00
	82
	02
	83
	81
	1C
	01
	00


EVENT DOWNLOAD - MT CALL 1.1.2

Logically:

Event list: 
MT call event

Device identities


Source device:
Network


Destination device:
UICC

Transaction identifier:


TI value:
0 (bit 5-7) - If A.1/150 is supported, this shall not be verified

TI flag:
0 (bit 8)

Address:


TON
Unknown


NPI
"ISDN / telephone numbering plan"


Dialling number string
"9876"

Coding:

	BER-TLV:
	D6
	0F
	19
	01
	00
	82
	02
	83
	81
	1C
	01
	00

	
	86
	03
	81
	89
	67
	
	
	
	
	
	
	


27.22.7.2.1.4.2
Procedure

Expected Sequence 1.1 (EVENT DOWNLOAD -CALL CONNECTED)

	Step
	Direction
	Message / Action
	Comments

	1
	UICC  ME
	PROACTIVE COMMAND PENDING: SET UP EVENT LIST 1.1.1
	

	2
	ME  UICC
	FETCH
	

	3
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
	[EVENT: Call Connected active]

	4
	ME  UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
	

	5
	USS  ME
	SETUP 
	[MT Call] TI = 0

	6
	USER  ME
	Accept Call Set Up
	

	7
	MEUSS
	CONNECT
	

	8
	ME  UICC
	ENVELOPE: EVENT DOWNLOAD - Call Connected 1.1.1
	

	9
	USS  ME
	DISCONNECT 
	

	10
	USER  ME
	Initiate Call to "123"
	

	11
	ME  USS
	SETUP 
	[MO Call] TI = 0

	12
	USS  ME
	CONNECT 
	

	13
	ME  UICC
	ENVELOPE: EVENT DOWNLOAD - Call Connected 1.1.2
	

	14
	USER  ME
	End Call
	

	15
	ME  USS
	DISCONNECT 
	


PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1

Logically:

Command details


Command number:
1


Command type:
SET UP EVENT LIST


Command qualifier:
'00'

Device identities


Source device:
UICC


Destination device:
ME

Event list


Event 1:
Call Connected

Coding:

	BER-TLV:
	D0
	0C
	81
	03
	01
	05
	00
	82
	02
	81
	82
	99

	
	01
	01
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1

Logically:

Command details


Command number:
1


Command type:
SET UP EVENT LIST


Command qualifier:
'00'

Device identities


Source device:
ME


Destination device:
UICC

Result


General Result:
Command performed successfully

Coding:

	BER-TLV:
	81
	03
	01
	05
	00
	82
	02
	82
	81
	83
	01
	00


EVENT DOWNLOAD - CALL CONNECTED 1.1.1

Logically:

Event list:
Call connected

Device identities


Source device:
ME


Destination device:
UICC

Transaction identifier:


TI value:
0 (bit 5-7) - If A.1/150 is supported, this shall not be verified

TI flag:
1 (bit 8)

Coding:

	BER-TLV:
	D6
	0A
	19
	01
	01
	82
	02
	82
	81
	1C
	01
	80


EVENT DOWNLOAD - CALL CONNECTED 1.1.2

Logically:

Event list: 
Call connected

Device identities


Source device:
Network


Destination device:
UICC

Transaction identifier:


TI value:
0 (bit 5-7) - If A.1/150 is supported, this shall not be verified

TI flag:
1 (bit 8)

Coding:

	BER-TLV:
	D6
	0A
	19
	01
	01
	82
	02
	83
	81
	1C
	01
	80


27.22.7.2.2.4.2
Procedure

Expected Sequence 2.1 (EVENT DOWNLOAD -CALL CONNECTED, ME supporting SET UP CALL)

	Step
	Direction
	Message / Action
	Comments

	1
	UICC  ME
	PROACTIVE COMMAND PENDING: SET UP EVENT LIST 2.1.1
	

	2
	ME  UICC
	FETCH
	

	3
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 2.1.1
	[EVENT: Call Connected active]

	4
	ME  UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 2.1.1 
	

	5
	UICC  ME
	PROACTIVE COMMAND PENDING: SET UP CALL 2.1.1
	

	6
	ME  UICC
	FETCH
	

	7
	UICC  ME
	PROACTIVE COMMAND: SET UP CALL 2.1.1
	[SAT Call]

	8
	ME USER
	ME displays "+012340123456" during the user confirmation phase.
	ME BEHAVIOUR: SET UP CALL 

	9
	USER  ME
	Confirm call set up
	

	10
	ME  USS
	SETUP 
	TI=0

	11
	USS  ME
	CONNECT 
	

	12
	ME  UICC
	TERMINAL RESPONSE: SET UP CALL 2.1.1
	

	13
	ME  UICC
	ENVELOPE: CALL CONNECTED 2.1.1
	


PROACTIVE COMMAND: SET UP EVENT LIST 2.1.1

Logically:

Command details


Command number:
1


Command type:
SET UP EVENT LIST


Command qualifier:
'00'

Device identities


Source device:
UICC


Destination device:
ME

Event list


Event 1:
Call Connected

Coding:

	BER-TLV:
	D0
	0C
	81
	03
	01
	05
	00
	82
	02
	81
	82
	99

	
	01
	01
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE: SET UP EVENT LIST 2.1.1

Logically:

Command details


Command number:
1


Command type:
SET UP EVENT LIST


Command qualifier:
'00'

Device identities


Source device:
ME


Destination device:
UICC

Result


General Result:
Command performed successfully

Coding:

	BER-TLV:
	81
	03
	01
	05
	00
	82
	02
	82
	81
	83
	01
	00


PROACTIVE COMMAND: SET UP CALL 2.1.1

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
Only if not currently busy on another call

Device identities


Source device:
UICC


Destination device:
Network

Alpha identifier:
"+012340123456"

Address


TON:
International


NPI:
"ISDN / telephone numbering plan"


Dialling number string
"012340123456"

Coding:

	BER-TLV:
	D0
	21
	81
	03
	01
	10
	00
	82
	02
	81
	83

	
	05
	0D
	2B
	30
	31
	32
	33
	34
	30
	31
	32

	
	33
	34
	35
	36
	86
	07
	91
	10
	32
	04
	21

	
	43
	65
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE: SET UP CALL 2.1.1

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
Only if not currently busy on another call

Device identities


Source device:
ME


Destination device:
UICC

Result


General Result:
Command performed successfully

Coding:

	BER-TLV:
	81
	03
	01
	10
	00
	82
	02
	82
	81
	83
	01
	00


EVENT DOWNLOAD - CALL CONNECTED 2.1.1

Logically:

Event list: 
Call connected

Device identities


Source device:
Network


Destination device:
UICC

Transaction identifier:


TI value:
0 (bit 5-7) - If A.1/150 is supported, this shall not be verified

TI flag:
1 (bit 8)

Coding:

	BER-TLV:
	D6
	0A
	19
	01
	01
	82
	02
	83
	81
	1C
	01
	80


27.22.7.3.1.4.2
Procedure

Expected Sequence 1.1 (EVENT DOWNLOAD -CALL DISCONNECTED)

	Step
	Direction
	Message / Action
	Comments

	1
	UICC  ME
	PROACTIVE COMMAND PENDING: SET UP EVENT LIST 1.1.1
	

	2
	ME  UICC
	FETCH
	

	3
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
	[EVENT: Call Disconnected active]

	4
	ME  UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
	

	5
	USS  ME
	SETUP 
	[ incoming call ] TI=0

	6
	USER  ME
	Accept Call Set Up
	

	7
	USS  ME
	RELEASE 
	[MT RELEASE]

	8
	ME UICC
	ENVELOPE: CALL DISCONNECTED 1.1.1
	

	9
	USS  ME
	SETUP 
	[ incoming call ] TI=0

	10
	USER  ME
	Accept Call Set Up
	

	11
	USS  ME
	RELEASE COMPLETE 
	[MT RELEASE COMPLETE]

	12
	ME UICC
	ENVELOPE: CALL DISCONNECTED 1.1.1
	

	13
	USS  ME
	SETUP 
	[ incoming call ] TI=0

	14
	USER  ME
	Accept Call Set Up
	

	15
	USER  ME
	End Call
	

	16
	ME  USS
	DISCONNECT 
	[MO DISCONNECT]

	17
	ME  UICC
	ENVELOPE: CALL DISCONNECTED 1.1.2A
or
ENVELOPE: CALL DISCONNECTED 1.1.2B
or
ENVELOPE: CALL DISCONNECTED 1.1.2C
	

	18
	USS  ME
	SETUP 
	[ incoming call ] TI=0

	19
	USER  ME
	Accept Call Set Up
	

	20
	USS  ME
	DISCONNECT 
	[MT DISCONNECT + CAUSE: normal call clearing ]

	21
	ME UICC
	ENVELOPE: CALL DISCONNECTED 1.1.3A
or
ENVELOPE: CALL DISCONNECTED 1.1.3B
	

	22
	USS  ME
	SETUP
	TI=0

	23
	USER  ME
	Accept Call Set Up
	

	24
	USS
	TX POWER to XX
	[RADIO LINK FAILURE]

	25
	ME UICC
	ENVELOPE: CALL DISCONNECTED 1.1.4A or 1.1.4B
	


PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1

Logically:

Command details


Command number:
1


Command type:
SET UP EVENT LIST


Command qualifier:
'00'

Device identities


Source device:
UICC


Destination device:
ME

Event list



Event 1:
Call Disconnected

Coding:

	BER-TLV:
	D0
	0C
	81
	03
	01
	05
	00
	82
	02
	81
	82
	99

	
	01
	02
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1

Logically:

Command details


Command number:
1


Command type:
SET UP EVENT LIST


Command qualifier:
'00'

Device identities


Source device:
ME


Destination device:
UICC

Result


General Result:
Command performed successfully

Coding:

	BER-TLV:
	81
	03
	01
	05
	00
	82
	02
	82
	81
	83
	01
	00


EVENT DOWNLOAD - CALL DISCONNECTED 1.1.1

Logically:

Event list:
Call Disconnected

Device identities


Source device:
Network


Destination device:
UICC

Transaction identifier:


TI value:
0 (bit 5-7) - If A.1/150 is supported, this shall not be verified

TI flag:
0 (bit 8)

Cause:

Coding:

	BER-TLV:
	D6
	0A
	19
	01
	02
	82
	02
	83
	81
	1C
	01
	00


EVENT DOWNLOAD - CALL DISCONNECTED 1.1.2A

Logically:

Event list: 
Call Disconnected

Device identities


Source device:
ME


Destination device:
UICC

Transaction identifier:


TI value:
0 (bit 5-7) - If A.1/150 is supported, this shall not be verified

TI flag:
1 (bit 8)

Coding:

	BER-TLV:
	D6
	0A
	19
	01
	02
	82
	02
	82
	81
	1C
	01
	80


EVENT DOWNLOAD - CALL DISCONNECTED 1.1.2B

Logically:

Event list: 
Call Disconnected

Device identities


Source device:
ME


Destination device:
UICC

Transaction identifier:


TI value:
0 (bit 5-7) - If A.1/150 is supported, this shall not be verified

TI flag:
1 (bit 8)

Cause:
normal call clearing

Coding:

	BER-TLV:
	D6
	0E
	19
	01
	02
	82
	02
	82
	81
	1C
	01
	80

	
	9A
	02
	60
	90
	
	
	
	
	
	
	
	


EVENT DOWNLOAD - CALL DISCONNECTED 1.1.2C

Logically:

Event list: 
Call Disconnected

Device identities


Source device:
ME


Destination device:
UICC

Transaction identifier:


TI value:
0 (bit 5-7) - If A.1/150 is supported, this shall not be verified

TI flag:
1 (bit 8)

Cause:
normal call clearing

Coding:

	BER-TLV:
	D6
	0E
	19
	01
	02
	82
	02
	82
	81
	1C
	01
	80

	
	9A
	02
	E0
	90
	
	
	
	
	
	
	
	


EVENT DOWNLOAD - CALL DISCONNECTED 1.1.3A

Logically:

Event list: 
Call Disconnected

Device identities


Source device:
Network


Destination device:
UICC

Transaction identifier:


TI value:
0 (bit 5-7) - If A.1/150 is supported, this shall not be verified

TI flag:
0 (bit 8)

Cause:
normal call clearing

Coding:

	BER-TLV:
	D6
	0E
	19
	01
	02
	82
	02
	83
	81
	1C
	01
	00

	
	9A
	02
	60
	90
	
	
	
	
	
	
	
	


EVENT DOWNLOAD - CALL DISCONNECTED 1.1.3B

Logically:

Event list: 
Call Disconnected

Device identities


Source device:
Network


Destination device:
UICC

Transaction identifier:


TI value:
0 (bit 5-7) - If A.1/150 is supported, this shall not be verified

TI flag:
0 (bit 8)

Cause:
normal call clearing

Coding:

	BER-TLV:
	D6
	0E
	19
	01
	02
	82
	02
	83
	81
	1C
	01
	00

	
	9A
	02
	E0
	90
	
	
	
	
	
	
	
	


EVENT DOWNLOAD - CALL DISCONNECTED 1.1.4A

Logically:

Event list:
Call Disconnected

Device identities


Source device:
ME


Destination device:
UICC

Transaction identifier:


TI value:
0 (bit 5-7) - If A.1/150 is supported, this shall not be verified

TI flag:
1 (bit 8)

Cause:
radio link failure

Coding:

	BER-TLV:
	D6
	0C
	19
	01
	02
	82
	02
	82
	81
	1C
	01
	80 

	
	9A
	00
	
	
	
	
	
	
	
	
	
	


EVENT DOWNLOAD - CALL DISCONNECTED 1.1.4B

Logically:

Event list: 
Call Disconnected

Device identities


Source device:
ME


Destination device:
UICC

Transaction identifier:


TI value:
0 (bit 5-7) - If A.1/150 is supported, this shall not be verified

TI flag:
0 (bit 8)

Cause:
radio link failure

Coding:

	BER-TLV:
	D6
	0C
	19
	01
	02
	82
	02
	82
	81
	1C
	01
	00

	
	9A
	00
	
	
	
	
	
	
	
	
	
	


