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	Reason for change:
	There is one sentence in subclause 6.8.2.2.4.5 as follows:

“When applying IARP the same requirements defined for inter-system mobility policy in subclause 6.8.2.2.4.2 applies”
6.8.2.2.4.2
Use of Inter-system Mobility Policy
If more than one set of Inter-system mobility policies is available in the UE, the UE shall only use one set of Inter-system mobility policies at any one time. If available, the inter-system mobility policy of the RPLMN takes precedence. For example, when roaming, the Inter-system mobility policy from V-ANDSF of the RPLMN, if available, takes precedence over the Inter-system mobility policy from H-ANDSF. When applying the Inter-system mobility policy the following requirements apply:-

However, based on the SA2 specification, the IARP can only be provided by the H-ANDSF. And the UE shall ignore the IARP received from the V-ANDSF. So there is different requirement between IARP and ISMP.

	
	

	Summary of change:
	Clarify that the IARP should be provided by the H-ANDSF.

	
	

	Consequences if not approved:
	Misalignment with SA2 definition.
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***** Next change *****
6.8.2.2.4.5
Use of Inter-APN Routing Policies
The UE shall use the IARP if available.
A UE uses the IARP to:
-
select an APN or non-seamless WLAN offload for routing user plane traffic matching specific IP flows; and
-
decide if an APN or non-seamless WLAN offload is restricted for routing a specific IP flows.
An IARP for APN can be applied only when it steers IP traffic to an existing (i.e. already established) PDN connection. Also, the scenario where multiple PDN connections via the same access network are associated with the same APN is not specified in the present document. 

When applying IARP the same requirements defined for inter-system mobility policy in subclause 6.8.2.2.4.2 applies with the exception that the UE shall apply IARP provided by the H-ANDSF.
***** Next change *****
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