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	Reason for change:
	Correct the support of PRA reporting in a network with accordance of the changes in stage 2 spec (introduced by S2-141973 23.203 CR #0882). The stage 2 spec includes the following changes:
1. The OCS/PCRF determines at IP-CAN session establishment/modification, based on local configuration, if the UE is located in an access type that supports reporting the Change of UE presence in Presence Reporting Area. If the access type supports it, the OCS/PCRF may subscribe to Change of UE presence in Presence Reporting Area at any time during the life of the IP-CAN session.
2. The PCRF may activate and deactivate Presence Area reporting by setting / unsetting the corresponding event trigger.
3.  The PCRF may activate and deactivate Presence Area reporting by setting / unsetting the corresponding event trigger.

	
	

	Summary of change:
	To align with stage 2 text, over Gx reference point,
1. The PCRF determines at IP-CAN session establishment/modification, based on local configuration, if the UE is located in an access type that supports reporting the Change of UE presence in Presence Reporting Area. If the access type supports it, the PCRF may subscribe to change of UE presence in Presence Reporting Area at any time during the life of the IP-CAN session.
2. When the change of UE presence in Presence Reporting Area is unset by the PCRF and OCS, the PCEF shall de-activate the relevant IP-CAN specific procedure which reports when the UE enters or leaves a Presence Reporting Area.

	
	

	Consequences if not approved:
	Support of ULI reporting is absent in stage 3 specs.
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	Other comments:
	


* * * 1st Change * * * 
B.3.16
Provisioning of Presence Reporting Area Information reporting indication
The PCRF determines at IP-CAN session establishment, whether reports for change of UE presence in Presence Reporting Area are desired for the IP-CAN session and the UE is located in an access type that supports reporting change of UE presence in Presence Reporting Area. If the access type supports the reporting and reporting is desired for the IP-CAN session, then the PCRF shall establish the Presence Reporting Area of interest at IP-CAN session establishment. The PCRF may subscribe and unsubscribe to notifications for Change of UE presence in Presence Reporting Area at any time during the lifetime of the IP-CAN session.
NOTE x1:
If Presence Reporting Area reporting is not supported, the PCRF may instead activate location change reporting that reports actual location. Due to the potential increase in signalling load, careful consideration of the network load is necessary for such reporting, e.g. limiting the number of subscribers subject to such reporting.
The establishment of the Presence Reporting Area shall include the presence reporting area identifier and, for a UE-dedicated Presence Reporting Area, the list of elements composing the presence reporting area. The PCRF may  subscribe to notifications for Change of UE presencevia CCA command during IP-CAN session establishment, or via RAR or CCA at IP-CAN session modification by providing the Event-Trigger AVP with the value CHANGE_OF_UE_PRESENCE_IN_PRESENCE_REPORTING_AREA_REPORT (48). 
When the UE enters or leaves the presence reporting area, the PCEF shall report the CHANGE_OF_UE_PRESENCE_IN_PRESENCE_REPORTING_AREA_REPORT event; additionally, the PCEF shall also report the presence reporting area status and presence reporting area identifier included in Presence-Reporting-Area-Information AVP.
NOTE x2:
The PCRF may acquire the necessary data for presence reporting from the SPR. The SPR’s relation to existing subscriber databases is not specified in this Release.
NOTE x3:
For a given PDN connection, reporting for only one presence reporting area is specified in this Release.
NOTE x4:
Homogeneous support of Presence Area reporting in a network is assumed.
Editor’s NOTE 1: The presence area reporting feature on Gxx is not specified in this specification and further definition will be aligned with stage 2.
The PCRF may be notified during the lifetime of an IP-CAN session that the UE is located in an access type where local configuration indicates that the reporting change of UE presence in Presence Reporting Area is not supported. The PCRF may unsubscribe to the change of UE presence in Presence Reporting Area by providing the Event-Trigger AVP with removing the value CHANGE_OF_UE_PRESENCE_IN_PRESENCE_REPORTING_AREA_REPORT (48), if previously activated.
The PCEF shall de-activate the relevant IP-CAN specific procedure for reporting Change of UE presence in Presence Reporting Area, when the PCRF is unsubscribed to change of UE presence in Presence Reporting Area.
* * * End of Changes * * * 
