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Presentation of Specification to TSG
Presentation to:	TSG CT Meeting #65
Document for presentation:	3GPP TS 29.345 v1.0.0 on Inter-Proximity-services (ProSe) 
	Function signalling aspects; 
	Stage 3
Presented for:	Information and Approval
Abstract of document:
The present document describes the Diameter-based interfaces between the Proximity Services (ProSe) Function in the HPLMN and the ProSe Function in a local PLMN (PC6 interface) or between the Proximity Services (ProSe) Function in the HPLMN and the ProSe Function in a visited PLMN (PC7 interface).
This specification defines the Diameter application for PC6/PC7 reference points between the ProSe Functions. The interactions between the ProSe Functions are specified.
The stage 2 description for Proximity Services (ProSe) features in EPS is specified in 3GPP TS 23.303.
Changes since last presentation to TSG Meeting #:
First presentation
Outstanding Issues:
Some alignments with recent stage 2 corrections are needed.
The Diameter application identifier used for ProSe needs to be requested from IANA.
[bookmark: _GoBack]The AVP Codes used for ProSe need to be allocated.
Contentious Issues:
None

Change history of this document:
1999-11-17: original issue
2007-09-06: removal of references to Working Groups; bring names of TSGs up to date; correction of typo
