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* * * First Change * * * *
7.2.4
Create Bearer Response

The Create Bearer Response message shall be sent on the S5/S8 interface by the SGW to the PGW, and on the S11 interface by the MME to the SGW as part of the Dedicated Bearer Activation procedure.
The message shall also be sent on the S5/S8 interface by the SGW to the PGW and on the S4 interface by the SGSN to the SGW as part of Secondary PDP Context Activation procedure or the Network Requested Secondary PDP Context Activation procedure. 
The message shall also be sent on the S2a interface by the TWAN to the PGW as part of the Dedicated bearer activation in WLAN on GTP S2a and on the S2b interface by the ePDG to the PGW as part of the Dedicated S2b bearer activation with GTP on S2b.

Possible Cause values are specified in Table 8.4-1. Message specific cause values are:
-
"Request accepted".

-
"Request accepted partially".

-
"Context not found".

-
"Semantic error in the TFT operation".

-
"Syntactic error in the TFT operation".

-
"Semantic errors in packet filter(s)".

-
"Syntactic errors in packet filter(s)".

· "Unable to page UE".

· "UE not responding".
· "Unable to page UE due to Suspension".

· "UE refuses".

-
"Denied in RAT".
-
"Temporarily rejected due to handover/TAU/RAU procedure in progress".
-
"MME/SGSN refuses due to VPLMN Policy".
Table 7.2.4-1: Information Elements in a Create Bearer Response

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	
	Cause
	0

	Bearer Contexts
	M
	Several IEs with this type and instance value shall be included on the S4/S11, S5/S8 and S2a/S2b interfaces as necessary to represent a list of Bearers.
	Bearer Context 
	0

	Recovery
	C
	This IE shall be included on the S4/S11, S5/S8 and S2a/S2b interfaces if contacting the peer for the first time
	Recovery
	0

	MME-FQ-CSID
	C
	This IE shall be included by the MME on the S11 interfaceand shall be forwarded by the SGW on the S5/S8 interfaces according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	0

	SGW-FQ-CSID
	C
	This IE shall be included by the SGW on the S5/S8 interfaces according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	1 

	ePDG-FQ-CSID
	C
	This IE shall be included by the ePDG on the S2b interface according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	2

	TWAN-FQ-CSID
	C
	This IE shall be included by the TWAN on the S2a interface according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	3

	Protocol Configuration Options (PCO)
	C
	If the UE includes the PCO IE, then the MME/SGSN shall copy the content of this IE transparently from the PCO IE included by the UE. If the SGW receives PCO from MME/SGSN, SGW shall forward it to the PGW.
	PCO
	0

	UE Time Zone
	O
	This IE is optionally included by the MME on the S11 interface or by the SGSN on the S4 interface. 
	UE Time Zone
	0

	
	CO
	The SGW shall forward this IE on the S5/S8 interface if the SGW receives it from the MME/SGSN.
	
	

	
	CO
	This IE shall be included by the TWAN on the S2a interface.
	
	

	User Location Information (ULI)
	CO
	This IE shall be included by the MME on the S11 interface or by the SGSN on the S4 interface. The CGI/SAI shall be included by SGSN and the ECGI shall be included by MME. 
See NOTE 1.
	ULI
	0

	
	CO
	The SGW shall forward this IE on the S5/S8 interface if it receives it from the MME/SGSN.
	
	

	TWAN Identifier
	CO
	This IE shall be included by the TWAN on the S2a interface as specified in 3GPP TS 23.402 [45]. 
	TWAN Identifier
	0

	MME/S4-SGSN's Overload Control Information
	O
	During an overload condition, the MME/S4-SGSN may include this IE on the S11/S4 interface if the overload control feature is supported by the MME/S4-SGSN and is activated for the PLMN to which the PGW belongs (see clause 12.3.11).

When present, the MME/S4-SGSN shall provide only one instance of this IE, representing its overload information.
	Overload Control Information
	0

	
	CO
	If the SGW receives this IE and if it supports the overload control feature, it shall forward it to the PGW on the S5/S8 interface.
	
	

	SGW's Overload Control Information
	O
	During an overload condition, the SGW may include this IE over the S5/S8 interface if the overload control feature is supported by the SGW and is activated for the PLMN to which the PGW belongs (see clause 12.3.11).

When present, the SGW shall provide only one instance of this IE, representing its overload information.
	Overload Control Information
	1

	MME/S4-SGSN Identifier
	CO
	If the overload control feature is supported by the MME/S4-SGSN and is activated for the PLMN to which the PGW belongs, the MME/S4-SGSN shall include this IE on the S11/S4 interface if the PGW has not been updated with the identity of the currently serving MME/S4-SGSN, i.e. if no other message carrying MME/S4-SGSN identity has been sent to the PGW during/after an inter-MME/S4-SGSN intra-SGW mobility procedure.
	IP Address
	0

	
	CO
	If the overload control feature is supported by the SGW, the SGW shall forward this IE on the S5/S8 interface.
	
	

	Private Extension
	O
	This IE may be sent on the S5/S8, S4/S11 and S2a/S2b interfaces.
	Private Extension
	VS

	NOTE 1:
In shared networks, when the message is sent from the VPLMN to the HPLMN, the PLMN ID that is communicated in this IE shall be that of the selected Core Network Operator for supporting UEs, or that of the allocated Core Network Operator for non-supporting UEs. As an exception, based on inter-operator roaming/sharing agreement, if the information on whether the UE is a supporting or non-supporting UE is available, the PLMN ID that is communicated to the HPLMN for non-supporting UEs shall be the Common PLMN ID. 
In shared networks, when the MME/S4-SGSN and PGW pertain to the same PLMN, the Primary PLMN ID shall be communicated in the ECGI to the PGW, and the Common PLMN ID shall be communicated in SAI/CGI to the PGW, for both supporting and non-supporting UEs. The Core Network Operator PLMN ID (selected by the UE for supporting UEs or allocated by the network for non-supporting UEs) shall be communicated in the TAI, RAI, UCI and the Serving Network.
See subclause 4.4 of 3GPP TS 23.251 [55].




Table 7.2.4-2: Bearer Context within Create Bearer Response

	Octet 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	
	EBI
	0

	Cause
	M
	This IE shall indicate if the bearer handling was successful, and if not, it gives information on the reason.
	Cause
	0

	S1-U eNodeB F-TEID
	C
	This IE shall be sent on the S11 interface if the S1-U interface is used. See NOTE 2
	F-TEID
	0

	S1-U SGW F-TEID
	C
	This IE shall be sent on the S11 interface. It shall be used to correlate the bearers with those in the Create Bearer Request.
	F-TEID
	1

	S5/8-U SGW F-TEID
	C
	This IE shall be sent on the S5/S8 interfaces.
	F-TEID
	2

	S5/8-U PGW F-TEID
	C
	This IE shall be sent on the S5/S8 interfaces. It shall be used to correlate the bearers with those in the Create Bearer Request.
	F-TEID
	3

	S12 RNC F-TEID
	C
	This IE shall be sent on the S4 interface if the S12 interface is used. See NOTE1.
	F-TEID
	4

	S12 SGW F-TEID
	C
	This IE shall be sent on the S4 interface. It shall be used to correlate the bearers with those in the Create Bearer Request. See NOTE1.
	F-TEID
	5

	S4-U SGSN F-TEID
	C
	This IE shall be sent on the S4 interface if the S4-U interface is used. See NOTE1.
	F-TEID
	6

	S4-U SGW F-TEID
	C
	This IE shall be sent on the S4 interface. It shall be used to correlate the bearers with those in the Create Bearer Request. See NOTE1.
	F-TEID
	7

	S2b-U ePDG F-TEID
	C
	This IE shall be sent on the S2b interface.
	F-TEID
	8

	S2b-U PGW F-TEID
	C
	This IE shall be sent on the S2b interface. It shall be used to correlate the bearers with those in the Create Bearer Request.
	F-TEID
	9

	S2a-U TWAN F-TEID
	C
	This IE shall be sent on the S2a interface.
	F-TEID
	10

	S2a-U PGW F-TEID
	C
	This IE shall be sent on the S2a interface. It shall be used to correlate the bearers with those in the Create Bearer Request.
	F-TEID
	11

	Protocol Configuration Options (PCO)
	CO
	If the UE includes the PCO IE in the corresponding message, then the MME/SGSN shall copy the content of this IE transparently from the PCO IE included by the UE. If the SGW receives PCO from MME/SGSN, SGW shall forward it to the PGW. This bearer level IE takes precedence over the PCO IE in the message body if they both exist.
	PCO
	0

	NOTE 1:
The SGW shall use the same F-TEID IP addtress and TEID values for S1-U, S4-U and S12 interfaces. However, when sending a Create Bearer Request message to an S4-SGSN for a UE in idle mode, the SGW can not know whether the S4-SGSN will establish a direct user plane tunnel between the RNC and the SGW. The SGW may include either the S4-U SGW F-TEID IE or the S12 SGW F-TEID IE in the Create Bearer Request message. The S4-SGSN will decide whether to establish a direct user plane tunnel or not and will provide accordingly either a S12 RNC F-TEID or a S4-U SGSN F-TEID in the Create Bearer Response message, where the interface type of the provided F-TEID may differ from the interface type of the SGW F-TEID used for bearer correlation, e.g. if the SGW includes the S4-U SGW F-TEID in the Create Bearer Request message, and if the SGSN decides to use Direct Tunnelling, the S4-SGSN shall provide the S12 RNC F-TEID in the Create Bearer Response message, together with S4-U SGW F-TEID. The SGW should not treat this as an error.
NOTE 2:
In the Optimised Active Handover procedure from cdma2000 HRPD Access to EUTRAN (see 3GPP TS 23.402 [45], clause 9.5.1), the Create Bearer Response message may be sent before the E-RABs establishment. In this case, a dummy S1-U eNodeB F-TEID shall be provided by the MME. An implementation may provide a reserved IP address in the S1 eNodeB F-TEID e.g. from one of the reserved IP address ranges (see RFC5735 or http://www.iana.net/assignments/ipv4-address-space/ipv4-address-space.xml), or the IP address may be provisioned by configuration.


Table 7.2.4-3: Overload Control Information within Create Bearer Response
	Octet 1
	
	Overload Control Information IE Type = 180 (decimal)
	
	

	Octets 2 and 3
	
	Length = n 
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Overload Control Sequence Number
	M
	See clause 12.3.5.1.2.1 for the description and use of this parameter.
	Sequence Number
	0

	Overload Reduction Metric
	M
	See clause 12.3.5.1.2.3 for the description and use of this parameter.
	Metric
	0

	Period of Validity
	M
	See clause 12.3.5.1.2.2 for the description and use of this parameter.

This IE should be set to "0" if the "Overload Reduction Metric" is null. This IE shall be ignored by the receiver if the "Overload Reduction Metric" is null.
	EPC Timer
	0


* * * Next Change * * * *
7.2.10.2
Delete Bearer Response

The Delete Bearer Response shall be sent as a response of Delete Bearer Request.

Possible Cause values are specified in Table 8.4-1. Message specific cause values are:

· "Request accepted".

· "Request accepted partially".
· "Context not found".
· "Temporarily rejected due to handover/TAU/RAU procedure in progress".

Table 7.2.10.2-1: Information Elements in Delete Bearer Response
	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	
	Cause
	0

	Linked EPS Bearer ID (LBI)
	C
	If the response corresponds to the bearer deactivation procedure in case all the bearers associated with the default bearer of a PDN connection shall be released, this IE shall be included on the S4/S11, S5/S8 and S2a/S2b interfaces to indicate the default bearer associated with the PDN being disconnected.
	EBI
	0

	
	CO
	During a TAU/RAU/HO, if an MME/SGSN has received a Delete Bearer Request message with Cause value "ISR deactivation" and multiple LBIs, the MME/SGSN shall include all these LBIs in the response message on S4/S11 interface. All LBI IEs shall have the same type and instance value to represent a list of IEs.
	
	

	Bearer Contexts
	C
	It shall be used on the S4/S11, S5/S8 and S2a/S2b interfaces for bearers different from default one. In this case at least one bearer shall be included.

Several IEs with this type and instance values shall be included as necessary to represent a list of Bearers.

Used for dedicated bearers. When used, at least one dedicated bearer shall be present.
	Bearer Context 
	0

	Recovery
	C
	This IE shall be included on the S4/S11, S5/S8 and S2a/S2b interfaces if contacting the peer for the first time 
	Recovery
	0

	MME-FQ-CSID
	C
	This IE shall be included by MME the on S11 interface and shall be forwarded by the SGW on S5/S8 interface according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	0

	SGW-FQ-CSID
	C
	This IE shall be included by the SGW on the S5/S8 interface according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	1

	ePDG-FQ-CSID
	C
	This IE shall be included by the ePDG on the S2b interface according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	2

	TWAN-FQ-CSID
	C
	This IE shall be included by the TWAN on the S2a interface according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	3

	Protocol Configuration Options (PCO)
	CO
	An MME/SGSN shall include the PCO IE if such information was received from the UE. 

If the SGW receives this IE, the SGW shall forward it to PGW on the S5/S8 interface.
	PCO
	0

	UE Time Zone
	CO
	This IE shall be included, if available, by the MME on the S11 interface or by the SGSN on the S4 interface.
	UE Time Zone
	0

	
	CO
	The SGW shall forward this IE on the S5/S8 interface if the SGW receives it from the MME/SGSN.
	
	

	
	CO
	This IE shall be included by the TWAN on the S2a interface.
	
	

	User Location Information (ULI)
	CO
	This IE shall be included by the MME on the S11 interface or by the SGSN on the S4 interface. The CGI/SAI shall be included by SGSN and the ECGI shall be included by MME. 

See NOTE 2.
	ULI
	0

	
	CO
	The SGW shall forward this IE on the S5/S8 interface if it receives it from the MME/SGSN. See NOTE 1.
	
	

	ULI Timestamp
	CO
	This IE shall be included on the S4/S11 interface if the ULI IE is present. It indicates the time when the User Location Information was acquired. 
The SGW shall include this IE on S5/S8 if the SGW receives it from the MME/SGSN. See NOTE 1.
	ULI Timestamp
	0

	TWAN Identifier
	CO
	This IE shall be included by the TWAN on the S2a interface as specified in 3GPP TS 23.402 [45]. 
	TWAN Identifier
	0

	TWAN Identifier Timestamp
	CO
	This IE shall be included by the TWAN on the S2a interface if the TWAN Identifier IE is present. It shall indicate the time when the TWAN acquired the TWAN Identifier information. 
	TWAN Identifier Timestamp
	0

	MME/S4-SGSN's Overload Control Information
	O
	During an overload condition, the MME/S4-SGSN may include this IE on the S11/S4 interface if the overload control feature is supported by the MME/S4-SGSN and is activated for the PLMN to which the PGW belongs (see clause 12.3.11).

When present, the MME/S4-SGSN shall provide only one instance of this IE, representing its overload information.
	Overload Control Information
	0

	
	CO
	If the SGW receives this IE and if it supports the overload control feature, it shall forward it to the PGW on the S5/S8 interface.
	
	

	SGW's Overload Control Information
	O
	During an overload condition, the SGW may include this IE over the S5/S8 interface if the overload control feature is supported by the SGW and is activated for the PLMN to which the PGW belongs (see clause 12.3.11).

When present, the SGW shall provide only one instance of this IE, representing its overload information.
	Overload Control Information
	1

	MME/S4-SGSN Identifier
	CO
	If the overload control feature is supported by the MME/S4-SGSN and is activated for the PLMN to which the PGW belongs, the MME/S4-SGSN shall include this IE on the S11/S4 interface when there is at least one bearer remaining for the given PDN connection after the bearer deletion, and the PGW has not been updated with the identity of the currently serving MME/S4-SGSN, i.e. if no other message carrying MME/S4-SGSN identity has been sent to the PGW during/after an inter-MME/S4-SGSN intra-SGW mobility procedure.
	IP Address
	0

	
	CO
	If the overload control feature is supported by the SGW, the SGW shall forward this IE on the S5/S8 interface.
	
	

	Private Extension
	O
	This IE may be sent on the S5/S8, S4/S11 and S2a/S2b interfaces.
	Private Extension
	VS

	NOTE 1: 
If ISR is active, after receiving both the Delete Bearer Response messages from the MME and the SGSN, the SGW shall include the most recent time and the related User Location Information in the Delete Bearer Response message on S5/S8 interface. 

NOTE 2:
In shared networks, when the message is sent from the VPLMN to the HPLMN, the PLMN ID that is communicated in this IE shall be that of the selected Core Network Operator for supporting UEs, or that of the allocated Core Network Operator for non-supporting UEs. As an exception, based on inter-operator roaming/sharing agreement, if the information on whether the UE is a supporting or non-supporting UE is available, the PLMN ID that is communicated to the HPLMN for non-supporting UEs shall be the Common PLMN ID. 
In shared networks, when the MME/S4-SGSN and PGW pertain to the same PLMN, the Primary PLMN ID shall be communicated in the ECGI to the PGW, and the Common PLMN ID shall be communicated in SAI/CGI to the PGW, for both supporting and non-supporting UEs. The Core Network Operator PLMN ID (selected by the UE for supporting UEs or allocated by the network for non-supporting UEs) shall be communicated in the TAI, RAI, UCI and the Serving Network.
See subclause 4.4 of 3GPP TS 23.251 [55].


Table 7.2.10.2-2: Bearer Context within Delete Bearer Response

	Octet 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n 
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	
	EBI
	0

	Cause
	M
	This IE shall indicate if the bearer handling was successful, and if not, gives information on the reason.
	Cause
	0

	Protocol Configuration Options (PCO)
	CO
	An MME/SGSN shall include the PCO IE if such information was received from the UE. 
If the SGW receives this IE, the SGW shall forward it to PGW on the S5/S8 interface.
This bearer level IE takes precedence over the PCO IE in the message body if they both exist.
	PCO
	0


Table 7.2.10.2-3: Overload Control Information within Delete Bearer Response
	Octet 1
	
	Overload Control Information IE Type = 180 (decimal)
	
	

	Octets 2 and 3
	
	Length = n 
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Overload Control Sequence Number
	M
	See clause 12.3.5.1.2.1 for the description and use of this parameter.
	Sequence Number
	0

	Overload Reduction Metric
	M
	See clause 12.3.5.1.2.3 for the description and use of this parameter.
	Metric
	0

	Period of Validity
	M
	See clause 12.3.5.1.2.2 for the description and use of this parameter.

This IE should be set to "0" if the "Overload Reduction Metric" is null. This IE shall be ignored by the receiver if the "Overload Reduction Metric" is null.
	EPC Timer
	0


* * * Next Change * * * *
7.2.16
Update Bearer Response

An Update Bearer Response shall be sent from a MME/SGSN to a SGW and forwarded to the PGW, and from TWAN/ePDG to the PGW as a response to an Update Bearer Request message. 

Table 7.2.16-1 specifies the presence requirements and the conditions of the IEs in the message.

Cause IE indicates if an EPS bearer has been modified in the MME/SGSN/TWAN/ePDG or not. The EPS Bearer has not been modified in the MME/SGSN/TWAN/ePDG if the Cause IE value differs from "Request accepted" or "Request accepted partially". Possible Cause values are specified in Table 8.4-1. Message specific cause values are:

· "Request accepted".

· "Request accepted partially"

· "Context not found"

· "Semantic error in the TFT operation".

· "Syntactic error in the TFT operation".
· "Semantic errors in packet filter(s)".
· "Syntactic errors in packet filter(s)".
-
"Denied in RAT".

-
"UE refuses".

· "Unable to page UE".

· "UE not responding".
· "Unable to page UE due to Suspension".
· "Temporarily rejected due to handover/TAU/RAU procedure in progress".
· "MME/SGSN refuses due to VPLMN Policy".
Table 7.2.16-1: Information Elements in an Update Bearer Response
	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	
	Cause
	0

	Bearer Contexts
	M
	This IE shall contain contexts related to bearers for which QoS/TFT modification was requested. Several IEs with this type and instance values shall be included as necessary to represent a list of Bearers
	Bearer Context 
	0

	Protocol Configuration Options (PCO)
	CO
	An MME/SGSN shall include the PCO IE if such information was received from the UE. 

If the SGW receives this IE, the SGW shall forward it to PGW on the S5/S8 interface.


	PCO
	0

	Recovery
	C
	This IE shall be included on the S5/S8, S4/S11 and S2a/S2b interfaces if contacting the peer for the first time 
	Recovery
	0

	MME-FQ-CSID
	C
	This IE shall be included by MME on S11and shall be forwarded by SGW on S5/S8 according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	0

	SGW-FQ-CSID
	C
	This IE shall be included by SGW on S5/S8 according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	1

	ePDG-FQ-CSID
	C
	This IE shall be included by the ePDG on the S2b interface according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	2

	TWAN-FQ-CSID
	C
	This IE shall be included by the TWAN on the S2a interface according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	3

	Indication Flags
	CO
	This IE shall be included if any one of the applicable flags is set to 1.

Applicable flags:
· Direct Tunnel Flag: This flag shall be set to 1 on the S4 interface, if Direct Tunnel is used.
	Indication
	0

	UE Time Zone
	O
	This IE is optionally included by the MME on the S11 interface or by the SGSN on the S4 interface. 
	UE Time Zone
	0

	
	CO
	The SGW shall forward this IE on the S5/S8 interface if the SGW receives it from the MME/SGSN.
	
	

	
	CO
	This IE shall be included by the TWAN on the S2a interface.
	
	

	User Location Information (ULI)
	CO
	This IE shall be included by the MME on the S11 interface or by the SGSN on the S4 interface. The CGI/SAI shall be included by SGSN and the ECGI shall be included by MME. 

See NOTE 1.
	ULI
	0

	
	CO
	The SGW shall forward this IE on the S5/S8 interface if it receives it from the MME/SGSN.
	
	

	TWAN Identifier
	CO
	This IE shall be included by the TWAN on the S2a interface as specified in 3GPP TS 23.402 [45]. 
	TWAN Identifier
	0

	MME/S4-SGSN's Overload Control Information
	O
	During an overload condition, the MME/S4-SGSN may include this IE on the S11/S4 interface if the overload control feature is supported by the MME/S4-SGSN and is activated for the PLMN to which the PGW belongs (see clause 12.3.11).

When present, the MME/S4-SGSN shall provide only one instance of this IE, representing its overload information.
	Overload Control Information
	0

	
	CO
	If the SGW receives this IE and if it supports the overload control feature, it shall forward it to the PGW on the S5/S8 interface.
	
	

	SGW's Overload Control Information
	O
	During an overload condition, the SGW may include this IE over the S5/S8 interface if the overload control feature is supported by the SGW and is activated for the PLMN to which the PGW belongs (see clause 12.3.11).

When present, the SGW shall provide only one instance of this IE, representing its overload information.
	Overload Control Information
	1

	MME/S4-SGSN Identifier
	CO
	If the overload control feature is supported by the MME/S4-SGSN and is activated for the PLMN to which the PGW belongs, the MME/S4-SGSN shall include this IE on the S11/S4 interface if the PGW has not been updated with the identity of the currently serving MME/S4-SGSN, i.e. if no other message carrying MME/S4-SGSN identity has been sent to the PGW during/after an inter-MME/S4-SGSN intra-SGW mobility procedure.
	IP Address
	0

	
	CO
	If the overload control feature is supported by the SGW, the SGW shall forward this IE on the S5/S8 interface.
	
	

	Private Extension
	O
	This IE may be sent on the S5/S8, S4/S11 and S2a/S2b interfaces.
	Private Extension
	VS

	NOTE 1:
In shared networks, when the message is sent from the VPLMN to the HPLMN, the PLMN ID that is communicated in this IE shall be that of the selected Core Network Operator for supporting UEs, or that of the allocated Core Network Operator for non-supporting UEs. As an exception, based on inter-operator roaming/sharing agreement, if the information on whether the UE is a supporting or non-supporting UE is available, the PLMN ID that is communicated to the HPLMN for non-supporting UEs shall be the Common PLMN ID. 
In shared networks, when the MME/S4-SGSN and PGW pertain to the same PLMN, the Primary PLMN ID shall be communicated in the ECGI to the PGW, and the Common PLMN ID shall be communicated in SAI/CGI to the PGW, for both supporting and non-supporting UEs. The Core Network Operator PLMN ID (selected by the UE for supporting UEs or allocated by the network for non-supporting UEs) shall be communicated in the TAI, RAI, UCI and the Serving Network.
See subclause 4.4 of 3GPP TS 23.251 [55].




Table 7.2.16-2: Bearer Context within Update Bearer Response

	Octet 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n 
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	
	EBI
	0

	Cause
	M
	This IE Indicates if the bearer handling was successful, and if not, gives information on the reason.
	Cause
	0

	S4-U SGSN F-TEID
	C
	This IE shall be included on the S4 interface when direct tunnel is not established. See NOTE 1.
	F-TEID
	0

	S12 RNC F-TEID
	C
	This IE shall be included on the S4 interface when direct tunnel flag is set to 1. See NOTE 1.
	F-TEID
	1

	Protocol Configuration Options (PCO)
	CO
	An MME/SGSN shall include the PCO IE if such information was received from the UE. 
If the SGW receives this IE, the SGW shall forward it to PGW on the S5/S8 interface.
This bearer level IE takes precedence over the PCO IE in the message body if they both exist.
	PCO
	0

	NOTE 1:
In some scenarios, the SGSN is unable to provide neither the S12 RNC F-TEID nor the S4-U SGSN F-TEID in the Update Bearer Response message, e.g. when Direct Tunnel is used in 3G and the UE is in IDLE mode, for a network requested user location retrieval procedure, the SGSN is unable to provide S12 RNC F-TEID. In those scenarios, the SGSN shall provide EBI(s) without S12 RNC F-TEID(s) and S4-U SGSN F-TEID. The SGW shall be able to handle these bearer context(s). However, in earlier releases this behaviour may not be supported by the SGW and hence for such an SGW, in order to be backward compatible, the SGSN shall provide EBI(s) together with either the S4-U SGSN F-TEID or the S12 RNC F-TEID.


Table 7.2.16-3: Overload Control Information within Update Bearer Response

	Octet 1
	
	Overload Control Information IE Type = 180 (decimal)
	
	

	Octets 2 and 3
	
	Length = n 
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Overload Control Sequence Number
	M
	See clause 12.3.5.1.2.1 for the description and use of this parameter.
	Sequence Number
	0

	Overload Reduction Metric
	M
	See clause 12.3.5.1.2.3 for the description and use of this parameter.
	Metric
	0

	Period of Validity
	M
	See clause 12.3.5.1.2.2 for the description and use of this parameter.

This IE should be set to "0" if the "Overload Reduction Metric" is null. This IE shall be ignored by the receiver if the "Overload Reduction Metric" is null.
	EPC Timer
	0


* * * Next Change * * * *
12.3.6
Propagating the MME/S4-SGSN identity to the PGW

When the Overload Control feature is supported by the MME/S4-SGSN and the SGW, and it is also activated for the PLMN to which the PGW belongs, the following shall apply:

·   The MME/S4-SGSN shall include the MME/S4-SGSN identity towards the SGW during:

· -
the PDN connection establishment, any mobility with an MME/S4-SGSN change or any SGW change procedures;
· -
the dedicated bearer activation procedure, PGW initiated bearer modification procedure and PGW initiated bearer deactivation procedure as per the conditions specified in the corresponding messages. 
· The SGW shall forward the MME/S4-SGSN identifier to the PGW if it is received in the Create/Update/Delete Bearer Response messages. When it is received in other GTP-C messages, the SGW shall store the received MME/S4-SGSN identity and shall include the currently serving MME/S4-SGSN's identity in subsequent Modify Bearer Request messages which are sent over the S5/S8 interface, whenever there is signalling over the S5/S8 interface. 

NOTE:
This allows updating of the PGW with the identity of the new MME/S4-SGSN during inter-MME/SGSN mobility scenarios as early as possible and without generating extra signalling over the S5/S8 interface. Inter-MME/inter-SGSN intra SGW mobility scenarios not requiring to send any S5/S8 signalling could result in the PGW not being updated with the currently serving MME/S4-SGSN's identity, for a given subscriber, until subsequent S5/S8 signalling takes place for the same PDN connection. However, considering these scenarios are not so frequent and considering that several features anyway require S5/S8 signalling during these scenarios (e.g. for user location reporting), the PGW will most often get the identity of the currently serving MME/S4-SGSN. Hence the risk that the PGW wrongly throttles PGW initiated signalling for that PDN connection, if the old MME/S4-SGSN is in overload, is low. 

· The PGW shall store the currently serving MME/S4-SGSN identity, received from the SGW, to be able to reduce the PGW initiated signalling messages for the PDN connections during an overload situation at the serving MME/S4-SGSN.
* * * End of Changes * * * *
