3GPP TSG CT Meeting #66						CP-140784
Maui, US; 8th – 9th December 2014

Source:	3GPP TSG CT WG4
Title:	Corrections on Enhanced S2a Mobility Over trusted WLAN access to EPC
Agenda item:	12.36
Document for:	APPROVAL



	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	23.008
	0425
	-
	Rel-12
	Default APN for Trusted WLAN
	F
	12.4.0
	C4-141730
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	eSaMOG_St3
	2.13.139
	

	29.273
	0386
	1
	Rel-12
	WLCP key for WLCP signalling protection
	F
	12.5.0
	C4-141941
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Qualcomm Incorporated, Ericsson
	eSaMOG_St3
	3.2, 5.1.2.1.1, 5.1.2.3.1, 5.2.2.1.2, 5.2.3.1, 5.2.3.y (new)
	

	29.230
	0410
	1
	Rel-12
	WLCP key for WLCP signalling protection
	F
	12.6.0
	C4-141951
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Qualcomm Incorporated, Ericsson
	eSaMOG_St3
	7.1
	29.273-0386


	29.273
	0387
	1
	Rel-12
	TWAN authentication and authorization call flows for MCM and TSCM
	F
	12.5.0
	C4-141952
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	eSaMOG_St3
	Annex A.x (new), A.y (new)
	

	29.274
	1548
	1
	Rel-12
	Inclusion of PCO in Delete Session/Bearer Request for TWAN access
	F
	12.6.0
	C4-142398
	ZTE
	eSaMOG_St3
	7.2.9.1, 7.2.9.2, 7.2.10.1, 7.2.10.2
	

	[bookmark: _GoBack]29.273
	0398
	1
	Rel-12
	Back-off timer refers to Tw1
	F
	12.5.0
	C4-142400
	ZTE
	eSaMOG_St3
	5.2.3.32
	




