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	Other comments:
	Requires approval of CR 0133 in TS 23.303 that has following text: "The UICC shall indicate whether the UE is authorized to use provisioning parameters." in clause 4.5.1.1.2.3.1.


4.4.8.1
Introduction

This clause describes the additional files that are used for ProSe purposes.
DFProSe shall be present at the ADFUSIM level if service nº101 or nº102 or nº103 or nº104 or nº105 or nº106 is "available" in EFUST .


4.4.8.2
EFPROSE_MON (ProSe Monitoring Parameters)

If service n°101 is "available", this file shall be present.

This EF contains the paramenters to be used for ProSe direct discovery for public safety as described in TS 24.334 [70]. This file shall be used only if the ME is authorized as per content of EFAD or received service authorization from the ProSe Function.


Each record shall be associated with a different PLMN.
	Identifier: '4F01'
	Structure: linear fixed
	Optional

	SFI: '01'
	

	Record size: Z bytes
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
ADM


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to Z
	ProSe Discovery monitoring parameters TLV data object
	M
	Z bytes


ProSe Discovery monitoring parameters information

	Description
	Value
	M/O/C
	Length (bytes)

	ProSe Discovery monitoring parameters TLV
	'A0'
	M
	1

	Length
	X
	M
	Note 1

	PLMN Tag
	'80'
	O
	1

	Length
	L1
	C
	Note 1

	PLMN value
	--
	C
	L1

	MonitoringAuthorisation Tag
	'81'
	O
	1

	Length
	L2
	C
	Note 1

	MonitoringAuthorisation value
	--
	C
	L2

	ProSeFunctionFQDN Tag
	'82'
	O
	1

	Length
	L3
	C
	Note 1

	ProSeFunctionFQDN value
	--
	C
	L3

	UEIdentity Tag
	'83'
	O
	1

	Length
	L4
	C
	Note 1

	UEIdentity value
	--
	C
	L4

	Note 1 :
The length is coded according to ISO/IEC 8825-1 [35]

Note 2:
C; if the Tag is present, this is mandatory.


-  PLMN
Contents:

As described in TS 24.333 [71], the PLMN code of the operator in which the monitoring authorisation policy applies.

Coding:



As defined for the <X>/MonitoringPolicy/<X>/PLMN leaf in TS 24.333 [71].
-  MonitoringAuthorisation
Contents:

As described in TS 24.333 [71], indicates whether the UE is pre-authorised or conditionally authorised to perform ProSe direct discovery monitoring in the PLMN in which this monitoring authorisation policy applies.

Coding:



As defined for the <X>/MonitoringPolicy/<X>/MonitoringAuthorisation leaf in TS 24.333 [71].
-  ProSeFunctionFQDN
Contents:

As described in TS 24.333 [71], the FQDN of the ProSeFunction of the PLMN in which this monitoring authorisation policy applies.

Coding:



As defined for the <X>/MonitoringPolicy/<X>/ProSeFunctionFQDN leaf in TS 24.333 [71].
-  UEIdentity
Contents:

As described in TS 24.333 [71], the UE identity that is used by the UE when it contacts the ProSe Function of the PLMN in which this monitoring authorisation policy applies.

Coding:



As defined for the <X>/MonitoringPolicy/<X>/UEIdentity leaf in TS 24.333 [71].
Unused bytes shall be set to 'FF'.

4.4.8.3
EFPROSE_ANN (ProSe Announcing Parameters)

If service n°101 is "available", this file shall be present.

This EF contains the paramenters to be used for ProSe direct discovery for public safety, as described in TS 24.334 [70]. This file shall be used only if the ME is authorized as per content of EFAD or received service authorization from the ProSe Function.


Each record shall be associated with a different PLMN.
	Identifier: '4F02'
	Structure: linear fixed
	Optional

	SFI: '02'
	

	Record size: Z bytes
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
ADM


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to Z
	ProSe Discovery announcing parameters TLV data object
	M
	Z bytes


ProSe Discovery announcing parameters information

	Description
	Value
	M/O/C
	Length (bytes)

	ProSe Discovery announcing parameters TLV
	'A0'
	M
	1

	Length
	X
	M
	Note 1

	PLMN Tag
	'80'
	O
	1

	Length
	L1
	C
	Note 1

	PLMN value
	--
	C
	L1

	AnnouncingAuthorisation Tag
	'81'
	O
	1

	Length
	L2
	C
	Note 1

	AnnouncingAuthorisation value
	--
	C
	L2

	ProSeFunctionFQDN Tag
	'82'
	O
	1

	Length
	L3
	C
	Note 1

	ProSeFunctionFQDN value
	--
	C
	L3

	UEIdentity Tag
	'83'
	O
	1

	Length
	L4
	C
	Note 1

	UEIdentity value
	--
	C
	L4

	Range Tag
	'84'
	O
	1

	Length
	L5
	C
	Note 1

	Range value
	--
	C
	L5

	Note 1 :
The length is coded according to ISO/IEC 8825-1 [35]

Note 2:
C; if the Tag is present, this is mandatory.


-  PLMN
Contents:

As described in TS 24.333 [71], the PLMN code of the operator in which the monitoring authorisation policy applies.

Coding:

As defined for the <X>/AnnouncingPolicy/<X>/PLMN leaf in TS 24.333 [71].
-  AnnouncingAuthorisation
Contents:

As described in TS 24.333 [71], indicates whether the UE is pre-authorised or conditionally authorised to perform ProSe direct discovery announcing in the PLMN in which this announcing authorisation policy applies.

Coding:



As defined for the <X>/AnnouncingPolicy/<X>/AnnouncingAuthorisation leaf in TS 24.333 [71].
-  ProSeFunctionFQDN
Contents:

As described in TS 24.333 [71], the FQDN of the ProSeFunction of the PLMN in which this announcing authorisation policy applies.

Coding:



As defined for the <X>/AnnouncingPolicy/<X>/ProSeFunctionFQDN leaf in TS 24.333 [71].
-  UEIdentity
Contents:

As described in TS 24.333 [71], the UE identity that is used by the UE when it contacts the ProSe Function of the PLMN in which this announcing authorisation policy applies.

Coding:



As defined for the <X>/AnnouncingPolicy/<X>/UEIdentity leaf in TS 24.333 [71].
-  Range
Contents:

As described in TS 24.333 [71], the authorised announcing range in the PLMN in which this announcing authorisation policy applies..

Coding:



As defined for the <X>/AnnouncingPolicy/<X>/Range leaf in TS 24.333 [71].
Unused bytes shall be set to 'FF'.

4.4.8.8
EFPROSE_POLICY (ProSe Policy Parameters)

If service n°106 is "available", this file shall be present.

This EF contains the policy paramenters to be used for ProSe direct communication for public safety, as described in TS 24.334 [70]. This file shall be used only if the ME is authorized as per content of EFAD or received service authorization from the ProSe Function.


Each record shall be associated with a different ProSe group.
	Identifier: '4F07'
	Structure: linear fixed
	Optional

	SFI: '07'
	

	Record size: Z bytes
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
ADM


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to Z
	ProSe Policy parameters TLV data object
	M
	Z bytes


ProSe Policy parameters information:

	Description
	Value
	M/O
	Length (bytes)

	ProSe Policy parameters Tag
	'A0'
	M
	1

	Length
	X
	M
	Note

	ProSe Layer-2 Group ID tag
	'80'
	M
	1

	Length
	4
	M
	1

	ProSe Layer-2 Group ID
	--
	M
	4

	ProSe UE ID tag
	'81'
	M
	1

	Length
	A
	M
	1

	ProSe UE ID
	--
	M
	A

	ProSe Group IP multicast address tag
	'82'
	M
	1

	Length
	B
	M
	1

	ProSe Group IP multicast address
	--
	M
	B

	Address type tag
	'83'
	M
	1

	Length
	1
	M
	1

	Address type
	--
	M
	1

	IPv4 address as source tag
	'84'
	O
	1

	Length
	4
	O
	1

	IPv4 address as source
	--
	O
	4

	Group related security tag
	'85'
	M
	1

	Length
	C
	M
	Note

	Group related security contents
	--
	M
	C

	Note:
The length is coded according to ISO/IEC 8825-1 [35]


-
ProSe Layer-2 Group ID tag '80'
Contents:

Contains the ProSe Layer-2 Group ID, as defined in TS 23.303 [73]
Coding:

As per TS 33.303 [72]
-
ProSe UE ID tag '81'
Contents:

Contains the ProSe UE ID, used as layer-2 source address, as defined in TS 23.303 [73]
Coding:

As per TS 33.303 [72]
-
ProSe Group IP multicast address tag '82'
Contents:

IPv4 or IPv6 group IP multicast addressed to be used for ProSe direct communication associated with the corresponding layer-2 group ID.
Coding:

Depending on the Address type
-
Address type tag '83'
Contents:

Type of IP address.
Coding:

A value of '01' indicates IPv4, a value of '02' indicates IPv6. All other values are reserved.
-
IPv4 address as source tag '84'
Contents:

IPv4 addressed to be used as source, in case of IPv4 address. This TLV shall be ignored if address type is different from IPv4.
Coding:

IPv4 address
-
Group related security tag '85'
Editor’s note: the content of the group related security parameters needs to be defined, pending further evaluation from SA3.

Unused bytes shall be set to 'FF'.

Editor’s note: Size of the ProSe Layer-2 Group ID needs to be confirmed as 32 bits. Size of ProSe UE ID needs to be confirmed. Coding and exact names of ProSe Layer-2 Group ID and ProSe ProSe UE ID need to be confirmed.

4.4.8.9
EFPROSE_PLMN (ProSe PLMN Parameters)

If service n°103 is "available", this file shall be present.

This EF contains the policy paramenters to be used for ProSe direct communication for public safety, as described in TS 24.334 [70]. This file shall be used only if the ME is authorized as per content of EFAD or received service authorization from the ProSe Function.


Each record shall be associated with a different PLMN.
	Identifier: '4F08'
	Structure: linear fixed
	Optional

	SFI: '08'
	

	Record size: Z bytes
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
ADM


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to Z
	ProSe PLMN parameters TLV data object
	M
	Z bytes


ProSe Policy parameters information:

	Description
	Value
	M/O
	Length (bytes)

	ProSe PLMN parameters Tag
	'A0'
	M
	1

	Length
	X
	M
	Note 1

	PLMN tag
	'80'
	M
	1

	Length
	3
	M
	1

	PLMN
	--
	M
	3

	Authorization tag
	'81'
	M
	1

	Length
	1
	M
	1

	Authorization
	--
	M
	1

	FQDN of the ProSe Function tag
	'82'
	O
	1

	Length
	A
	C
	1

	FQDN of the ProSe Function
	--
	C
	A

	UE identifier tag
	'83'
	O
	1

	Length
	B
	C
	1

	UE identifier
	--
	C
	B

	NOTE 1:
The length is coded according to ISO/IEC 8825-1 [35]

NOTE 2:
C; if the Tag is present, this is mandatory.


-
PLMN tag '80'
Contents:

Contains the PLMNs in which the UE is authorised to perform ProSe direct communication when served by E-UTRAN
Coding:

According to TS 24.008 [9].
-
Authorization tag '81'
Contents:

Contains the authorization policy for the PLMN.
Coding:

As defined for the <X>/MonitoringPolicy/<X>/MonitoringAuthorisation leaf in TS 24.333 [71].
-
FQDN of the ProSe Function tag '82'
Contents:

FQDN of the ProSe Function of that PLMN.
Coding:

As defined for the <X>/MonitoringPolicy/<X>/ProSeFunctionFQDN leaf in TS 24.333 [71].
-
UE identifier tag '83'

Contents:

UE identifier that shall be used by the UE when contacting the ProSe Function of that PLMN.
Coding:

As defined for the <X>/MonitoringPolicy/<X>/UEIdentity leaf in TS 24.333 [71].
Unused bytes shall be set to 'FF'.

Editor’s note: Size of the UE Identifier needs to be confirmed. Usage of more appropriate leafs for direct communication needs to be evaluated after approval of corresponding change in CT1.
5.9.5
ProSe direct communication related Procedures 

Requirement:
service n°106 is "available" and "Prose services for Public Safety" is enabled in EFAD or the ME received service authorization from the ProSe Function.
Request:
The ME performs the reading procedure with EFPROSE_POLICY.


