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[bookmark: _Toc372295076][bookmark: _Toc372553090]----------------------- Start of Change --------------------------
6.2.3	Application related electrical parameters
The power consumption of a UICC depends upon the operating conditions and the application it is running. The power consumption of the UICC is restricted to the values indicated in tables 6.2a and 6.2b until an application is selected or an alternative interface using optional contacts is activated by the terminal. An application is considered selected when the access condition is successfully verified. If no access condition is required for the application, the application is considered selected when an application related command is executed within the selected application. Selecting the application and performing a STATUS command is not considered to be the execution of an application command for these purposes.
The terminal retrieves the application power consumption requirements by selecting the application. It then gets back the application power consumption indication in the response of the SELECT command. It may as well issue a STATUS command within the application and get this information in the response of the command.
The terminal:
· shall attempt to read EFUMPC,
· if the file is present, then the terminal shall ignore all application power consumption values when returned in the response to the SELECT command or in the response to a STATUS command.
· shall issue a TERMINAL CAPABILITY command to the card that includes the Terminal power supply information.

Table 6.3: Maximum power consumption of the UICC during the UICC session
	Symbol
	Voltage Class
	Maximum
	Unit

	Icc
	A
	60
	mA

	Icc
	B
	50
	mA

	Icc
	C
	3060
	mA

	Icc
	D
	RFU
	mA

	Icc
	E
	RFU
	mA

	NOTE:	All values assume the maximum external clock.



Applications may specify their own maximum power consumption values, up to the maximum specified in table 6.3.
If an application does not indicate its consumption, the terminal shall assume the maximum application power consumption is as specified in table 6.4 or as defined in EFUMPC, if present. 
The minimum power supply that the terminal shall be able to supply to the UICC during application session at maximum clock speed is specified in table 6.4.
Table 6.4: Minimum power supply by the terminal during the UICC session
	Symbol
	Voltage Class
	Minimum
	Unit

	Icc
	A
	10
	mA

	Icc
	B
	10
	mA

	Icc
	C
	10
	mA

	Icc
	D
	RFU
	mA

	Icc
	E
	RFU
	mA

	NOTE:	All values assume the maximum external clock.




----------------------- Next Change --------------------------
[bookmark: _Toc372295136][bookmark: _Toc372553150]7.4.x	Application execution
When a Network Access Application (NAA) is selected on a logical channel, the UICC-Terminal interface should also enable execution of commands for other applications in order to minimize the impacts on service provisioning to the user. Terminals shall set the time-out before terminating a command being processed by the UICC to a value of at least what is specified in table 7.Y.
Table 7.Y: Minimum time-out value for execution of commands
	Case
	Time-out

	The terminal indicates a maximum available power supply in the terminal power supply of TERMINAL CAPABILITY command that is greater than or equal to the UICC Maximum Power Consumption as indicated in EFUMPC.
	20 seconds

	The terminal is not able to supply the UICC Maximum Power Consumption as indicated in EFUMPC.
	T_OP value from EFUMPC

	UICC Maximum Power Consumption (EFUMPC) is not present on the UICC.
	Not specified



Application providers are advised to give appropriate warnings to the user before starting an operation that may impact user experience.

----------------------- Next Change --------------------------
[bookmark: _Toc372295140][bookmark: _Toc372553154]8.1	UICC application structure
An example of organization of applications in the UICC is listed in figure 8.1.


Figure 8.1: Example of an application structure
The present document does not impose any restrictions on the location of applications. All applications are uniquely identified by application identifiers that are obtained from EFDIR. These application identifiers are used to select the application.
EFDIR, EFPL and, EFICCID and EFUMPC are all mandatory and reside directly under the Master File. See clause 13 for details.
DFTELECOM is optional. If present it resides under the MF and use the reserved FID '7F 10'. DFTELECOM contains application independent information.
----------------------- Next Change --------------------------


11.1.19.2.1	Terminal power supply
Terminals  supporting applications requiring more power than the minimum power supply as defined in table 6.4 shall issue the TERMINAL CAPABILITY command with a terminal power supply TLV object during a new card session before the first application selection.
NOTE:	It is recommended that terminals with minimum power supply capabilities also issue the TERMINAL CAPABILITY command with the terminal power supply TLV object before the first application selection.
The terminal power supply is indicated by tag '80' within the constructed TLV object. The first byte indicates the actual used supply voltage class. The coding of this byte is the same as for the supply voltage class indication in the ATR, see table 6.1. Unused bits are set to RFU. The second byte indicates the maximum available power supply in mA for the actual used supply voltage class. 
	Byte(s)
	Description
	Value
	Length

	1
	Tag
	'80'
	1

	2
	Length
	'03'
	1

	3
	Actual used Supply voltage class
	
	1

	4
	Maximum available power supply of the terminal
	'0A' to '3C' 
	1

	5
	Actual used clock frequency
	'0A' to 'FF'
	1



The actual used clock frequency is coded in Hexadecimal format. The resolution is 0,1 MHz, i.e. '0A' is 1 MHz and 'FE' is 25,4 MHz. The value 'FF' indicates that no clock frequency is indicated.
For the Maximum available power supply of the terminal, it is advised that terminal only uses values corresponding to 10 mA, 30 mA and 60 mA.

----------------------- Next Change --------------------------
[bookmark: _Toc372295336][bookmark: _Toc372553350]13.X	EFUMPC (UICC Maximum Power Consumption)
This EF provides the value of the UICC maximum power consumption during the UICC session within the limits of clause 6.2.3 of this specification. In addition, this EF contains the value of the Operator defined time-out for the execution of any commands by the UICC if the terminal is not able to indicate it can supply the UICC maximum power consumption.
Table 13.X: EFUMPC at MF-level
	Identifier: '2FYY'
	Structure: transparent
	Mandatory

	SFI: Mandatory
	

	File size: 5 bytes
	Update activity: low

	Access Conditions:
	READ	ALW
	UPDATE	ADM
	DEACTIVATE	ADM
	ACTIVATE	ADM

	Bytes
	Description
	M/O
	Length

	1
	UICC maximum power consumption
	M
	1 byte

	2
	Operator defined time-out (T_OP)
	M
	1 byte

	3 to 5
	RFU
	M
	3 bytes



UICC maximum power consumption:
Contents:	Maximum power consumption of the UICC during the UICC session within the limits of clause 6.2.3 of this specification.
Coding:	Coded in hexadecimal as below:
-Bit 8:		RFU, shall be set to '0'
-Bit 7-1:	'0A' to '3C'. Maximum power consumption of the UICC in mA.
Operator defined time out (T_OP):
Contents:	Operator defined minimum time-out value the terminal shall set for the execution of any commands by the UICC if the terminal is not able to indicate it can supply the UICC maximum power consumption. The value is expressed in seconds.
Coding:	Coded in hexadecimal between '01' and 'FF'

----------------------- Next Change --------------------------

[bookmark: _Toc372295362][bookmark: _Toc372553376]14.5.1	UICC activation
After activation of the UICC the terminal requests the Preferred Language (EFPL). The terminal shall attempt to read the UICC Maximum Power Consumption file (EFUMPC) and shall send the TERMINAL CAPABILITY command. If the terminal supports CAT, it shall perform the CAT initialization procedure. The terminal then performs an application selection procedure according to clause 14.3.

----------------------- Next Change --------------------------

[bookmark: _Toc372295404][bookmark: _Toc372553418]H.1	List of SFI Values at the MF Level
	File Identifier
	SFI
	Description

	'2FE2'
	'02'
	ICC Identification (EFICCId)

	'2F05'
	'05'
	Preferred Languages (EFPL)

	'2F06'
	'06'
	Access Rules Reference (EFARR)

	'2F00'
	'1E'
	Application Directory (EFDIR)

	2FYY
	'ZZ'
	UICC Maximum Power Consumption (EFUMPC)



All other SFI values are reserved for future use.

----------------------- End of Change --------------------------
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