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* * * First Change * * * *

5.2.1
Send Routing Info for SM procedure

5.2.1.1
General
This procedure shall be used between the SMS-GMSC or the IP-SM-GW and the HSS to retrieve the routing information needed for routing the short message to the serving MSC or MME or SGSN. This procedure is also used between the SMS-GMSC and the SMS Router or the IP-SM-GW, and between the HSS and the SMS Router or the IP-SM-GW in order to enforce routing of the SM delivery via the HPLMN of the receiving MS.

This procedure is applicable to an IP-SM-GW for its SMS Router function when using the S6c interface. 

This procedure is used according to the call flows described in 3GPP TS 23.040 [2] clause 10.

Table 5.2.1.1-1 specifies the involved information elements for the request.

Table 5.2.1.1-2 specifies the involved information elements for the answer.
This procedure is mapped to the commands Send-Routing-Info-for-SM-Request/Answer (SRR/SRA) in the Diameter application specified in subclause 5.3.2.

Table 5.2.1.1-1: Send Routing Info for SM Request
	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	MSISDN


	MSISDN 
	C
	This information element shall be present when the MSISDN exists and shall contain the MSISDN of the user.



	IMSI
	User-Name
(See IETF RFC 3588 [6])
	C
	This information element shall be present when the MSISDN does not exist and shall contain 

- the IMSI of the user in the context of T4 device triggering (see 3GPP TS 23.682 [18];

- or the HSS ID value in the context of MSISDN-less SMS delivery in IMS (see 3GPP TS 23.204 [17]),.

	SMSMI Correlation ID
	SMSMI-Correlation-ID
	C
	This information element indicates by its presence that the request is sent in the context of MSISDN-less SMS delivery in IMS (see 3GPP TS 23.204 [17]).
This information element shall contain the SIP-URI of the (MSISDN-less) destination user. The SIP-URI of the originating user and the HSS-ID shall be absent from this information element.

	Service Centre Address
	SC-Address
	M
	This information element shall contain the Service Centre address.

	SM-RP-MTI
	SM-RP-MTI
	C
	This information element shall contain the RP-Message Type Indicator of the Short Message. It is used to distinguish a SM sent to the mobile station in order to acknowledge an MO-SM initiated by the mobile from a normal MT-SM. This information element is formatted according to the formatting rules of address fields as described in 3GPP TS 23.040 [2].

	SM-RP-SMEA
	SM-RP-SMEA
	C
	This information element shall contain the RP-Originating SME-address of the Short Message Entity that has originated the SM. This information element shall be present if the SMS-GMSC supports receiving of the two numbers from the HSS. Used by the short message service relay sub-layer protocol it shall be  formatted according to the formatting rules of address fields as described in 3GPP TS 23 040 [2].

	SRR Flags
	SRR-Flags
	C
	This Information Element contains a bit mask. See 5.3.3.4 for the meaning of the bits and the condition for each bit to be set or not.

	SM-Delivery Not Intended
	SM-Delivery Not Intended
	O
	This information element, when present, shall indicate that delivery of a short message is not intended. It further indicates whether only IMSI or only MCC+MNC are requested.

This information element may be set by entities that request the service without intending to deliver a short message, and shall be evaluated by the SMS Router and may be evaluated by the HSS.

	Supported Features


	Supported-Features

(See 3GPP TS 29.229 [5])
	O
	If present, this Information Element shall contain the list of features supported by the origin host.


Table 5.2.1.1-2: Send Routing Info for SM Answer
	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Result


	Result-Code / Experimental-Result
	M
	Result of the request.

Result-Code AVP shall be used for errors defined in the Diameter Base Protocol.

Experimental-Result AVP shall be used for S6c errors. This is a grouped AVP which contains the 3GPP Vendor ID in the Vendor-Id AVP, and the error code in the Experimental-Result-Code AVP. This information element shall contain the result of the operation with an indication of the success / errors.

The following errors are applicable in this case:

· Unknown User;

· Service Barred;

· Teleservice Not Provisioned;

· Absent User;

· Facility Not Supported.

	IMSI
	User-Name
(See IETF RFC 3588 [6])
	C
	This information element:

· either shall contain the IMSI of the user.

· or, if enforcement of routing an SM via the HPLMN of the receiving MS or UE is deployed, shall contain an MT Correlation ID instead of an IMSI when the service is used between SMS-GMSC and SMS Router (see 3GPP TS 23.040 [3] for more information).

· or, if the "SM-Delivery Not Intended" Information Element  was present in the request with a value of "only MCC+MNC requested", may contain MCC+MNC+dummy MSIN.

This information element shall be present in a successful answer.
This information element shall be present in an answer from the HSS to the IP-SM-GW, if an Absent User result is returned and the UNRI is not set.

	Serving-Node
	Serving-Node
	C
	If the "SM-Delivery Not Intended" Information Element was not present in the request, this information element shall contain the identity of one serving node on which the user is registered. This identity shall either be:

· the Diameter identity and  the Diameter realm of the MME registered for MT SMS plus the E164 number of the MME for MT SMS;

· or the ISDN number of the MSC; 

· or the Diameter identity and the Diameter realm of the SGSN, if they are available, and the ISDN number of the SGSN,
· or the Diameter identity and the Diameter realm of the IP-SM-GW, if they are available, and the ISDN number of the IP-SM-GW.
If the "SM-Delivery Not Intended" Information Element was present in the request, this information element may be absent.

This information element shall be present in a successful answer.

	LMSI
	LMSI
	C
	The HSS shall include the LMSI in a successful response, if the VLR has used the LMSI and if there is the ISDN number of an MSC in the answer.

	Additional Serving Node
	Additional-Serving-Node
	C
	This information element, when present shall either contain:

· the Diameter identity and the Diameter realm of the MME registered for MT SMS plus the E164 number of the MME for MT SMS.
· or the ISDN number of the MSC 

· or the Diameter identity and the Diameter realm of the SGSN, if they are available, and the ISDN number of the SGSN.

It shall not contain information delivered in the Serving Node information element.

	User Identifier Alert


	User-Identifier
	C
	This information element shall contain the MSISDN stored in the HSS, when available.

	MWD Status
	MWD-Status
	C
	This Information Element is sent when appropriate and shall contain a bit mask. See 5.3.3.8 for the meaning of the bits.

	MME Absent User Diagnostic SM
	MME-Absent-User-Diagnostic-SM
	C
	This information element shall contain the reason of the absence of the user when given by the MME and stored in the HSS

	MSC Absent User Diagnostic SM
	MSC-Absent-User-Diagnostic-SM
	C
	This information element shall contain the reason of the absence of the user when given by the MSC and stored in the HSS

	SGSN Absent User Diagnostic SM
	SGSN-Absent-User-Diagnostic-SM
	C
	This information element shall contain the reason of the absence of the user when given by the SGSN and stored in the HSS

	Supported Features
	Supported-Features

 (See 3GPP TS 29.229 [5])
	O
	If present, this information element shall contain the list of features supported by the origin host.


* * * End of Change * * * *

