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	Reason for change:
	If the UE receives SDP offer including one or more media streams which the UE does not support, it seems to be desirable that terminating session is proceeded without incapable media streams and with other capable media streams as far as possible. For example, the UE supporting voice media but not supporting video media receives SDP offer with video+voice media streams, video media stream should be removed and terminating call with only voice media stream should be proceeded, which seems to have a great merit of usability. However, it is not clearly specified how the terminating UE handles SDP offer with the media streams which the UE does not support. This means that the UE may return reject toward the SDP offer and terminating call may be disconnected, even if there are some media streams which the UE supports in the SDP offer. This seems to be undesirable for the user experience.
On the other hand, it is specified that the terminating UE shall set the ports of media streams to be removed to zero in the UPDATE request if the terminating user decides to accept the session with only subset of media streams in CP-120802 CR4237r1 as follows;

3GPP TS24.229 section 6.1.3: 

--------------------------------------------------------------

If the terminating UE sends an UPDATE request to remove one or more media streams negotiated in the session for which a final response to the INVITE request has not been sent yet, the terminating UE sets the ports of the media streams to be removed from the session to zero in the new SDP offer.
--------------------------------------------------------------
However, this handling can be done only if the terminating UE supports all the media streams set in SDP offer. To cover the case that first SDP offer includes media streams both the terminating UE supports and not, the same handling can be applied. In other word, the UE should set the port of media streams which the terminating UE does not support to zero in the 183 (Session Progress) response to the initial INVITE request, and therefore terminating session can be proceeded with only the media streams which the terminating UE support.
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***** First change *****
6.1.3
Handling of SDP at the terminating UE

Upon receipt of an initial SDP offer in which no precondition information is available, the terminating UE shall in the SDP answer:

-
if, prior to sending the SDP answer the desired QoS resources have been reserved at the terminating UE, set the related media streams in the SDP answer to:

-
active mode, if the offered media streams were not listed as inactive; or

-
inactive mode, if the offered media streams were listed as inactive.
If the terminating UE had previously set one or more media streams to inactive mode and the QoS resources for those media streams are now ready, the UE shall set the media streams to active mode by applying the procedures described in RFC 4566 [39] with respect to setting the direction of media streams.

Upon sending a SDP answer to an SDP offer (which included one or more media lines which was offered with several codecs) the terminating UE shall select exactly one codec per media line and indicate only the selected codec for the related media stream. In addition, the UE may indicate support of the in-band DTMF codec, as described in subclause 6.1.1.
Upon sending a SDP answer to an SDP offer, with the SDP answer including one or more media streams for which the originating side did indicate its local preconditions as not met, if the precondition mechanism is supported by the terminating UE, the terminating UE shall indicate its local preconditions and request the confirmation for the result of the resource reservation at the originating end point.
NOTE 1: 
If the terminating UE does not support the precondition mechanism it will ignore any precondition information received from the originating UE.

Upon receiving an initial INVITE request, that includes the SDP offer containing an IP address type (in the "c=" parameter) that is not supported by the UE, the UE shall respond with the 488 (Not Acceptable Here) response with 301 Warning header field indicating "incompatible network address format".

NOTE 2:
Upon receiving an initial INVITE request that does not include an SDP offer, the UE can accept the request and include an SDP offer in the first reliable response. The SDP offer will reflect the called user's terminal capabilities and user preferences for the session.
If the UE receives an SDP offer that specifies different IP address type for media (i.e. specify it in the "c=" parameter of the SDP offer) that the UE is using for signalling, and if the UE supports both IPv4 and IPv6 addresses simultaneously, the UE shall accept the received SDP offer. Subsequently, the UE shall either acquire an IP address type or use an existing IP address type as specified in the SDP offer, and include it in the "c=" parameter in the SDP answer.

NOTE 3:
Upon receiving an initial INVITE request, that includes an SDP offer containing connection addresses (in the "c=" parameter) equal to zero, the UE will select the media streams that is willing to accept for the session, reserve the QoS resources for accepted media streams, and include its valid connection address in the SDP answer.
If the UE supports the end-to-access-edge media security using SDES, upon receiving an SDP offer containing an RTP based media:

-
transported using the SRTP transport protocol as defined in RFC 3711 [169];
-
with an SDP crypto attribute as defined in RFC 4568 [168]; and

-
with the SDP "a=3ge2ae:applied" attribute;
and if the UE accepts the RTP based media, then the UE shall generate the SDP answer with the related RTP based media:

-
transported using the SRTP transport protocol according to RFC 3711 [169] and the profile defined in 3GPP TS 33.328 [19C]; and
-
including an SDP crypto attribute according to RFC 4568 [168] and the profile defined in 3GPP TS 33.328 [19C].

If the UE supports the end-to-access-edge media security for MSRP using TLS and certificate fingerprints, upon receiving an SDP offer containing an MSRP based media:

-
transported using the MSRP over TLS transport protocol as defined in RFC 4975 [178] and RFC 6714 [214];

-
with the SDP fingerprint attribute as defined in RFC 4572 [216]; and

-
with the SDP "a=3ge2ae:applied" attribute;

and if the UE accepts the MSRP based media, then the UE shall generate the SDP answer with the related MSRP based media:

-
transported using the MSRP over TLS transport protocol according to RFC 4975 [178], RFC 6714 [214] and the profile defined in 3GPP TS 33.328 [19C]; and

-
including the SDP fingerprint attribute according to RFC 4572 [216] and the profile defined in 3GPP TS 33.328 [19C].

NOTE 4:
TLS client role and TLS server role are determined according to RFC 6135 [215] (referenced by RFC 6714 [214]). If the SDP answer contains the SDP setup attribute with "active" attribute value, the answerer performs the TLS client role. If the SDP answer contains the SDP setup attribute with "passive" attribute value, the offerer performs the TLS client role.

If the UE supports the end-to-access-edge media security for BFCP using TLS and certificate fingerprints, upon receiving an SDP offer containing an BFCP based media:

-
transported using the BFCP over TLS transport protocol as defined in RFC 4583 [108];

-
with the SDP fingerprint attribute as defined in RFC 4572 [216]; and

-
with the SDP "a=3ge2ae:applied" attribute;

and if the UE accepts the BFCP based media, then the UE shall generate the SDP answer with the related BFCP based media:

-
transported using the BFCP over TLS transport protocol according to RFC 4583 [108] and the profile defined in 3GPP TS 33.328 [19C]; and

-
including the SDP fingerprint attribute according to RFC 4572 [216] and the profile defined in 3GPP TS 33.328 [19C].

Unless a new TLS session is negotiated, subsequent SDP offers and answers shall not impact the previously negotiated TLS roles.

NOTE 5: 
RFC 4583 [108] specifies that the SDP answerer will act as the TLS server but leaves the impact of SDP renegotiation on TLS unspecified.

If the UE supports the end-to-access-edge media security for UDPTL using DTLS and certificate fingerprints, upon receiving an SDP offer containing an UDPTL based media:

-
transported using the UDPTL over DTLS transport protocol as defined in draft-ietf-mmusic-udptl-dtls [217];

-
with the SDP fingerprint attribute as defined in RFC 4572 [216]; and

-
with the SDP "a=3ge2ae:applied" attribute;

and if the UE accepts the UDPTL based media, then the UE shall generate the SDP answer with the related UDPTL based media:

-
transported using the UDPTL over DTLS transport protocol according to draft-ietf-mmusic-udptl-dtls [217] and the profile defined in 3GPP TS 33.328 [19C]; and

-
including the SDP fingerprint attribute according to RFC 4572 [216] and the profile defined in 3GPP TS 33.328 [19C].

Upon receiving an SDP offer containing an MSRP based media:

-
transported using the MSRP over TLS transport protocol as defined in RFC 4975 [178] and RFC 6714 [214]; and

-
with the SDP key-mgmt attribute according to RFC 4567 [167] and the profile defined in 3GPP TS 33.328 [19C]; 

and if the UE accepts the MSRP based media, the UE shall:

1)
generate the SDP answer with the related MSRP based media:

a)
transported using the MSRP over TLS transport protocol according to RFC 4975 [178], RFC 6714 [214] and the profile defined in 3GPP TS 33.328 [19C]; and

b)
include the SDP key-mgmt attribute according to RFC 4567 [167] and the profile defined in 3GPP TS 33.328 [19C]; and

NOTE 6:
SDP fingerprint attribute is not included.

2)
indicate the pre-shared key ciphersuites according to RFC 4279 [218] and the profile defined in 3GPP TS 33.328 [19C] in TLS handshake of TLS connection transporting the MSRP based media.

If the terminating UE uses the precondition mechanism (see subclause 5.1.4.1), if the desired QoS resources for one or more media streams have not been reserved at the terminating UE when constructing the SDP offer, the terminating UE shall indicate the related local preconditions for QoS as not met, using the segmented status type, as defined in RFC 3312 [30] and RFC 4032 [64], as well as the strength-tag value "mandatory" for the local segment and the strength-tag value either "optional" or as specified in RFC 3312 [30] and RFC 4032 [64] for the remote segment.

NOTE 7:
It is out of scope of this specification which media streams are to be included in the SDP offer.

If the terminating UE uses the precondition mechanism (see subclause 5.1.4.1) and if the desired QoS resources for one or more media streams are available at the terminating UE when the SDP offer is sent, the UE shall indicate the related local preconditions as met, using the segmented status type, as defined in RFC 3312 [30] and RFC 4032 [64], as well as the strength-tag value "mandatory" for the local segment and the strength-tag value either "optional" or as specified in RFC 3312 [30] and RFC 4032 [64] for the remote segment.

If the terminating UE sends an UPDATE request to remove one or more media streams negotiated in the session for which a final response to the INVITE request has not been sent yet, the terminating UE sets the ports of the media streams to be removed from the session to zero in the new SDP offer.
NOTE 8:
Upon receiving an initial INVITE request with one or more media streams which the terminating UE supports and one or more media streams which the UE does not support, the UE is not expected to reject the INVITE request just because of the presence of the unsupported media stream.

***** End of change *****
