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***** First change *****
6.2.2.6.1
Abnormal cases in the UE
The following abnormal cases can be identified:

a)
Indication from the transport layer of transmission failure of DISCOVERY_REQUEST message (e.g. after TCP retransmission timeout)


The UE shall close the existing secure connection to the ProSe Function, establish a new secure connection and then restart the announce request procedure.
b)
No response from the ProSe Function after the DISCOVERY_REQUEST message has been successfully delivered (e.g. TCP ACK has been received for the DISCOVERY_REQUEST message)


The UE shall retransmit the DISCOVERY_REQUEST message.
NOTE:
The timer to trigger retransmission and the maximum number of allowed retransmissions are UE implementation specific.

c)
Indication from upper layers that the request to announce the ProSe Application ID is no longer in place after sending the DISCOVERY_REQUEST message, but before the announce request procedure is completed


The UE shall acknowledge the DISCOVERY_RESPONSE message received from the ProSe Function but discard its contents and then abort the procedure.
d)
Change of PLMN


If a PLMN change occurs before the announce request procedure is completed, the procedure shall be aborted. If the UE is authorized to announce in the new PLMN, the procedure shall be restarted once the UE is registered on the new PLMN.
***** Next change *****
6.2.3.6.1
Abnormal cases in the UE

The following abnormal cases can be identified:
a)
Indication from the transport layer of transmission failure of DISCOVERY_REQUEST message (e.g. after TCP retransmission timeout)

The UE shall close the existing secure connection to the ProSe Function, establish a new secure connection and then restart the monitor request procedure.
b)
No response from the ProSe Function after the DISCOVERY_REQUEST message has been successfully delivered (e.g. TCP ACK has been received for the DISCOVERY_REQUEST message)


The UE shall retransmit the DISCOVERY_REQUEST message.
NOTE:
The timer to trigger retransmission and the maximum number of allowed retransmissions are UE implementation specific.


c)
Indication from upper layers that the request to monitor the ProSe Application ID is no longer in place after sending the DISCOVERY_REQUEST message, but before the monitor request procedure is completed


The UE shall acknowledge the DISCOVERY_RESPONSE message received from the ProSe Function but discard its contents and then abort the procedure.
d)
Change of PLMN


If a PLMN change occurs before the monitor request procedure is completed, the procedure shall be aborted. If the UE is authorized to monitor in the new PLMN, the procedures shall be restarted once the UE is registered on the new PLMN.
***** Next change *****
6.2.4.6.1
Abnormal cases in the UE

The following abnormal cases can be identified:
a)
Indication from the transport layer of transmission failure of MATCH_REPORT message (e.g. after TCP retransmission timeout)

The UE shall close the existing secure connection to the ProSe Function, establish a new secure connection and then restart the match report procedure.
b)
No response from the ProSe Function after the MATCH_REPORT message has been successfully delivered (e.g. TCP ACK has been received for the MATCH_REPORT message)


If the TTL timer T4002 associated with the Discovery Filter which resulted in a match event has not expired, the UE shall retransmit the MATCH_REPORT message.
NOTE:
The timer to trigger retransmission and the maximum number of allowed retransmissions are UE implementation specific.


c)
Change of PLMN


If a PLMN change occurs before the match report procedure is completed, the procedure shall be aborted.
***** End of changes *****
