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	Reason for change:
	In the TS23.402 subclause 4.8.6.3, there is the following description.
“-
When the UE is roaming and applies IARP rules from HPLMN and/or ISRP rules from HPLMN, the UE shall ignore the RAN validity conditions that may be present in these rules, i.e. the UE shall consider these RAN validity conditions as true.”
Based on the above description, in roaming case, the RAN validity conditions from HANDSF can be ignored by UE even though it may be present in these rules, and this is not defined by the current TS24.312.
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	Add the roaming case when evaluating the RANValidityCondition node.
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***** Next change *****
5.7.21B1
ANDSF/ISRP/<X>/ForFlowBased/<X>/RoutingCriteria/<X>/
RANValidityCondition
The RANValidityCondition node acts as a placeholder for RAN validity condition for a particular flow distribution rule.

-
Occurrence: ZeroOrOne

-
Format: node

-
Access Types: Get, Replace
-
Values: N/A
When evaluating the RANValidityCondition node, the following applies:

-
if both the OPI node and ThresholdCondition node are evaluated to be matching, the UE shall consider this RANValidCondition node as matching; 
-
if the rule is provided by the H-ANDSF, and the UE is roaming in the VPLMN, the UE shall consider this RANValidCondition node as matching;
-
otherwise the UE shall consider this RANValidCondition node as not matching.
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