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*****Start of Change***** 
3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ANDSF
Access Network Discovery and Selection Function
CPICH
Common Pilot Channel
DDF
Device Description Framework

DIDA
Data IDentification in ANDSF
DM
Device Management
DS
Differenciated Services
E-UTRA
Enhanced Universal Terrestrial Radio Access

FDD
Frequency Division Duplex

FQDN
Fully Qualified Domain Name
GERAN
GSM Edge Radio Access Network
IARP
Inter-APN Routing Policy
IFOM
IP Flow Mobility 
ISMP
Inter-System Mobility Policy
ISRP
Inter-System Routing Policy

MAPCON
Multi Access PDN Connectivity
MO
Management Object

OMA
Open Mobile Alliance
OPI
Offload Preference Indicator
OS
Operating System
OSAppId
Operating System specific Application Identifier

OSId
Operating System Identifier
P-CCPCH
Primary Common Control Physical Channel
PSPL
Preferred Service Providers List
RSCP
Receive Signal Code Power
RSRP
Reference Signal Received Power
RSRQ
Reference Signal Received Quality
RSSI
Receive Signal Strength Indicator
ToS
Type of Service
TDD
Time Division Duplex

UE
User Equipment
UTRA
Universal Terrestrial Radio Access

UUID
Universally Unique IDentifier
WLANSP
WLAN Selection Policy
WNDS
WiMAX Network Discovery and Selection

*****End of Change***** 
