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5.2.1.1
General

This procedure is used between the GMLC and the HSS.  The procedure is invoked by the GMLC and is used:

-
To retrieve routing information for LCS for a specified user from the HSS.

This procedure is mapped to the commands LCS-Routing-Info-Request/Answer in the Diameter application specified in chapter 6. Tables 5.2.1.1/1 and 5.2.1.1/2 detail the involved information elements.

Table 5.2.1.1/1: Send Routing Information for LCS (SLh-LCS-SRI)

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	IMSI
	User-Name
	C
	This information element shall contain the IMSI of the targeted user. This IE shall be present if the MSISDN is absent.

	MSISDN
	MSISDN
	C
	This information element shall contain the MSISDN of the targeted user. This IE shall be present if the IMSI is absent.

	GMLC Number
	GMLC-Number
	O
	This information element shall contain the ISDN (E.164) number of the requesting GMLC.

	Supported Features
(See 3GPP TS 29.229 [8])
	Supported-Features
	O
	If present, this information element shall contain the list of features supported by the origin host.


Table 5.2.1.1/2: Send Routing Information for LCS (SLh-LCS-SRI) Resp

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Result

(See 5.3.5)
	Result-Code / Experimental-Result
	M
	Result of the request.

Result-Code AVP shall be used for errors defined in the Diameter Base Protocol.

Experimental-Result AVP shall be used for SLh errors. This is a grouped AVP which contains the 3GPP Vendor ID in the Vendor-Id AVP, and the error code in the Experimental-Result-Code AVP.

	IMSI
	User-Name
	C
	This information element shall contain the IMSI of the targeted user. This IE shall be present if Result-Code is DIAMETER_SUCCESS and the MSISDN is absent.

	MSISDN
	MSISDN
	C
	This information element shall contain the MSISDN of the targeted user. This IE shall be present if Result-Code is DIAMETER_SUCCESS and the IMSI is absent.

	LMSI
	LMSI
	C
	This information element shall contain the LMSI allocated by the VLR. This IE should be present if Result-Code is DIAMETER_SUCCESS and LMSI is available in the HSS and MSC-Number is included in the Serving-Node AVP or in an Additional-Serving-Node AVP.

	Serving Node
	Serving-Node
	C
	This information element shall contain the information about the network node serving the targeted user i.e. the name/number of the serving node (MME, SGSN, 3GPP AAA server or MSC/MSC server), the LCS capabilities sets supported by the serving node and the IP address of the visited GMLC associated with the serving node. This IE shall be present if the Result- Code is DIAMETER_SUCCESS; otherwise it shall be absent.

	Additional Serving Node
	Additional-Serving-Node
	C
	This information element shall contain the information about another network node serving the targeted user. This IE may be present if Result- Code is DIAMETER_SUCCESS; otherwise it shall be absent. There may be multiple instances of this IE in the response provided by the HSS.

	Home GMLC Address
	GMLC-Address
	C
	This information element shall contain the IP address of the H-GMLC. This IE should be present ifthe Result-Code is DIAMETER_SUCCESS; otherwise it shall be absent.

	PPR Address
	PPR-Address
	C
	This information element shall contain the IP address of the Privacy Profile Register (PPR). This IE should be present if available in the HSS and the Result-Code is DIAMETER_SUCCESS; otherwise it shall be absent.

	RIA Flags
	RIA-Flags
	O
	This Information Element contains a bit mask. See 6.4.15 for the meaning of the bits.

	Supported Features
(See 3GPP TS 29.229 [8])
	Supported-Features
	O
	If present, this information element shall contain the list of features supported by the origin host.


