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	Other comments:
	


* * * First Change * * * 

4.5.4.4
Provisioning of Access Network Charging Identifier

When the Access-Network-Charging-Identifier-Gx AVP is unknown to the PCRF, the PCRF may request the PCEF to provide the Access-Network-Charging-Identifier-Gx AVP associated to dynamic PCC rules. To do so, the PCRF shall provide the Event-Trigger AVP with the value CHARGING_CORRELATION_EXCHANGE (28) if the event trigger is not previously set and the Charging-Correlation-Indicator AVP indicating CHARGING_IDENTIFIER_REQUIRED within the Charging-Rule-Install AVP.

The PCRF shall interpret that the Access-Network-Charging-Identifier-Gx AVP is known as follows:

· For case 1 and case 2b, when the Access-Network-Charging-Identifier-Gx AVP is received and includes the IP-CAN-Session-Charging-Scope AVP.
·  For case 2a when the Access-Network-Charging-Identifier-Gx AVP is received
* * *Third Change * * * 

5.3
Gx specific AVPs

Table 5.3.1 describes the Diameter AVPs defined for the Gx reference point, their AVP Code values, types, possible flag values, whether or not the AVP may be encrypted, what access types (e.g. 3GPP-GPRS, etc.) the AVP is applicable to, the applicability of the AVPs to charging control, policy control or both, and which supported features the AVP is applicable to. The Vendor-Id header of all AVPs defined in the present document shall be set to 3GPP (10415).

Table 5.3.1: Gx specific Diameter AVPs 

	
	
	
	
	AVP Flag rules
(NOTE 1)
	
	
	

	Attribute Name
	AVP Code
	Clause defined
	Value Type (NOTE 2)
	Must
	May
	Should not
	Must not
	May Encr.
	Acc. Type
	Applicability (notes 3, 9)

	Access-Network-Charging-Identifier-Gx
	1022
	5.3.22
	Grouped
	M,V
	P
	
	
	Y
	All
	CC

	Allocation-Retention-Priority
	1034
	5.3.32
	Grouped
	V
	P
	
	M
	Y
	All
	Both
Rel8

	AN-GW-Address
	1050
	5.3.49
	Address
	V
	P
	
	M
	Y
	All
	Both

Rel8
EPC-routed

	AN-GW-Status
	2811
	5.3.100
	Enumerated
	V
	P
	
	M
	Y
	3GPP-EPS
	Both

SGW-Rest

	APN-Aggregate-Max-Bitrate-DL
	1040
	5.3.39
	Unsigned32
	V
	P
	
	M
	Y
	All


	PC

Rel8

	APN-Aggregate-Max-Bitrate-UL
	1041
	5.3.40
	Unsigned32
	V
	P
	
	M
	Y
	All


	PC

Rel8

	Application-Detection-Information
	1098
	5.3.91
	Grouped
	V
	P
	
	M
	Y
	All
	ADC

	Bearer-Control-Mode
	1023
	5.3.23
	Enumerated
	M,V
	P
	
	
	Y
	3GPP-GPRS

3GPP-EPS

3GPP2 

Non-3GPP-EPS

(NOTE 6)
	PC

	Bearer-Identifier
	1020
	5.3.20
	OctetString
	M,V
	P
	
	
	Y
	3GPP-GPRS
	Both

	Bearer-Operation
	1021
	5.3.21
	Enumerated
	M,V
	P
	
	
	Y
	3GPP-GPRS
	Both

	Bearer-Usage
	1000
	5.3.1
	Enumerated
	M,V
	P
	
	
	Y
	3GPP-GPRS

3GPP-EPS
	Both

	Charging-Correlation-Indicator
	1073
	5.3.67
	Enumerated
	V
	P
	
	M
	Y
	All
	CC
Rel8

	Charging-Rule-Base-Name
	1004
	5.3.5
	UTF8String
	M,V
	P
	
	
	Y
	All
	Both

	Charging-Rule-Definition
	1003
	5.3.4
	Grouped
	M,V
	P
	
	
	Y
	All
	Both

	Charging-Rule-Install
	1001
	5.3.2
	Grouped
	M,V
	P
	
	
	Y
	All
	Both

	Charging-Rule-Name
	1005
	5.3.6
	OctetString
	M,V
	P
	
	
	Y
	All
	Both

	Charging-Rule-Remove
	1002
	5.3.3
	Grouped
	M,V
	P
	
	
	Y
	All
	Both

	Charging-Rule-Report
	1018
	5.3.18
	Grouped
	M,V
	P
	
	
	Y
	All
	Both

	CoA-Information
	1039
	5.3.37
	Grouped
	V
	P
	
	M
	Y
	All
(NOTE 8)
	Both
Rel8

	CoA-IP-Address
	1035
	5.3.33
	Address
	V
	P
	
	M
	Y
	All
(NOTE 8)
	Both
Rel8

	Conditional-APN-Aggregate-Max-Bitrate
	2818
	5.3.105
	Grouped
	V
	P
	
	M
	Y
	All

(NOTE 5)
	PC

ConditionalAPNPolicyInfo

	Credit-Management-Status
	1082
	5.3.102
	Unsigned32
	V
	P
	
	M
	Y
	All
	ABC

	CSG-Information-Reporting
	1071
	5.3.64
	Enumerated
	V
	P
	
	M
	Y
	3GPP-GPRS

3GPP-EPS
	CC

Rel9

	Default-EPS-Bearer-QoS
	1049
	5.3.48
	Grouped
	V
	P
	
	M
	Y
	All

(NOTE 5)
	PC

Rel8

	Default-QoS-Information
	2816
	5.3.103
	Grouped
	V
	P
	
	M
	Y
	FBA
	PC

FBAC

	Default-QoS-Name
	2817
	5.3.104
	UTF8String
	V
	P
	
	M
	Y
	FBA
	PC

FBAC

	Event-Report-Indication
	1033
	5.3.30
	Grouped
	V
	P
	
	M
	Y
	All
	Both

Rel8

	Event-Trigger
	1006
	5.3.7
	Enumerated
	M,V
	P
	
	
	Y
	All
	Both

	Flow-Direction
	1080
	5.3.65
	Enumerated
	V
	P
	
	M
	Y
	All
	Both

Rel9

	Flow-Information
	1058
	5.3.53
	Grouped
	V
	P
	
	M
	Y
	All
	Both

	Flow-Label
	1057
	5.3.52
	OctetString
	V
	P
	
	M
	Y
	All
	Both

	
	
	
	
	
	
	
	
	
	
	

	Fixed-User-Location-Info
	2825
	5.3.112
	Grouped
	V
	P
	
	M
	Y
	FBA
	Both

FBAC

	Guaranteed-Bitrate-DL
	1025
	5.3.25
	Unsigned32
	M,V
	P
	
	
	Y
	All
	PC

	Guaranteed-Bitrate-UL
	1026
	5.3.26
	Unsigned32
	M,V
	P
	
	
	Y
	All
	PC

	HeNB-Local-IP-Address
	2804
	5.3.95
	Address
	V
	P
	
	M
	Y
	3GPP-EPS
	PC
EPC-routed

	IP-CAN-Session-Charging-Scope
	xxxx
	5.3.xx
	Unsigned32
	V
	P
	
	M
	Y
	All
	CC



	IP-CAN-Type
	1027
	5.3.27
	Enumerated
	M,V
	P
	
	
	Y
	All
	Both

	Metering-Method
	1007
	5.3.8
	Enumerated
	M,V
	P
	
	
	Y
	All
	CC

	Monitoring-Key
	1066
	5.3.59
	OctetString
	V
	P
	
	M
	Y
	All
	Both

Rel9

	Mute-Notification
	2809
	5.3.98
	Enumerated
	V
	P
	
	M
	Y
	All
	ADC

	Monitoring-Time
	2810
	5.3.99
	Time
	V
	P
	
	M
	Y
	All
	Both

UMCH

	NetLoc-Access-Support
	2824
	5.3.111
	Unsigned32
	V
	P
	
	M
	Y
	All
	NetLoc

	Network-Request-Support
	1024
	5.3.24
	Enumerated
	M,V
	P
	
	
	Y
	3GPP-GPRS

3GPP-EPS

3GPP2 Non-3GPP-EPS (NOTE 6)
	PC

	Offline
	1008
	5.3.9
	Enumerated
	M,V
	P
	
	
	Y
	All
	CC

	Online
	1009
	5.3.10
	Enumerated
	M,V
	P
	
	
	Y
	All
	CC

	Packet-Filter-Content
	1059
	5.3.54
	IPFilterRule
	V
	P
	
	M
	Y
	All

(NOTE 5)
	Both

Rel8

	Packet-Filter-Identifier
	1060
	5.3.55
	OctetString
	V
	P
	
	M
	Y
	All

(NOTE 5)
	Both

Rel8

	Packet-Filter-Information
	1061
	5.3.56
	Grouped
	V
	P
	
	M
	Y
	All

(NOTE 5) 
	Both

Rel8

	Packet-Filter-Operation
	1062
	5.3.57
	Enumerated
	V
	P
	
	M
	Y
	All

(NOTE 5)
	Both

Rel8

	Packet-Filter-Usage
	1072
	5.3.66
	Enumerated
	V
	P
	
	M
	Y
	All
	Both

Rel9

	PCC-Rule-Status
	1019
	5.3.19
	Enumerated
	M,V
	P
	
	
	Y
	All
	Both

	PDN-Connection-ID
	1065
	5.3.58
	OctetString
	V
	P
	
	
	Y
	All

(NOTE 7)
	Both

Rel9

	Precedence
	1010
	5.3.11
	Unsigned32
	M,V
	P
	
	
	Y
	All
	Both

	Pre-emption-Capability
	1047
	5.3.46
	Enumerated
	V
	P
	
	M
	Y
	3GPP- EPS, 3GPP-GPRS
	Both
Rel8

	Pre-emption-Vulnerability
	1048
	5.3.47
	Enumerated
	V
	P
	
	M
	Y
	3GPP- EPS, 3GPP-GPRS
	Both

Rel8

	Presence-Reporting-Area-Elements-List
	2820
	5.3.107
	OctetString
	V
	P
	
	M
	Y
	3GPP-EPS
	Both

CNO-ULI

	Presence-Reporting-Area-Identifier
	2821
	5.3.108
	OctetString
	V
	P
	
	M
	Y
	3GPP-EPS
	Both

CNO-ULI

	Presence-Reporting-Area-Information
	2822
	5.3.109
	Grouped
	V
	P
	
	M
	Y
	3GPP-EPS
	Both

CNO-ULI

	Presence-Reporting-Area-Status
	2823
	5.3.110
	Unsigned32
	V
	P
	
	M
	Y
	3GPP-EPS
	Both

CNO-ULI

	Priority-Level
	1046
	5.3.45
	Unsigned32
	V
	P
	
	M
	Y
	All
	Both

Rel8

	PS-to-CS-Session-Continuity
	1099
	5.3.84
	Enumerated
	V
	P
	
	
	Y
	3GPP-EPS
	Both

vSRVCC

	QoS-Class-Identifier
	1028
	5.3.17
	Enumerated
	M,V
	P
	
	
	Y
	All (Note 10)
	Both

	QoS-Information
	1016
	5.3.16
	Grouped
	M.V
	P
	
	
	Y
	All
	Both

	QoS-Negotiation 
	1029
	5.3.28
	Enumerated
	M,V
	P
	
	
	Y
	3GPP-GPRS

	PC

	QoS-Upgrade
	1030
	5.3.29
	Enumerated
	M.V
	P
	
	
	Y
	3GPP-GPRS
	PC

	RAN-NAS-Release-Cause
	2819
	5.3.106
	OctetString
	V
	P
	
	M
	Y
	3GPP-EPS
	Both

NetLoc-RAN-NAS-Cause

	RAT-Type
	1032
	5.3.31
	Enumerated
	V
	P
	
	M
	Y
	All

(NOTE 4)
	Both
Rel8

	Redirect-Information
	1085
	5.3.82
	Grouped
	V
	P
	
	M
	Y
	All
	ADC

	Redirect-Support
	1086
	5.3.83
	Enumerated
	V
	P
	
	M
	Y
	All
	ADC

	Reporting-Level
	1011
	5.3.12
	Enumerated
	M,V
	P
	
	
	Y
	All
	CC

	Resource-Allocation-Notification
	1063
	5.3.50
	Enumerated
	V
	P
	
	M
	Y
	All
	Both

Rel8

	Revalidation-Time
	1042
	5.3.41
	Time
	M,V
	P
	
	
	Y
	All
	Both

	Routing-Filter
	1078
	5.3.72
	Grouped
	V
	P
	
	M
	Y
	3GPP-EPS, Non-3GPP-EPS 
	Both

IFOM

	Routing-IP-Address
	1079
	5.3.73
	Address
	V
	P
	
	M
	Y
	3GPP-EPS, Non-3GPP-EPS 
	Both

IFOM

	Routing-Rule-Definition
	1076
	5.3.70
	Grouped
	V
	P
	
	M
	Y
	3GPP-EPS, Non-3GPP-EPS 
	Both

IFOM

	Routing-Rule-Identifier
	1077
	5.3.71
	OctetString
	V
	P
	
	M
	Y
	3GPP-EPS, Non-3GPP-EPS 
	Both

IFOM

	Routing-Rule-Install
	1081 
	5.3.68
	Grouped
	V
	P
	
	M
	Y
	3GPP-EPS, Non-3GPP-EPS 
	Both

IFOM

	Routing-Rule-Remove
	1075
	5.3.69
	Grouped
	V
	P
	
	M
	Y
	3GPP-EPS, Non-3GPP-EPS 
	Both

IFOM

	Rule-Activation-Time
	1043
	5.3.42
	Time
	M,V
	P
	
	
	Y
	All
	Both

	Rule-Deactivation-Time
	1044
	5.3.43
	Time
	M,V
	P
	
	
	Y
	All
	Both

	Rule-Failure-Code
	1031
	5.3.38
	Enumerated
	M.V
	P
	
	
	Y
	All
	Both

	Security-Parameter-Index
	1056
	5.3.51
	OctetString
	V
	P
	
	M
	Y
	All
	Both

	Session-Release-Cause
	1045
	5.3.44
	Enumerated
	M,V
	P
	
	
	Y
	All
	Both

	TDF-Information
	1087
	5.3.78
	Grouped
	V
	P
	
	M
	Y
	All


	PC

	TDF-Application-Identifier
	1088
	5.3.77
	OctetString
	V
	P
	
	M
	Y
	All


	PC
ADC

	TDF-Application-Instance-Identifier
	2802
	5.3.92
	OctetString
	V
	P
	
	M
	Y
	All


	ADC

	TDF-Destination-Host
	1089
	5.3.80
	DiameterIdentity
	V
	P
	
	M
	Y
	All


	PC

	TDF-Destination-Realm
	1090
	5.3.79
	DiameterIdentity
	V
	P
	
	M
	Y
	All


	PC

	TDF-IP-Address
	1091
	5.3.81
	Address
	V
	P
	
	M
	Y
	All


	PC

	TFT-Filter
	1012
	5.3.13
	IPFilterRule
	M,V
	P
	
	
	Y
	3GPP-GPRS
	Both

	TFT-Packet-Filter-Information
	1013
	5.3.14
	Grouped
	M,V
	P
	
	
	Y
	3GPP-GPRS
	Both

	ToS-Traffic-Class
	1014
	5.3.15
	OctetString
	M,V
	P
	
	
	Y
	All
	Both

	Tunnel-Header-Filter
	1036
	5.3.34
	IPFilterRule
	V
	P
	
	M
	Y
	All
(NOTE 8)
	Both
Rel8

	Tunnel-Header-Length
	1037
	5.3.35
	Unsigned32
	V
	P
	
	M
	Y
	All
(NOTE 8)
	Both
Rel8

	Tunnel-Information
	1038
	5.3.36
	Grouped
	V
	P
	
	M
	Y
	All
(NOTE 8)
	Both
Rel8

	UDP-Source-Port
	2806
	5.3.97
	Unsigned32
	V
	P
	
	M
	Y
	3GPP-EPS

Non-3GPP-EPS
	PC
EPC-routed

	UE-Local-IP-Address
	2805
	5.3.96
	Address
	V
	P
	
	M
	Y
	Non-3GPP-EPS
	PC
BBAI

	Usage-Monitoring-Information
	1067
	5.3.60
	Grouped
	V
	P
	
	M
	Y
	All
	Both

Rel9

	Usage-Monitoring-Level
	1068
	5.3.61
	Enumarated
	V
	P
	
	M
	Y
	All
	Both

Rel9

	Usage-Monitoring-Report
	1069
	5.3.62
	Enumerated
	V
	P
	
	M
	Y
	All
	Both

Rel9

	Usage-Monitoring-Support
	1070
	5.3.63
	Enumerated
	V
	P
	
	M
	Y
	All
	Both

Rel9

	User-Location-Info-Time
	2812
	5.3.101
	Time
	V
	P
	
	M
	Y
	3GPP-GPRS.

3GPP-EPS
	CC
NetLoc

	PCSCF-Restoration-Indication
	2826
	5.3.113
	Unsigned32
	V
	P
	
	M
	Y
	All
	Both

PCSCF-Restoration-Enhancement

	NOTE 1:
The AVP header bit denoted as ‘M’, indicates whether support of the AVP is required. The AVP header bit denoted as ‘V’, indicates whether the optional Vendor-ID field is present in the AVP header. For further details, see RFC 3588 [5].
NOTE 2:
The value types are defined in RFC 3588 [5].

NOTE 3:
AVPs marked with “CC” are applicable to charging control, AVPs marked with “PC” are applicable to policy control and AVPs marked with “Both” are applicable to both charging control and policy control. AVPs marked with “ADC” are applicable to application detection and control. AVPs marked with “ABC” are applicable to application based charging.
NOTE 4:
RAT-Type AVP applies to 3GPP, Non-3GPP-EPS, and 3GPP2 access types.
NOTE 5:
This AVP does not apply to 3GPP-GPRS access type.

NOTE 6:
The 3GPP2 usage is defined in 3GPP2 X.S0062 [30]. Non-3GPP-EPS usage applies to GTP based S2b,
NOTE 7:
This AVP only applies to case 2b as defined in 3GPP TS 29.213 [8].

NOTE 8:
This AVP only applies to case 2a as defined in 3GPP TS 29.213 [8].
NOTE 9:
AVPs marked with a supported feature (e.g. “Rel8”, “Rel9”, “IFOM” or “EPC-routed”) are applicable as described in subclause 5.4.1.
NOTE 10:
The MissionCriticalQCIs supported feature indicates support for the Mission Critical QCI values 66, 67, 69 and 70 within the QoS-Class-Identifier AVP defined in subclause 5.3.17.


* * *Fourth Change * * * 
5.3.22
Access-Network-Charging-Identifier-Gx AVP (All access types)

The Access-Network-Charging-Identifier-Gx AVP (AVP code 1022) is of type Grouped. It contains a charging identifier (e.g. GCID) within the Access-Network-Charging-Identifier-Value AVP and, when applicable, the related PCC rule name(s) within the Charging-Rule-Name AVP(s) and/or within the Charging-Rule-Base-Name AVP(s). If the charging identifier applies to the entire IP CAN session, no Charging-Rule-Name AVPs or Charging-Rule-Base-Name AVPs need to be provided. Otherwise, all the Charging-Rule-Name AVPs or Charging-Rule-Base-Name AVPs corresponding to PCC rules associated to the provided Access-Network-Charging-Identifier-Value shall be included.
NOTE x: During the IP-CAN Session Establishment no Charging-Rule-Name AVPs or Charging-Rule-Base-Name AVPs are provided regardless if the charging identifier applies to the entire IP-CAN session or to the default bearer since the PCC Rules are not yet authorized at this stage.
NOTE y: 
For Case 1 and GPRS, the charging identifier for an IP-CAN bearer is provided together with all the Charging-Rule-Name AVPs or Charging-Rule-Base-Name AVPs corresponding to PCC rules activated or installed within the IP-CAN bearer.

The Access-Network-Charging-Identifier-Gx AVP can be sent from the PCEF to the PCRF. The PCRF may use this information for charging correlation towards the AF.

AVP Format:

Access-Network-Charging-Identifier-Gx ::= 
< AVP Header: 1022 >












 { Access-Network-Charging-Identifier-Value}












*[ Charging-Rule-Base-Name ]












*[ Charging-Rule-Name ]











 [ IP-CAN-Session-Charging-Scope ]












*[ AVP ] 

* * *Fifth Change * * * 
5.3.XXX
IP-CAN-Session-Charging-Scope AVP
The IP-CAN-Session-Charging-Scope AVP (AVP code xxxx) is of type Enumerated, and indicates that the Access-Network-Charging-Identifier-Gx AVP applies to the whole IP-CAN Session. The following values are defined:
IP-CAN_SESSION_SCOPE (0)

This value indicates that the charging identifier corresponds to the IP-CAN Session
* * * End of Changes * * * 

