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	Reason for change:
	New bits are required in the ProSe Service Table for the ProSe Direct Communication usage information storage and reporting.

	
	

	Summary of change:
	Introduction of a new services in the ProSe Service Table.

	
	

	Consequences if not approved:
	Not possible to define when the ProSe Direct Communication usage information storage and reporting functionalities are available in the USIM.
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4.4.8.Z
EFPST (ProSe Service Table)

If service n°101 is "available" in the USIM Service Table, this file shall be present. This EF indicates which ProSe services are available. If a service is not indicated as available in the ProSe Service Table, the ME shall not select this service.

	Identifier: '4FXX'
	Structure: transparent
	Optional

	SFI: 'YY'
	

	File size: X bytes, (X ≥ 1)
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
ADM


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1
	Services n°1 to n°8
	M
	1 byte

	2
	Services n°9 to n°16
	O
	1 byte

	etc.
	
	
	

	X
	Services n°(8X‑7) to n°(8X)
	O
	1 byte


	‑Services
	
	

	   Contents:
	Service n°1:
	ProSe direct discovery parameters

	
	Service n°2:
	HPLMN ProSe Function

	
	Service n°3:
	ProSe Direct Communication radio parameters

	
	Service n°4:
	ProSe Direct Discovery monitoring radio parameters

	
	Service n°5:
	ProSe Direct Discovery announcing radio parameters

	
	Service n°6:
	ProSe policy parameters

	
	Service n°7:
	ProSe group counter

	
	Service n°x:
	ProSe Usage Information Reporting configuration

	
	Service n°y:
	UICC ProSe Direct Communication usage information reporting


The EF shall contain at least one byte. Further bytes may be included, but if the EF includes an optional byte, then it is mandatory for the EF to also contain all bytes before that byte. Other services are possible in the future and will be coded on further bytes in the EF.
If service n°y is "available", then service n°x shall also be "available".
Coding:

Same as coding of USIM Service Table
