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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	29.060
	1010
	-
	Rel-12
	Reserved Extension Header Value for GTP-U
	F
	12.7.0
	C4-150079
	Huawei
	TEI12
	6
	

	29.060
	1011
	1
	Rel-12
	Cleanup Error Indication Definition
	F
	12.7.0
	C4-150300
	Huawei
	TEI12
	7.1; 7.3.7
	

	29.060
	1013
	-
	Rel-12
	MS Info Change Reporting Action IE
	F
	12.7.0
	C4-150111
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	TEI12
	7.3.2, 7.3.3, 7.3.4
	

	29.274
	1552
	2
	Rel-12
	ULI IE condition in Create session Request message
	F
	12.7.0
	C4-150350
	Nokia Networks
	TEI12
	7.2.1
	

	29.274
	1553
	2
	Rel-13
	ULI IE condition in Create session Request message
	A
	13.0.0
	C4-150351
	Nokia Networks
	TEI12
	7.2.1
	

	29.274
	1562
	1
	Rel-12
	PDN Type in PAA IE for S2b case
	F
	12.7.0
	C4-150296
	Huawei
	TEI12
	7.2.1
	

	29.274
	1563
	1
	Rel-13
	PDN Type in PAA IE for S2b case
	A
	13.0.0
	C4-150297
	Huawei
	TEI12
	7.2.1
	

	29.274
	1567
	1
	Rel-12
	ULI change reporting upon inter-RAT mobility
	F
	12.7.0
	C4-150302
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	TEI12
	7.2.1, 7.2.7, 7.3.1, 7.3.6
	TS 23.401 CR 2820,  TS 23.060 CR 1947



	29.274
	1568
	1
	Rel-13
	ULI change reporting upon inter-RAT mobility
	A
	13.0.0
	C4-150304
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	TEI12
	7.2.1, 7.2.7, 7.3.1, 7.3.6
	TS 23.401 CR 2821,  TS 23.060 CR 1948



	29.275
	0318
	1
	Rel-13
	Update reference RFC Separation of Control and User Plane for PMIPv6
	A
	13.0.0
	C4-150281
	ZTE
	TEI12
	2, 3.1, 5.1.1.1, 5.1.1.2, 5.3.1.1, 5.3.1.2, 6.4.1, 6.4.2.
	

	29.275
	0319
	-
	Rel-12
	Update reference RFC Separation of Control and User Plane for PMIPv6
	F
	12.5.0
	C4-150280
	ZTE
	TEI12
	2, 3.1, 5.1.1.1, 5.1.1.2, 5.3.1.1, 5.3.1.2, 6.4.1, 6.4.2.
	

	29.280
	0074
	-
	Rel-12
	Correct the wrong reference
	F
	12.2.0
	C4-150068
	China Telecom, Huawei
	TEI12
	5.2.1; 5.3.2;
	

	29.280
	0075
	1
	Rel-12
	Usage of the GTPv2-C Header in Sv interface
	F
	12.2.0
	C4-150298
	Huawei
	TEI12
	5.1
	


