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* * * First Change * * * *

6.3.1
Identification of impacted Users

It is recommended to make use of Group IDs (see clause 5.3.3) when identifying the impacted users.
In the case the shared data update is to be applied to all subscribers belonging to an HSS or an UDR or UDRs if UDC architecture is applied, there is no need to introduce Group IDs to each subscriber’s data. When UDC architecture does not apply, the HSS Identity will serve as kind of Group Id.
* * * Next Change * * * *

6.3.6
Recommendation and Conclusion for IMS Cx

Compared with Sol-A, Sol-B has some advantages of saving signalling between the S-CSCF and the HSS. If the whole user profile, excluding the Public User Identities in the IMS subscription, is to be shared by multiple subscribers, Sol-B can be applied as long as the impacted users can be identified by the PPR. 
If only parts of the user profile are to be shared, to simplify the solution and avoid much impact on Cx interface, Sol-A can be a better choice by reuse of existing command pair, i.e. PPR/PPA, with addition of a new indication for shared data update. A new command pair is possible to be introduced if considering some AVPs in the existing PPR mandatory to be present, e.g. Private User Identity, are not applicable to the shared data update.
While considering the impact of Sol-A and Sol-B on the HSS and the S-CSCF and Cx interface, and there is existing mechanism for shared data update, such as shared iFC, it is proposed to not apply any solution to Cx interface. This does not preclude any further study on the need of a new mechanism for shared data update over Cx interface.
* * * End of Changes * * * *

