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	Reason for change:
	The same sentence “If the volume threshold and time threshold were provided, the PCEF shall report both the volume usage and time of usage.” occurs twice in subclause 4.5.17.5, which may lead to misunderstanding for the solution. For example, people may guess except the case that both thresholds are provided, there may be a missing case that only one threshold (either volume based or time based) is provided by the PCRF.

	
	

	Summary of change:
	To check with the original approved 29.212 CR0988 (C3-130892), the second sentence of the duplicated description should be removed. Furthermore, it is more precise to refer the procedure to subclause 4.5.17.1 instead of subclause 4.5.17. 

	
	

	Consequences if not approved:
	Duplicated text description may lead to misunderstanding for usage report solution when implementing the corresponding functionality.
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	Other comments:
	


* * * 1st Change * * * 
4.5.17.5
PCRF Requested Usage Report

When the PCEF receives the Usage-Monitoring-Information AVP including the Usage-Monitoring-Report AVP set to the value USAGE_MONITORING_REPORT_REQUIRED, the PCEF shall send a new CCR command with CC-Request Type AVP set to the value “UPDATE_REQUEST” and the Event-Trigger AVP set to “USAGE_REPORT” to report accumulated usage for the monitoring key received in the Usage-Monitoring-Information AVP using the procedures to report accumulated usage defined in subclause 4.5.17.1. If the volume threshold and time threshold were provided, the PCEF shall report both the volume usage and time of usage. If the Monitoring-Key AVP was omitted in the received Usage-Monitoring-Information AVP, the PCEF shall send the accumulated usage for all the monitoring keys that were enabled at the time the Usage-Monitoring-Information was received.
* * * End of Changes * * * 









