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	Reason for change:
	CR C1-121397 renamed <ATGW-anchored> XML element in the application/vnd.3gpp.access-transfer-events+xml MIME body sent in the g.3gpp.access-transfer-events INFO package to <redirect-speech>, to better clarify whether there is the need for the MSC to direct the speech media via the ATGW, prior to the access transfer occuring and the subsequent reconfiguration of the media path to use a dedicated bearer PS bearer between the UE and the ATGW.
However, one occurrence of the <ATGW-anchored> XML element remains in TS 24.237.

Moreover, the <redirect-speech> element is within the <STNResp-params> element according to the XML schema in subclause D.5.2 while the text in subclause D.5.3.2 states that the <redirect-speech> element is within the <event> element.

	
	

	Summary of change:
	Replace <ATGW-anchored> with <redirect-speech> in subclause D.5.3.2 and describe its insertion in the correct place.

	
	

	Consequences if not approved:
	CS to PS SRVCC fails. Call lost.
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***** Begin 1st change *****
D.5.3.2
Requirements for individual events

If the "event-type" attribute of the <event> element is 1, then the <event> element indicates the session transfer notification request. 

If the "event-type" attribute of the <event> element is 2, then the <event> element indicates the session transfer notification response and the <event> element contains the <STNResp-params> element. The <STNResp-params> element contains <transfer-details> element and the <redirect-speech> element. The <transfer-details> element contains the content according to subclause D.5.3.3. The <redirect-speech> element indicates whether the ATCF requires the MSC server to redirect the speech media component of the session transferred by the CS to PS SRVCC access transfer.
NOTE 1:
Binary data are encoded according to the XML type base64Binary.

NOTE 2:
MIME body with the "event-type" attribute of the <event> element equal to 2 is provided after receiving the MIME body with the "event-type" attribute of the <event> element equal to 1.

If the "event-type" attribute of the <event> element is 3, then the <event> element indicates the session transfer preparation.

NOTE 3:
MIME body with the "event-type" attribute of the <event> element equal to 3 is provided after receiving the MIME body with the "event-type" attribute of the <event> element equal to 2.

If the "event-type" attribute of the <event> element is 4, then the <event> element indicates the session transfer cancellation.

NOTE 4:
MIME body with the "event-type" attribute of the <event> element equal to 4 is provided either after receiving the MIME body with the "event-type" attribute of the <event> element equal to 2 or after providing the MIME body with the "event-type" attribute of the <event> element equal to 3.

***** End changes *****
