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***** Next change *****
7.2A.4
P-Access-Network-Info header field
7.2A.4.1
Introduction

The P-Access-Network-Info header field is extended to include specific information relating to particular access technologies.

7.2A.4.2
Syntax

The syntax of the P-Access-Network-Info header field is described in RFC 7315 [52]. There are additional coding rules for this header field depending on the type of IP-CAN, according to access technology specific descriptions.

Table 7.2A.4 describes the 3GPP-specific extended syntax of the P-Access-Network-Info header field defined in RFC 7315 [52].

Table 7.2A.4: Syntax of extended P-Access-Network-Info header field
   daylight-saving-time   = "daylight-saving-time" EQUAL quoted-string



The daylight-saving-time is an  instance of generic-param from the current extension-access-info component of the P-Access-Network-Info header field defined in RFC 7315 [52].

The presence of the "np" parameter defined in RFC 7315 [52] indicates a P-Access-Network-Info header field is provided by the P-CSCF, S-CSCF, the AS, the MSC server enhanced for ICS or by the MGCF. The content can differ from a P-Access-Network-Info header field without this parameter which is provided by the UE.

The "np" parameter can be used with both "access-type" and "access-class" constructs. The "access-class" construct is provided for use where the value is not known to be specific to a particular "access-type" value, e.g. in the case of some values delivered from the PCRF. The "access-class" field can be set only by the P-CSCF, the MSC server enhanced for ICS or by the AS. The "np" parameter can be set only by the P-CSCF, S-CSCF, the AS, the MSC server enhanced for ICS or by the MGCF. The "local-time-zone" parameter, the "daylight-saving-time" parameter, the "gstn-location" parameter and the "GSTN" value of access-type field shall not be inserted by the UE.
The "local-time-zone" parameter defined in RFC 7315 [52] indicates the time difference between local time and UTC of day. For 3GPP accesses, the "local-time-zone" parameter represents the time zone allocated to the routing area or traffic area which the UE is currently using. As the edge of such areas may overlap, there can be some discrepancy with the actual time zone of the UE where the UE is in the near proximity to a time zone boundary.

The "daylight-saving-time" parameter indicates by how much the local time of the UE has been adjusted due to the use of daylight saving time. Providing the "daylight-saving-time" parameter is optional.
