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***** Next change *****
8.3
IMMEDIATE SETUP

This message is sent by the MS to the network in order to set-up a group call immediately, i.e. without previous establishment of an MM connection. See table 8.3.

Message type:
IMMEDIATE SETUP;

Significance:
dual;

Direction:
MS to network.

Table 8.3: IMMEDIATE SETUP message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	Length

	
	protocol discriminator
	protocol discriminator
   subclause 9.1
	M
	V
	1/2

	
	transaction identifier
	transaction identifier
   subclause 9.2
	M
	V
	1/2

	
	message type
	message type
   subclause 9.3
	M
	V
	1

	
	Talker priority requested
	Talker priority
   subclause 9.4.9
	M
	V
	1/2

	
	Ciphering key sequence number
	Ciphering key sequence number
    3GPP TS 24.008, subclause 10.5.1.2
	M
	V
	1/2

	
	Mobile station classmark
	Mobile station classmark 2
   3GPP TS 24.008, subclause 10.5.1.6
	M
	LV
	4

	
	Mobile identity
	Mobile identity
   3GPP TS 24.008, subclause 10.5.1.4
	M
	LV
	2‑9

	
	Group identity
	Call reference
   subclause 9.4.1
	M
	V
	4

	40
	Supported codecs
	Supported codec list
   3GPP TS 24.008, subclause 10.5.4.32
	O
	TLV
	5-n


***** Next change *****
8.3a
IMMEDIATE SETUP 2

This message is sent by the MS to the network in order to set-up a group call immediately, i.e. without previous establishment of an MM connection, and to include compressed originator-to dispatcher information. The message shall only be used if the MS has a valid TMSI. See table 8.3a.

Message type:
IMMEDIATE SETUP 2;

Significance:
dual

Direction:
MS to network.

Table 8.3a: IMMEDIATE SETUP 2 message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator
   subclause 9.1
	M
	V
	1/2

	
	Transaction identifier
	Transaction identifier
   subclause 9.2
	M
	V
	1/2

	
	Message type
	Message type
   subclause 9.3
	M
	V
	1

	
	Talker priority requested
	Talker priority
   subclause 9.4.9
	M
	V
	1/2

	
	Ciphering key sequence number
	Ciphering key sequence number

3GPP TS 24.008, subclause 10.5.1.2
	M
	V
	1/2

	
	Mobile station classmark
	Mobile station classmark 2
3GPP TS 24.008, subclause 10.5.1.6
	M
	LV
	4

	
	TMSI
	TMSI/P-TMSI
3GPP TS 44.018, subclause 10.5.2.42
	M
	V
	4

	
	Group identity
	Call reference
   subclause 9.4.1
	M
	V
	4

	
	Compressed otdi
	Compressed otdi
   subclause 9.4.8
	M
	V
	5

	40
	Supported codecs
	Supported codec list
   3GPP TS 24.008, subclause 10.5.4.32
	O
	TLV
	5-n


***** Next change *****
8.5
SETUP

This message is sent by the MS to the network in order to set-up a group call after establishment of an MM connection. See table 8.5.

Message type:
SETUP;

Significance:
dual;

Direction:
MS to network.

Table 8.5: SETUP message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	Length

	
	protocol discriminator
	protocol discriminator
   subclause 9.1
	M
	V
	1/2

	
	transaction identifier
	transaction identifier
   subclause 9.2
	M
	V
	1/2

	
	message type
	message type
   subclause 9.3
	M
	V
	1

	
	Group identity
	Call reference

   subclause 9.4.1
	M
	V
	4

	7E
	Originator-to-dispatcher information
	User-user
   3GPP TS 24.008 subclause 10.5.4.25
	O
	TLV
	3 - 35

	C-
	Talker priority requested
	Talker priority
   subclause 9.4.9
	O
	TV
	1

	40
	Supported codecs
	Supported codec list
   3GPP TS 24.008, subclause 10.5.4.32
	O
	TLV
	5-n


***** Next change *****
