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	Reason for change:
	C1-142465, agreed in CT1#87, Phoenix, added on the UE the following requirement on reset of attempt counters in subclause 5.5.1.1 and 5.5.3.1

>>>>> extract from subclasuse 5.5.1.1 >>>>>

The attach attempt counter shall be reset when:

-
the UE is powered on;

-
a USIM is inserted;

-
an attach or combined attach procedure is successfully completed;

-
a GPRS attach or combined GPRS attach procedure is successfully completed in A/Gb or Iu mode;
-
a combined attach procedure is completed for EPS services only with cause #2, #16, #17, #18 or #22;

-
an attach or combined attach procedure is rejected with cause: 
a)
#11, #12, #13, #14, #15, #25 or #35; or

b)
#22 and T3346 value IE indicating neither zero nor deactivated;
-
a network initiated detach procedure is completed with cause #11, #12, #13, #14, #15 or #25; or

-
a new PLMN is selected.

However, directly after this bulleted list, there was already the following existing requirement on reset of the attempt counters…

Additionally the attach attempt counter shall be reset when the UE is in substate EMM-DEREGISTERED.ATTEMPTING-TO-ATTACH and:

-
a new tracking area is entered;

-
timer T3402 expires; or

-
timer T3346 is started.
As it is well know, when the UE receives reject cause #22 and the timer value is neither zero nor is deactvated, it invariably means that the UE is going to start T3346 and cannot be otherwise. Thus with T3346 started, the requirement to reset the attempt counter would have already been captured within the more encompassing requirement in the parapgraph after the change introduced by C1-142465 (i.e the text highlighted in blue).

Furthermore, the change introduced by C1-142465 does not cover the case where a reject plus an extended wait timer was provided by the lower layer and T3346 has to be started. That instance is however (better) covered by the "superset" requirement in the paragraph after the bulleted list.

Thus the changes introduced by C1-142465 is unnecessary and is causing implementation effort and testing effort. 

This CR thus propose to rollback the changes brought in by C1-142465.

NOTE: Although this CR is not to clear a FASMO problem. But because C1-142465 was introduced to Rel-12, this rollback CR is to Rel-12.



	
	

	Summary of change:
	The changes introduced by C1-142465 are rolled back.

	
	

	Consequences if not approved:
	Duplicate requirement causing unneccesary implementation efforts and testing efforts.
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* * * 1st change * * * 
5.5.1.1
General

The attach procedure is used to attach to an EPC for packet services in EPS.

The attach procedure is used for three purposes:

-
by a UE in PS mode of operation to attach for EPS services only;

-
by a UE in CS/PS mode 1 or CS/PS mode 2 of operation to attach for both EPS and non-EPS services; or

-
to attach for emergency bearer services.

The lower layers indicate to NAS that the network does not support emergency bearer services for the UE in limited service state (3GPP TS 36.331 [22]). This information is taken into account when deciding whether to initiate attach for emergency bearer services.

If the MME does not support an attach for emergency bearer services, the MME shall reject any request to attach with an attach type set to "EPS emergency attach".

With a successful attach procedure, a context is established for the UE in the MME, and a default bearer is established between the UE and the PDN GW, thus enabling always-on IP connectivity to the UE. The network may also initiate the activation of dedicated bearers as part of the attach procedure.

During the attach procedure, the UE may also obtain the home agent IPv4 or IPv6 address or both.

In a shared network, the UE shall choose one of the PLMN identities as specified in 3GPP TS 23.122 [6]. The UE shall construct the TAI of the cell from this chosen PLMN identity and the TAC received as part of the broadcast system information. The chosen PLMN identity shall be indicated to the E-UTRAN (see 3GPP TS 36.331 [22]). Whenever an ATTACH REJECT message with the EMM cause #11 "PLMN not allowed" is received by the UE, the chosen PLMN identity shall be stored in the "forbidden PLMN list". Whenever an ATTACH REJECT message with the EMM cause #14 "EPS services not allowed in this PLMN" is received by the UE, the chosen PLMN identity shall be stored in the "forbidden PLMNs for GPRS service". Whenever an ATTACH REJECT message is received by the UE with the EMM cause #12 "tracking area not allowed", #13 "roaming not allowed in this tracking area", or #15 "no suitable cells in tracking area", the constructed TAI shall be stored in the suitable list.

An attach attempt counter is used to limit the number of subsequently rejected attach attempts. The attach attempt counter shall be incremented as specified in subclause 5.5.1.2.6. Depending on the value of the attach attempt counter, specific actions shall be performed. The attach attempt counter shall be reset when:

-
the UE is powered on;

-
a USIM is inserted;

-
an attach or combined attach procedure is successfully completed;

-
a GPRS attach or combined GPRS attach procedure is successfully completed in A/Gb or Iu mode;
-
a combined attach procedure is completed for EPS services only with cause #2, #16, #17, #18 or #22;

-
an attach or combined attach procedure is rejected with cause #11, #12, #13, #14, #15, #25 or #35:



-
a network initiated detach procedure is completed with cause #11, #12, #13, #14, #15 or #25; or

-
a new PLMN is selected.

Additionally the attach attempt counter shall be reset when the UE is in substate EMM-DEREGISTERED.ATTEMPTING-TO-ATTACH and:

-
a new tracking area is entered;

-
timer T3402 expires; or

-
timer T3346 is started.

* * * next change * * * 
5.5.3.1
General

The tracking area updating procedure is always initiated by the UE and is used for the following purposes:

-
normal tracking area updating to update the registration of the actual tracking area of a UE in the network;
-
combined tracking area updating to update the registration of the actual tracking area for a UE in CS/PS mode 1 or CS/PS mode 2 of operation;
-
periodic tracking area updating to periodically notify the availability of the UE to the network;

-
IMSI attach for non-EPS services when the UE is attached for EPS services. This procedure is used by a UE in CS/PS mode 1 or CS/PS mode 2 of operation;

-
in various cases of inter-system change from Iu mode to S1 mode or from A/Gb mode to S1 mode;

-
S101 mode to S1 mode inter-system change;

-
MME load balancing;

-
to update certain UE specific parameters in the network;
-
recovery from certain error cases;

-
to indicate that the UE enters S1 mode after CS fallback or 1xCS fallback;

-
to indicate to the network that the UE has selected a CSG cell whose CSG identity and associated PLMN identity are not included in the UE's Allowed CSG list or in the UE's Operator CSG list;

-
to indicate the current radio access technology to the network for the support of terminating access domain selection for voice calls or voice sessions; and

-
to indicate to the network that the UE has locally released EPS bearer context(s).
Details on the conditions for the UE to initiate the tracking area updating procedure are specified in subclause 5.5.3.2.2 and subclause 5.5.3.3.2.
While a UE has a PDN connection for emergency bearer services, the UE shall not perform manual CSG selection.
A UE initiating the tracking area updating procedure in EMM-IDLE mode may request the network to re-establish the radio and S1 bearers for all active EPS bearer contexts during the procedure.

In a shared network, the UE shall choose one of the PLMN identities as specified in 3GPP TS 23.122 [6]. The UE shall construct the TAI of the cell from this chosen PLMN identity and the TAC received on the broadcast system information. The chosen PLMN identity shall be indicated to the E-UTRAN (see 3GPP TS 36.331 [22]). Whenever a TRACKING AREA UPDATE REJECT message with the EMM cause #11 "PLMN not allowed" is received by the UE, the chosen PLMN identity shall be stored in the "forbidden PLMN list". Whenever a TRACKING AREA UPDATE REJECT message with the EMM cause #14 "EPS services not allowed in this PLMN" is received by the UE, the chosen PLMN identity shall be stored in the "forbidden PLMNs for GPRS service". Whenever a TRACKING AREA UPDATE REJECT message is received by the UE with the EMM cause #12 "tracking area not allowed", #13 "roaming not allowed in this tracking area", or #15 "no suitable cells in tracking Area", the constructed TAI shall be stored in the suitable list.
In a shared network, if TRACKING AREA UPDATE REJECT is received as a response to a tracking area update procedure initiated in EMM-CONNECTED mode, the UE need not update forbidden lists.
A tracking area updating attempt counter is used to limit the number of subsequently rejected tracking area update attempts. The tracking area updating attempt counter shall be incremented as specified in subclause 5.5.3.2.6. Depending on the value of the tracking area updating attempt counter, specific actions shall be performed. The tracking area updating attempt counter shall be reset when:

-
an attach or combined attach procedure is successfully completed;

-
a normal or periodic tracking area updating or a combined tracking area updating procedure is successfully completed;

-
a normal or periodic tracking area updating or a combined tracking area updating procedure is rejected with EMM cause #11, #12, #13, #14, #15, #25 or #35:



-
a combined attach procedure or a combined tracking area updating procedure is completed for EPS services only with cause #2 or #18;or

-
a new PLMN is selected.
Additionally the tracking area updating attempt counter shall be reset when the UE is in substate EMM-REGISTERED.ATTEMPTING-TO-UPDATE or EMM-REGISTERED.ATTEMPTING-TO-UPDATE-MM, and:

-
a new tracking area is entered;

-
timer T3402 expires; or

-
timer T3346 is started.

* * * end of change * * * 
