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	Reason for change:
	C1-143469 agreed in CT1#88bis (Sophia Antipolis) corrected the condition on EPS update status when setting EMM-DEREGISTERED.NORMAL-SERVICE and EMM-DEREGISTERED.LIMITED-SERVICE.
However, the same can be said of EMM-DEREGISTERED.ATTEMPTING-TO-ATTACH (in subclause 5.1.3.2.3.4) that the UE implementation setting itself into this state is not depenedent on the EPS update status. For instance consider the following scenario:-
1)
UE is successfully registered and update status is set to EU1.

2)
Device is switched OFF.

3)
Device is switched ON and initiates Attach.

4)
Attach procedure fails due to lower layer failure.

5)
Since the attempt counter is less than 5, the update status will be retained as EU1, UE will move to Attempting-to-Attach and will start T3411.

Additionally, the phrase "previous attach was not successful" in subclause 5.1.3.2.3.4 is misleading as this substae is chosen only in cases of temporrary failure and the attach procedure is still be attempted.
This CR proposes to remove the condition of EPS update status from the setting of EMM-DEREGISTERED.ATTEMPTING-TO-ATTACH and to describe this substate in a manner similar to the text in EMM-REGISTERED.ATTEMPTING-TO-UPDATE, subclause 5.1.3.2.4.3.

	
	

	Summary of change:
	The EPS update status is removed from the definition of EMM-DEREGISTERED.ATTEMPTING-TO-ATTACH

	
	

	Consequences if not approved:
	Setting of the EMM-DEREGISTERED.ATTEMPTING-TO-ATTACH substate will remain dependent on the EPS update status.
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* * * 1st change * * * 
5.1.3.2.3.4
EMM-DEREGISTERED.ATTEMPTING-TO-ATTACH

The substate EMM-DEREGISTERED.ATTEMPTING-TO-ATTACH is chosen in the UE if the attach or combined attach procedure failed due to a missing response from the network or due to the circumstances described in subclauses 5.5.1.2.5, 5.5.1.2.6 and 5.5.1.3.5.

* * * End of 1st change * * * 
