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	Reason for change:
	Current specification states that the NAS configuration MO can provide means for using a UE retry wait time value for controlling session management retry behaviour. This value should apply to the HPLMN or any equivalent HPLMN (EHPLMN).

However, the present specification does not provide reference or definition of the term EHPLMN. Also, the use of (E)HPLMN without reference to the definition of EHPLMN can lead to misunderstanding of the applicability of the UE retry wait time value when provisioned. Note that the implementers of the NAS configuration MO do not need to be NAS implementers so it is proposed to add the term EHPLMN in a proper and consistent way as per any other specification so misunderstanding are actually avoided. It is further proposed that the current use of “(E)HPLMN” is replaced by “HPLMN or EHPLMN (see 3GPP TS 23.122 [3])“.
Note that this issue exists for two leaves of the MO, i.e., /SM_RetryWaitTime and /SM_RetryAtRATChange.

	
	

	Summary of change:
	1. It’s introduced that terms HPLMN and EHPLMN as specified in TS 23.122 apply.
2. The text is clarified to indicate a configured UE retry (wait time value or behaviour) is applicable when in HPLMN or any EHPLMN for controlling the UE session management retry behaviour when prior session management request was rejected by the network with cause value #8, #27, #32, #33.
3. Some editorials fixed.

	
	

	Consequences if not approved:
	Lack of clarification on what (E)HPLMN actually means.
Current specification text can lead to misinterpretation by implementers which could result in wrong implementation of functionality.
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[bookmark: _Toc414546069]***** Next change *****
[bookmark: _Toc414546053]3.1	Definitions
For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] apply.
Reserved: The value "reserved" is assigned to a code point to indicate that it is reserved for future use. The present document specifies no processing rules for handling of "reserved" value by the receiving entity.
[bookmark: _Toc414546054]For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.122 [6] apply:
HPLMN
EHPLMN
***** Next change *****
5.10c	<X>/SM_RetryWaitTime
The SM_RetryWaitTime leaf indicates a configured UE retry wait time value applicable when in (E)HPLMN or EHPLMN (see 3GPP TS 23.122 [3]) for controlling the UE session management retry behaviour when prior session management request was rejected by the network with cause value #8, #27, #32, #33 as specified in 3GPP TS 24.008 [4] and 3GPP TS 24.301 [5]. 
-	Occurrence: ZeroOrOne
-	Format: int
-	Access Types: Get, Replace
-	Values: 0-255
The default value of 12 minutes applies if this leaf is not provisioned.
SM_RetryWaitTime shall be coded in the same format as the value part of GPRS Timer 3 IE as specified in Table 10.5.163a/3GPP TS 24.008 [4] converted into a decimal value.
[bookmark: _Toc414546070]***** Next change *****
5.10d	<X>/SM_RetryAtRATChange
The SM_RetryAtRATChange leaf indicates the UE's retry behaviour when in (E)HPLMN or EHPLMN (see 3GPP TS 23.122 [3]) after inter-system change between S1 mode and A/Gb or Iu mode as specified in 3GPP TS 24.008 [4] and 3GPP TS 24.301 [5]. 
-	Occurrence: ZeroOrOne
-	Format: bool
-	Access Types: Get, Replace
-	Values: 0, 1
0	Indicates that the UE is allowed to retry the corresponding ESM procedure in S1 mode if an SM procedure was rejected in A/Gb or Iu mode, and to retry the corresponding SM procedure in A/Gb or Iu mode if an ESM procedure was rejected in S1 mode, see 3GPP TS 24.008 [4] and 3GPP TS 24.301 [5]
1	Indicates that the UE is not allowed to retry an SM procedure or the corresponding ESM procedure in any of the modes: A/Gb, Iu and S1 mode, see 3GPP TS 24.008 [4] and 3GPP TS 24.301 [5]
The default value 0 applies if this leaf is not provisioned.

