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SDP data allows including “UL-DL” directionality for the assigned sharing key per m line. In order to cover that case, this CR allows the P-CSCF to provide the same value for both Sharing-Key-UL and Sharing-Key-DL AVPs.
It is also clarified that when the P-CSCF wants to stop resource sharing it has to provide new sharing keys that are not currently in use.
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	Annex A.12 is updated to allow that the P-CSCF can provide the same value in Sharing-Key-UL AVP and Sharing-Key-DL AVP. The same annex also includes a new note to indicate that the P-CSCF will provide new sharing keys that are not being used when resource sharing is stopped.
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* * * First Change * * * 

A.11
Resource Sharing

The P-CSCF may indicate to the PCRF that media of an AF session may share resources with media belonging to other AF sessions according to TS 23.228 [16]. 

If the P-CSCF determines that resource sharing is possible, it may at establishment of a new AF session, include the Sharing-Key-UL AVP and/or Sharing-Key-DL AVP indicating that media resources may be shared in the related direction. The P-CSCF shall assign a distinct value for the Sharing-Key-UL AVP and/or Sharing-Key-DL AVP for each media component identified by the Media-Component-Description AVP for the AF session.
NOTE x:
When resource sharing applies to both directions for a certain media component, the P-CSCF can assign the same value for Sharing-Key-UL AVP and Sharing-Key-DL AVP within the same media component.
The P-CSCF shall not include the Sharing-Key-UL AVP and/or Sharing-Key-DL AVP within the Media-Component-Description AVP when the AF session relates to an Emergency Session.

The PCRF shall not include the Sharing-Key-DL AVP and/or Sharing-Key-UL AVP for those PCC/QoS Rules related to the RTCP traffic.

Trigger conditions that require applying or stopping resource sharing are described in 3GPP TS 24.229 [17].
NOTE y:
When P-CSCF needs to stop sharing according to the procedures described in 3GPP TS 24.229 [17], the P-CSCF will provide new values for the Sharing-Key-UL AVP and/or Sharing-Key-DL AVP that are not being used by any other AF sessions for the same user.
* * * End of Changes * * * 

