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	Work Item
	Clauses affected
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	24.008
	2807
	-
	Rel-13
	NBIFOM - Coding of NBIFOM PCO parameters
	B
	13.2.0
	C1-93
	C1-152509
	Ericsson
	NBIFOM-CT
	10.5.6.3
	 

	24.008
	2808
	2
	Rel-13
	NBIFOM - coding of Access usability
	B
	13.2.0
	C1-93
	C1-153206
	Ericsson
	NBIFOM-CT
	2, 9.5.10, 9.5.10.x (new), 10.5.6.y (new)
	 

	24.008
	2816
	2
	Rel-13
	NBIFOM - coding of RAN rules related indications
	B
	13.2.0
	C1-93
	C1-153207
	Ericsson
	NBIFOM-CT
	2, 2.1.2, 9.5.2, 9.5.2.1, 9.5.2.2, 9.5.2.3, 9.5.2.4, 9.5.2.5, 9.5.2.6, 9.5.2.a (new), 9.5.10, 9.5.10.1, 9.5.10.2, 9.5.10.3, 9.5.10.4, 9.5.10.5, 9.5.10.w (new), 10.5.6.b (new), 10.5.6.z (new)
	 

	24.008
	2826
	1
	Rel-13
	Addition of an access using GERAN/UTRAN in UE-initiated mode
	B
	13.2.0
	C1-93
	C1-153002
	CATT
	NBIFOM-CT
	6.1.3.1, 6.1.3.1.1, 9.5.1, 9.5.2, 10.5.6.x (new)
	 

	24.008
	2831
	1
	Rel-13
	UE-initiated IP flow mobility
	B
	13.2.0
	C1-93
	C1-153004
	Huawei, HiSilicon
	NBIFOM-CT
	9.5.1, 9.5.2, 9.5.3, 9.5.4, 9.5.5, 9.5.6, 9.5.10, 9.5.12, 9.5.13, 9.5.14, 9.5.15, 10.5.6.x(new)
	 

	24.008
	2832
	1
	Rel-13
	Network-initiated IP flow mobility
	B
	13.2.0
	C1-93
	C1-153007
	Huawei, HiSilicon
	NBIFOM-CT
	9.5.7, 9.5.8,9.5.9, 9.5.11, 9.5.13, 9.5.15a, 9.5.15b
	 

	24.244
	17
	1
	Rel-13
	Routing rule and default access delivery during PDN connectivity establishment procedure
	B
	12.3.0
	C1-93
	C1-153126
	ZTE, ZTE Mobile
	NBIFOM-CT
	7.1.1, 7.1.a (new), 7.2.1, 7.2.x (new), 8.a (new)
	 

	24.244
	18
	1
	Rel-13
	IP flow mobility via WLCP PDN modification procedure
	B
	12.3.0
	C1-93
	C1-153127
	ZTE, ZTE Mobile
	NBIFOM-CT
	5.y, 5.y.1, 5.y.2, 5.y.3, 5.y.4, 5.y.5, 5.y.6, 7.a, 7.a.1, 7.a.2, 7.a.3, 7.b, 7.b.1, 7.b.2, 7.b.3, 7.c, 7.c.1, 7.c.2, 7.c.3
	 

	24.301
	2169
	2
	Rel-13
	NBIFOM - coding of Access usability
	B
	13.2.0
	C1-93
	C1-153209
	Ericsson
	NBIFOM-CT
	2, 8.3.8.1, 8.3.8.x (new), 8.3.10.1, 8.3.10.x (new), 9.9.4.z (new)
	 

	24.301
	2177
	2
	Rel-13
	NBIFOM - coding of RAN rules related indications
	B
	13.2.0
	C1-93
	C1-153208
	Ericsson
	NBIFOM-CT
	3.1, 8.3.6.1, 8.3.6.a (new), 8.3.8.1, 8.3.8.u (new), 8.3.10.1, 8.3.10.w (new), 9.9.4.b (new), 9.9.4.z (new)
	 

	24.301
	2183
	1
	Rel-13
	Addition of an access using E-UTRAN in UE-initiated mode
	B
	13.2.0
	C1-93
	C1-153001
	CATT
	NBIFOM-CT
	6.5.1.1, 6.5.1.2, 8.3.6, 8.3.20, 9.9.4.y (new)
	 

	24.301
	2190
	1
	Rel-13
	UE-initiated IP flow mobility
	B
	13.2.0
	C1-93
	C1-153003
	Huawei, HiSilicon
	NBIFOM-CT
	8.3.3.1, 8.3.8.1, 8.3.7.1, 8.3.9.1, 8.3.10.1, 8.3.12.1, 8.3.18.1, 9.9.4.x(new),9.9.4.y(new),9.9.4.z(new)
	 

	24.301
	2191
	1
	Rel-13
	Network-initiated IP flow mobility
	B
	13.2.0
	C1-93
	C1-153006
	Huawei, HiSilicon
	NBIFOM-CT
	8.3.1.1, 8.3.2.1, 8.3.3.1,8.3.11.1, 8.3.12.1, 8.3.16.1, 8.3.17.1, 8.3.18.1
	 

	24.302
	470
	1
	Rel-13
	Handling of NBIFOM during tunnel establishment procedure
	B
	13.2.0
	C1-93
	C1-153010
	ZTE, ZTE Mobile
	NBIFOM-CT
	2, 3, 3.2, 7.2.2B (new), 7.4.1B (new)
	 

	24.302
	471
	1
	Rel-13
	Handling of NBIFOM during tunnel modification procedure
	B
	13.2.0
	C1-93
	C1-153011
	ZTE, ZTE Mobile
	NBIFOM-CT
	7.2.3.1(new), 7.2.3.2(new), 7.4.2
	 


