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	23.008
	0451
	1
	Rel-13
	Storage of new parameters for extended buffering at the SGW
	B
	13.1.0
	C4-151332
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon
	HLcom-CT
	2.13.x (new), 2.13.y (new), 5.2, 5.2A
	29.274-1611, 29.272-0586



	23.008
	0452
	-
	Rel-13
	Storage of new parameter for the "Availability after DDN Failure" monitoring mechanism
	B
	13.1.0
	C4-151114
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon
	HLcom-CT
	0.1, 2.13.x (new), 5.2A
	

	29.060
	1026
	1
	Rel-13
	TAU/RAU with data forwarding for buffered DL data
	B
	13.1.0
	C4-151333
	Ericsson, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon
	HLcom-CT
	7.5.4, 7.5.5, 7.7.93
	

	29.230
	0462
	-
	Rel-13
	Subscription data for extended buffering at the SGW
	B
	13.1.0
	C4-151116
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon
	HLcom-CT
	7.1
	29.272-0586



	29.272
	0586
	3
	Rel-13
	Subscription data for extended buffering at the SGW
	B
	13.2.0
	C4-151438
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon
	HLcom-CT
	5.2.1.1.2, 5.2.2.1.2, 7.3.1, 7.3.2, 7.3.25, 7.3.x (new)
	

	29.274
	1611
	2
	Rel-13
	Enhancement in Downlink Data Notification Acknowledgement for extended buffering in the SGW
	B
	13.2.0
	C4-151384
	Ericsson, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon
	HLcom-CT
	7.2.17.2, 8.1, 8.xx
	

	29.274
	1612
	2
	Rel-13
	Data forwarding for buffered DL data during TAU/RAU with SGW change
	B
	13.2.0
	C4-151385
	Ericsson, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon
	HLcom-CT
	7.2.7, 7,2,18, 7.3.6, 7.3.7, 8.12
	

	29.281
	0071
	2
	Rel-13
	Tunnelling scenarios for supporting High Latency communication
	B
	12.1.0
	C4-151386
	Ericsson
	HLcom-CT
	13.2, 13.4, 13.8, 13.aa, 13.bb,13.cc, 13.dd, 13.ee
	


