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The following CRs were agreed by CT WG3 and are provided to TSG CT#69 for approval:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
	@ Mtg
	C3 TD
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	29.061
	0446
	1
	Rel-9
	Usage of the UDP port for default unicast encapsulation mode at the SGmb interface is required to support SYNC protocol
	F
	9.14.0
	C3-82
	C3-153306
	Nokia Networks
	MBMS_EPS
	New 13b.2, 20.3.1, 20.4.1, 20.4.2, 20.5
	

	29.061
	0447
	1
	Rel-10
	Usage of the UDP port for default unicast encapsulation mode at the SGmb interface is required to support SYNC protocol.
	A
	10.12.0
	C3-82
	C3-153307
	Nokia Networks
	MBMS_EPS
	New 13b.2, 20.3.1, 20.4.1, 20.4.2, 20.5
	

	29.061
	0448
	1
	Rel-11
	Usage of the UDP port for default unicast encapsulation mode at the SGmb interface is required to support SYNC protocol.
	A
	11.9.0
	C3-82
	C3-153308
	Nokia Networks
	MBMS_EPS
	New 13b.2, 20.3.1, 20.4.1, 20.4.2, 20.5
	

	29.061
	0449
	1
	Rel-12
	Usage of the UDP port for default unicast encapsulation mode at the SGmb interface is required to support SYNC protocol.
	A
	12.9.0
	C3-82
	C3-153309
	Nokia Networks
	MBMS_EPS
	New 13b.2, 20.3.1, 20.4.1, 20.4.2, 20.5
	

	29.061
	0450
	1
	Rel-13
	Usage of the UDP port for default unicast encapsulation mode at the SGmb interface is required to support SYNC protocol.
	A
	13.0.0
	C3-82
	C3-153310
	Nokia Networks
	MBMS_EPS
	New 13b.2, 20.3.1, 20.4.1, 20.4.2, 20.5
	


