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	Reason for change:
	New versions for a number of referencing IETF drafts have been submitted:

draft-ietf-clue-data-model-schema
Technical changes between the new version and the currently referenced version include:

1)  introduce a <captureOrigin> element containing a mandatory <capturePoint> and an optional <lineOfCapturePoint> in the definition of <spatialInformation>;

2)  a new type definition for switching policies (resembled by <policy> element) has been provided in order to have acceptable values in the form of "token:index";

3)  minor modifications suggested in WGLC reviews have been applied.
There's no impact on the referencing contents other than the version update in this specification.
draft-ietf-clue-signaling
1)  State machine interactions updated to match versions in -04 of protocol doc.

2)  Section on encoding updated to specify both encID and encodingID from data model doc.

3)  Removed the limitations on describing H264 encoding limits using SDP syntax as an open issue.

4)  Previous draft had SRTP and DTLS mandatory to implement and to use on CLUE- controlled m lines. Current version has DTLS mandatory to implement, and 'security' mandatory to use but does not define what that security is.

5)  Terminology reference to framework doc reinforced.  All terminology that duplicates framework removed. All text updated with capitalisation that matches framework document's terminology.
6)  SDP example syntax updated to match that of ietf-clue-datachannel and hence ietf-mmusic-data-channel-sdpneg.
There's no impact on the referencing contents other than the version update in this specification.
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