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*** 1st Change ***

5b.3.1
ADC-Rule-Install AVP

The ADC-Rule-Install AVP (AVP code 1092) is of type Grouped, and it is used to activate, install or modify ADC rules as instructed from the PCRF.

For installing a new ADC rule or modifying an ADC rule already installed, ADC-Rule-Definition AVP shall be used.

For activating a specific predefined ADC rule, ADC-Rule-Name AVP shall be used as a reference for that ADC rule. The ADC-Rule-Base-Name AVP is a reference that may be used for activating a group of predefined ADC rules.
If Rule-Activation-Time or Rule-Deactivation-Time is specified then it applies to all the ADC rules within the ADC-Rule-Install. 
If the Monitoring-Flags AVP is included within the ADC-Rule-Install AVP, it is used to indicate the monitoring action related to the corresponding application. It applies to all the ADC rules within the ADC-Rule-Install AVP. If the Monitoring-Flags AVP is provided, the value will be valid for the ADC rules until the new value is provided for the ADC rules.
AVP Format:

ADC-Rule-Install ::= 
< AVP Header: 1092 >








*[ ADC-Rule-Definition ]








*[ ADC-Rule-Name ]








*[ ADC-Rule-Base-Name ]







 [ Monitoring-Flags ]







 [ Rule-Activation-Time ]








 [ Rule-Deactivation-Time ]







*[ AVP ]
*** End of Change ***

