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	Reason for change:
	When the NW initiates a detach towards the UE with detach type indicating "re-attach not required", but did not provide an EMM cause or did provide an EMM cause, but not one indicated in subclause 5.5.2.3.2, one would expect that the UE will execute the NW initiated detach. 

But what is the subsequent behaviour of the UE after that? After all, the NW tells the UE to detach and not re-attach. Is the UE to do nothing till somehow the user does a power cycle? That would be rather bad user experience.

In order to avoid such a bad user experience, we propose that instead of changing to state EMM-DEREGISTERED.ATTEMPTING-TO-ATTACH, a UE supporting A/Gb/Iu mode and operating in CS/PS mode 1 or 2 attempts to select GERAN/UTRAN and tries to kee at least CS services on same NW, or that the UE performs a PLMN selection.
For all other UEs, i.e. UEs NOT supporting A/Gb/Iu mode and operating in CS/PS mode 1 or 2, and UEs operating in PS mode of operation, we propose to keep the existing requirements. I.e. the UE performs PLMN selection or changes to EMM-DEREGISTERED.ATTEMPTING-TO-ATTACH.
Note: For UEs operating in PS mode of operation, we assume that as the NW is telling these UEs to detach (from PS service) and not reattach, it is doubtful whether changing to GERAN/UTRAN and attempting GPRS services will be more successful than another attempt in E-UTRAN.


	
	

	Summary of change:
	A UE supporting A/Gb/Iu mode and operating in CS/PS mode 1 or 2 shall attempt to select GERAN/UTRAN or perform a PLMN selection.

	
	

	Consequences if not approved:
	A UE supporting A/Gb/Iu mode and operating in CS/PS mode 1 or 2 could remain in EMM-DEREGISTERED.ATTEMPTING-TO-ATTACH, not providing any service to the subscriber, although it would be possible to select GERAN/UTRAN and get CS services there.
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	Other comments:
	


* * * 1st change * * * 
5.5.2.3.4
Abnormal cases in the UE

The following abnormal cases can be identified:

a)
Transmission failure of DETACH ACCEPT message indication from lower layers


The detach procedure shall be progressed and the UE shall send the DETACH ACCEPT message.

b)
DETACH REQUEST, other EMM cause values than those treated in subclause 5.5.2.3.2 or no EMM cause IE is included, and the Detach type IE indicates "re-attach not required"


The UE shall delete any GUTI, TAI list, last visited registered TAI, list of equivalent PLMNs, KSI, shall set the update status to EU2 NOT UPDATED and shall start timer T3402.

A UE operating in CS/PS mode 1 or CS/PS mode 2 of operation which is IMSI attached for non-EPS services is still IMSI attached for non-EPS services and shall set the update status to U2 NOT UPDATED.

-
A UE not supporting A/Gb mode or Iu mode, or operating in PS mode of operation may enter the state EMM-DEREGISTERED.PLMN-SEARCH in order to perform a PLMN selection according to 3GPP TS 23.122 [6]; otherwise the UE shall enter the state EMM-DEREGISTERED.ATTEMPTING-TO-ATTACH.


A UE supporting A/Gb mode or Iu mode and operating in CS/PS mode 1 of operation or CS/PS mode 2 of operation shall

-
enter the state EMM-DEREGISTERED and attempt to select GERAN or UTRAN radio access technology and proceed with the appropriate MM or GMM specific procedures. In this case, the UE may disable the E-UTRA capability (see subclause 4.5); or
-
enter the state EMM-DEREGISTERED.PLMN-SEARCH in order to perform a PLMN selection according to 3GPP TS 23.122 [6].

If A/Gb mode or Iu mode is supported by the UE, the UE shall set the GPRS update status to GU2 NOT UPDATED and shall delete the GMM parameters P-TMSI, P-TMSI signature, RAI, GPRS ciphering key sequence number and shall enter the state GMM-DEREGISTERED.

* * * End of changes * * * 
