Page 1



3GPP TSG CT4 Meeting #71
C4-152176
Anaheim, USA; 16th – 20th November 2015                                         

	CR-Form-v11.1

	CHANGE REQUEST

	

	
	29.230
	CR
	0497
	rev
	1
	Current version:
	13.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Mobile Terminating SMS handling for extended Idle mode DRX

	
	

	Source to WG:
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Nokia Networks, Verizon, AT&T, Vodafone

	Source to TSG:
	CT4

	
	

	Work item code:
	eDRX-CT
	
	Date:
	2015-11-06

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	A new Maximum-UE-Availability-Time AVP is added to the NOR and ALR messages. 


	
	

	Summary of change:
	A new AVP code is defined.


	
	

	Consequences if not approved:
	The SMS-SC is not capable to prioritize the retransmission of the SM to UEs using extended DRX. The retransmission  of the MT SM will fail if the MME/SGSN does not maintain the S1/Iu signalling connection long enough.

	
	

	Clauses affected:
	7.1

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications

	TS 29.338 CR 0017

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


* * * First change * * * *

7.1
3GPP specific AVP codes

The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP’s vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.  

Table 7.1: 3GPP specific AVP codes 

	AVP Code
	Attribute Name
	Data Type
	Specified in the 3GPP TS 


…

	3300
	SC-Address
	OctetString
	29.338 [30]

	3301
	SM-RP-UI
	OctetString
	* 

	3302
	TFR-Flags
	Unsigned32
	* 

	3303
	SM-Delivery- Failure-Cause
	Grouped
	* 

	3304
	SM-Enumerated-Delivery-Failure-Cause
	Enumerated
	* 

	3305
	SM-Diagnostic-Info
	OctetString
	* 

	3306
	SM-Delivery-Timer
	Unsigned32
	* 

	3307
	SM-Delivery-Start-Time
	Time
	* 

	3308
	SM-RP-MTI
	Enumerated
	* 

	3309
	SM-RP-SMEA
	OctetString
	* 

	3310
	SRR-Flags
	Unsigned32
	* 

	3311
	SM-Delivery-Not-Intended
	Enumerated
	* 

	3312
	MWD-Status
	Unsigned32
	* 

	3313
	MME-Absent-User-Subscriber-Diagnostic-SM
	Unsigned32
	* 

	3314
	MSC-Absent-User-Subscriber-Diagnostic-SM
	Unsigned32
	* 

	3315
	SGSN-Absent-User-Subscriber-Diagnostic SM
	Unsigned32
	* 

	3316
	SM-Delivery-Outcome
	Grouped
	* 

	3317
	MME-SM-Delivery-Outcome
	Grouped
	* 

	3318
	MSC-SM-Delivery-Outcome
	Grouped
	* 

	3319
	SGSN-SM-Delivery-Outcome
	Grouped
	* 

	3320
	IP-SM-GW-SM-Delivery-Outcome
	Grouped
	* 

	3321
	SM-Delivery-Cause
	Enumerated
	

	3322
	Absent-User-Diagnostic-SM
	Unsigned32
	

	3323
	RDR-Flags
	Unsigned32
	

	3324
	SMSMI-Correlation-ID
	Unsigned32
	

	3325
	HSS-ID
	UTF8String
	

	3326
	Originating-SIP-URI
	UTF8String
	

	3327
	Destination-SIP-URI
	UTF8String
	

	3328
	OFR-Flags
	Unsigned32
	

	xxxx
	Maximum-UE-Availability-Time
	Time
	

	Note: The AVP codes from 33yy to 3399 are reserved for TS 29.338.
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