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***** First change *****
3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.303 [2] apply:
ProSe Direct Discovery

ProSe Discovery UE ID

ProSe-enabled UE

For the purposes of the present document, the following terms and definitions given in 3GPP TS 24.334 [4] apply:
Not served by E-UTRAN
***** Next change *****
4.2.34
<X>/ProSeDiscoveryUEIDInfo
The ProSeDiscoveryUEIDInfo node acts as a placeholder for the ProSe Discovery UE ID and its associated validity timer T4015.

-
Occurrence: ZeroOrOne

-
Format: node

-
Access Types: Get, Replace
-
Values: N/A
***** Next Change *****
4.2.35
<X>/ProSeDiscoveryUEIDInfo/ProSeDiscoveryUEID
The ProSeDiscoveryUEID leaf contains the ProSe Discovery UE ID assigned to the UE by the HPLMN ProSe Function for restricted ProSe direct discovery.
-
Occurrence: One

-
Format: chr
-
Access Types: Get, Replace

-
Values: <ProSeDiscoveryUEID>

The format of the ProSe Discovery UE ID is defined by 3GPP TS 23.003 [6].
Editor’s note: [eProSe-Ext-CT, CR 0025] The format of the ProSe Discovery UE ID needs to be added to 3GPP TS 23.003 [6] by CT4.

***** Next Change *****
4.2.36
<X>/ ProSeDiscoveryUEIDInfo/ValidityTimerT4015
The ValidityTimerT4015 leaf indicates in unit of minutes for how long this ProSe Discovery UE ID is valid.
-
Occurrence: One

-
Format: int
-
Access Types: Get, Replace

-
Values: 1-525600

***** Next Change *****
5.2.89
<X>/ProSeDiscoveryUEIDInfo
The ProSeDiscoveryUEIDInfo node acts as a placeholder for the ProSe Discovery UE ID and its associated validity timer T4015.

-
Occurrence: ZeroOrOne

-
Format: node

-
Access Types: Get, Replace
-
Values: N/A
***** Next Change *****
5.2.90
<X>/ProSeDiscoveryUEIDInfo/ProSeDiscoveryUEID
The ProSeDiscoveryUEID leaf contains the ProSe Discovery UE ID assigned to the UE by the HPLMN ProSe Function for restricted ProSe direct discovery.
-
Occurrence: One

-
Format: chr
-
Access Types: Get, Replace

-
Values: <ProSeDiscoveryUEID>

The format of the ProSe Discovery UE ID is defined by 3GPP TS 23.003 [6].
Editor’s note: [eProSe-Ext-CT, CR 0025] The format of the ProSe Discovery UE ID needs to be added to 3GPP TS 23.003 [6] by CT4.

***** Next Change *****
5.2.91
<X>/ ProSeDiscoveryUEIDInfo/ValidityTimerT4015
The ValidityTimerT4015 leaf indicates in unit of minutes for how long this ProSe Discovery UE ID is valid.
-
Occurrence: One

-
Format: int
-
Access Types: Get, Replace

-
Values: 1-525600

***** End of changes *****
