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	Reason for change:
	According to the stage 1 requirements, the existing access control mechanisms such as SSAC, ACB and EAB shall not apply to emergency call.

Furthermore, SA1 has agreed the following some requirements on ACDC (CR#0223R2 in S1-154541).

1) ACDC shall be applicable to UTRAN PS Domain and E-UTRAN.

2) ACDC shall not apply to any IMS services.

So, it proposes that ACDC shall not apply to emergency call and IMS.

	
	

	Summary of change:
	An exceptional case for emergency call and IMS is added in ACDC mechanism.

	
	

	Consequences if not approved:
	The stage 1 requirements for ACDC are not fullfilled.
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*****Start of Change***** 
Annex Q (normative):
Application specific Congestion control for Data Communication (ACDC)
The MS may support the procedures in this annex.
When GMM requests the establishment of a PS signalling connection, if the MS supports ACDC, the GMM layer shall determine the ACDC category applicable to the request based on the application identifier received from the upper layers and the configuration information in the "ACDCConf" leaf of ACDC MO as specified in 3GPP TS 24.105 [154] or in the USIM EFACDC as specified in 3GPP TS 31.102 [112].

NOTE 1:
As an implementation option, the upper layers can determine the ACDC category and send it to the GMM layer. Then the GMM layer need not read the ACDC MO or USIM to determine the ACDC category.
The GMM sublayer shall indicate to the lower layers, for the purpose of access control:

-
the ACDC category that applies to this request if only one ACDC category is applicable;
-
the highest ranked ACDC category among the ACDC categories that applies to this request if multiple ACDC categories are applicable; or

-
this request is for an uncategorized application if an application identifier received from the upper layers is not mapped to any ACDC category,
except for the following cases:
-
the MS is a MS configured to use AC11 – 15 in selected PLMN;
-
the MS is answering to paging;
-
the RRC Establishment cause is set to "Emergency call"; or
-
the request from the upper layers is for an application using IMS.
NOTE 2:
The request from the GMM sublayer refers to either a request to establish an initial NAS signalling connection or a request to re-establish a NAS signalling connection.

*****End of Change***** 
