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	Feature / Item:
	NBIFOM-CT

	Affects:
	UE/MS:

Yes
	CN:

Yes
	GERAN:


	UTRAN:


	E-UTRAN:



	Expected Completion Date:
	3GPP CT#71 (Mar 2016)

	Service(s) impacted:
	This work item is aiming at supporting following meachanism and functions in case of network-based mobility based on GTP:

- 
Allow a PDN connection to be simultaneously supported over 3GPP and WLAN access; and to

- 
Support UE decided or network decided mobility of IP flows belonging to the same PDN connection between 3GPP and WLAN access.



	Specification(s) affected:
	3GPP TS 24.cde Network-Based IP Flow Mobility (NBIFOM); Stage 3

	Task(s) within work which are not complete:
	The following NBIFOM procedures have not been specified in TS 24.cde.

· Removal of an access from a PDN connection
· IP flow mapping

· Handling of access usability change

· Handling of RAN rule indication

In addition, how to indicate following NBIFOM parameters requires further studies.
· NBIFOM mode

· default access in single-connection mode

	Consequences if not included in Release 13:
	NBIFOM is not supported.


Abstract of document:

3GPP TS 24.cde specifies the procedures for network-based IP flow mobility as specified in 3GPP TS 23.161 from UE and network perspectives respectively. This specification also defines the coding of the PDUs and parameters for NBIFOM.
Contentious Issues:

None
