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	Reason for change:
	New ProSe identifiers and codes are introduced in Rel-13 specification of 3GPP TS 23.303 for using in public safety direct discovery, which consists of: 
ProSe UE ID
ProSe Relay UE ID
User Info ID
Relay Service Code
Discovery Group ID (note that Agreed SA2 CR S2-153661 has renamed “layer 2 Discovery Group ID” to “Discovery Group ID).
The coding/format of all those identifiers need to be defined in TS 23.003. 
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	Summary of change:
	New subclauses were added to describe the formats of the identifiers and codes listed above.
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	The coding and format of ProSe-related identifiers and codes for restricted ProSe direct discovery Public Safety use will be left unspecified..
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	Other comments:
	


* * * First Change * * * *
24.a
ProSe UE ID 
The ProSe UE ID as described in 3GPP TS 23.303 [103] identifies the link layer address used for ProSe direct communication by a ProSe-enabled Public Safety UE.. 

The format of ProSe UE ID is a bit string whose length is equal to 24 bits.

* * * Next Change * * * *
24.b
ProSe Relay UE ID
The ProSe Relay UE ID as described in 3GPP TS 23.303 [103] identifies the link layer address used for ProSe direct communication by a ProSe UE-to-network relay UE.
The format of ProSe Relay UE ID is a bit string whose length is equal to 24 bits.
* * * Next Change * * * *
24.c
User Info ID
The User Info ID as described in 3GPP TS 23.303 [103] is used to identify the user information to be discovered for public safety use case. The value of User Info ID is allocated either by the operator or 3rd-party public safety provider application server. 
The format of the User Info ID is a 48-bit bit-string. 
* * * Next Change * * * *
24.d
Relay Service Code 

The Relay Service Code as described in 3GPP TS 23.303 [103] identifies a connectivity service the ProSe UE-to-network relay provides. 
The format of the Relay Service Code is a 24-bit bit-string.
* * * Next Change * * * *
24.e
Discovery Group ID 

The Discovery Group ID as described in 3GPP TS 23.303 [103] identifies a group of Public Safety users that are affiliated for Group Member Discovery. 
The format of the Discovery Group ID is a 24-bit bit-string. 

* * * End of Changes * * * *

