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* * * First Change * * * *

8.120
Monitoring Event Information 

The Monitoring Event Information contains the monitoring event parameters that are necessary to transfer over the S3/S16/S10 interface.

The Monitoring Event Information is coded as depicted in Figure 8.120-1.
	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 189 (decimal)
	

	
	2 to 3
	Length = n
	

	
	4
	Spare
	Instance
	

	
	
	
	

	
	5 to 8
	SCEF Reference ID
	

	
	9
	SCEF ID Length
	

	
	10 to k
	SCEF ID
	

	
	(k+1) to (k+2)
	Remaining Number of Reports
	

	
	(k+3) to (n+4)
	These octet(s) is/are present only if explicitly specified
	


 Figure 8.120-1: Monitoring Event Information
The SCEF Reference ID, the SCEF ID shall be encoded as specified in subclause 8.4.4 and 8.4.5 of 3GPP TS 29.336 [69].

The SCEF ID Length indicates the length of the SCEF ID in octets.

The Remaining Number of Reports indicates the number of reports which are outstanding to be sent to the SCEF. It shall be encoded as specified in subclause 8.4.8 of 3GPP TS 29.336 [69],

* * * End of Change * * * *

