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	Clauses affected
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	23.007
	0332
	1
	Rel-13
	S11-U Error Indication handling
	B
	13.3.0
	C4-161383
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Nokia Networks
	CIoT-CT
	21.7, 21.x (new)
	23.401-2942

	23.007
	0334
	3
	Rel-13
	Behaviours upon receipt of unknown NIDD
	B
	13.3.0
	C4-161546
	Huawei
	CIoT-CT
	1.1, 14.1.X (new), 30.1.Y (new),
	23.682-0160

	23.007
	0335
	3
	Rel-13
	Enhance restoration procedure to be compatible with SCEF PDN connection and Attach without PDN connectivity
	B
	13.3.0
	C4-161481
	Huawei,Verizon
	CIoT-CT
	1.X (new), 16.1A.2, 21.6
	23.401-2942

	23.007
	0336
	2
	Rel-13
	Connection Resume procedure used during restoration
	B
	13.4.0
	C4-161477
	Ericsson
	CIoT-CT
	25.2.3, 27.2.2.2
	23.401-2934

	23.008
	0486
	1
	Rel-13
	Addition of NB-IoT radio access type to the Access-Restriction-Data feature
	B
	13.3.0
	C4-161321
	Vodafone, Deutsche Telekom, Huawei
	CIoT-CT
	2.4.18
	23.401-2948

	23.008
	0487
	1
	Rel-13
	Storage for CIoT control plane optimization related information at MME
	B
	13.3.0
	C4-161403
	Cisco Systems Inc
	CIoT-CT
	0.1, 3.x (new), 3.x.1 (new), 3.x.2(new), 5.x (new)
	23.401-2948 23.401-2942

	23.008
	0488
	2
	Rel-13
	New PDN-Type for Cellular IoT
	B
	13.3.0
	C4-161529
	Ericsson
	CIoT-CT
	2.13.31, 2.13.xxx (new), 2.13.yyy (new), 2.13.zzz (new), 5.2A
	23.401-2934

	29.002
	1204
	2
	Rel-13
	Addition of NB-IoT radio access type to the Access-Restriction-Data feature
	B
	13.2.0
	C4-161492
	Vodafone, Deutsche Telekom, Huawei
	CIoT-CT
	17.7.1
	23.401-2948

	29.002
	1205
	2
	Rel-13
	New PDN-Type for Cellular IoT
	B
	13.2.0
	C4-161527
	Ericsson
	CIoT-CT
	17.7.1
	23.401-2934

	29.230
	0513
	2
	Rel-13
	Definition of  AVP Authorization of NIDD
	F
	13.3.0
	C4-161326
	Huawei
	CIoT-CT
	5.1, 7.1, 8.1.4
	29.336-0046

	29.230
	0520
	2
	Rel-13
	New PDN-Type for Cellular IoT
	B
	13.3.0
	C4-161528
	Ericsson
	CIoT-CT
	7.1
	29.272-0631

	29.272
	0623
	1
	Rel-13
	Allow SMS for NB-IoT UE without Combined Attach
	B
	13.4.0
	C4-161323
	ZTE
	CIoT-CT
	5.2.1.1.2
	23.401-2951

	29.272
	0630
	2
	Rel-13
	Addition of NB-IoT radio access type to the Access-Restriction-Data feature
	B
	13.4.0
	C4-161491
	Vodafone, Deutsche Telekom, Huawei
	CIoT-CT
	7.3.31
	23.401-2948

	29.272
	0631
	3
	Rel-13
	New PDN-Type for Cellular IoT
	B
	13.4.0
	C4-161526
	Ericsson
	CIoT-CT
	5.2.1.1.3, 7.3.1, 7.3.10.1, 7.3.34, 7.3.35, 7.3.62, 7.3.xxx (new), 7.3.yyy (new), 7.3.zzz (new)
	23.401-2934

	29.274
	1689
	3
	Rel-13
	S11-U tunneling for MO/MT data transport in control plane (SGi based) - with new S11-U F-TEIDs
	B
	13.4.0
	C4-161531
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Nokia Networks, Verizon, AT&T, Orange, China Mobile, Deutsche Telekom, Huawei
	CIoT-CT
	7.2.1, 7.2.2, 7.2.7, 7.2.8, 7.2.11.1, 7.2.24, 7.2.25, 8.4, 8.12, 8.22
	23.401-2942

	29.274
	1690
	1
	Rel-13
	RAT-Type extension for NB-IoT
	B
	13.4.0
	C4-161399
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Nokia Networks
	CIoT-CT
	8.17
	23.401-2951

	29.274
	1697
	6
	Rel-13
	Transfer of non IP PDN to peer MME during mobility
	B
	13.4.0
	C4-161545
	Cisco Systems Inc, ZTE
	CIoT-CT
	2, 3.1, 7.3.5, 7.3.6, 8.1, 8.X(new) and 8.Y(new)
	23.401-2959 23.401-2951 23.401-2934 23.682-0160

	29.274
	1698
	1
	Rel-13
	Addition of NB-IoT radio access type to the Access-Restriction-Data feature
	B
	13.4.0
	C4-161322
	Vodafone, Deutsche Telekom, Huawei
	CIoT-CT
	8.38
	23.401-2948

	29.274
	1699
	1
	Rel-13
	No Delete Session Request for non-existing PDN connection
	B
	13.4.0
	C4-161432
	Nokia Networks, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	CIoT-CT
	7.2.9.1
	23.401-2954

	29.274
	1700
	1
	Rel-13
	No Create Session Request for Attach without PDN connection
	B
	13.4.0
	C4-161434
	Nokia Networks, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	CIoT-CT
	7.2.1
	23.401-2951

	29.274
	1701
	2
	Rel-13
	No Paging and Service Information in DDN for non-IP PDN connections
	B
	13.4.0
	C4-161478
	Huawei
	CIoT-CT
	7.2.11.1
	23.401-2948

	29.274
	1704
	1
	Rel-13
	Protocol change for Connection Suspend and Resume Procedure
	B
	13.4.0
	C4-161415
	Ericsson
	CIoT-CT
	7.2.7, 7.2.21, 7.2.22, 7.2.24
	23.401-2930

	29.274
	1705
	2
	Rel-13
	Protocol change for introducing new non-IP PDN type
	B
	13.4.0
	C4-161476
	Ericsson
	CIoT-CT
	7.2.1, 7.2.2, 7.3.6,  8.14, 8.34
	23.401-2934

	29.281
	0074
	1
	Rel-13
	S11-U tunneling for MO/MT data transport in control plane (SGi based)
	B
	13.0.0
	C4-161379
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Nokia Networks
	CIoT-CT
	1, 3.1, 3.2, 4.3.0, 4.3.1, 5.2.2.3, 6.1, 7.3.1
	23.401-2942

	29.281
	0075
	1
	Rel-13
	End Marker handling by MME
	B
	13.0.0
	C4-161381
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Nokia Networks
	CIoT-CT
	7.3.2
	23.401-2942

	29.303
	0087
	3
	Rel-13
	Impacts on the DNS procedures for CIoT with introduction of NB-IoT and Non-IP
	B
	13.2.0
	C4-161473
	Ericsson
	CIoT-CT
	5.x
	23.401-2948

	29.336
	0046
	3
	Rel-13
	Authorization for NIDD procedure over S6t
	B
	13.2.0
	4-161530
	Huawei
	CIoT-CT
	3.1, 4.1, 7.2.1.1, 7.2.1.2, 7.2.1.3, 8.2.3, 8.2.4, 8.4.1, 8.4.x1, 8.4.x2,
	23.682-0160


